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Appendix 1: Project Location Map
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Appendix 2: Notice of Intent (NOI ) Application
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NOTI CE OF | NTENT

New York State Department of Environmental Conservation

‘ Division of Water
o 625 Broadway, 4th Floor NYR | | | | |

Albany, New York 12233-3505 (for DEC use only)
Stormnat er Di scharges Associated with Construction Activity Under State

Pol | utant Di scharge Elim nation System (SPDES) General Permt # GP-0-15-002
Al'l sections rmust be conpleted unl ess otherwi se noted. Failure to conplete all itens may
result in this formbeing returned to you, thereby del ayi ng your coverage under this
CGeneral Permit. Applicants nust read and understand the conditions of the permt and
prepare a Stormvater Pollution Prevention Plan prior to subnmitting this NO. Applicants
are responsible for identifying and obtaining other DEC pernmits that may be required.

- | MPORTANT-
RETURN THI S FORM TO THE ADDRESS ABOVE
OMER/ CPERATOR MUST SI GN FORV

/ Owner/ Qperator I nformation \

Owner / Oper at or (Conpany Name/ Private Oaner Name/ Muni ci pal ity Nane)

Owner/ Oper at or Cont act Person Last Name (NOT CONSULTANT)

Owner/ Oper at or Cont act Person First Name

Owner/ Operat or Mailing Address

Cty
State Zip
Phone (Oaner/ QOper at or) Fax (Oaner/ Qper at or)

Emai | (Oaner/ QOper at or)

FED TAX I D

(not required for individuals)

| Page 1 of 14




| 6401089828 I
f Project Site Information \

Project/Site Nane

Street Address (NOT P. O. BOX)

Si de of Street
ONorth O South O East O West

Gity/ Town/ Vi | | age ( THAT | SSUES BUI LDI NG PERM T)

State Zip Count y DEC ﬁgi on

Nane of Nearest Cross Street

Di stance to Nearest Cross Street (Feet) Project In Relation to Cross Street
ONorth O South O East O West

Tax Map Nunb Tax Map Nunbers
n

\ ers
Sect i1 on- Bl ock- Par cel

Z /

1. Provide the Geographic Coordinates for the project site in NYTM Units. To do this you
nmust go to the NYSDEC Stormmater Interactive Map on the DEC website at:

www. dec. ny. gov/ i msmaps/ st or mvat er/ vi ewer . ht m

Zoominto your Project Location such that you can accurately click on the centroid of
your site. Once you have | ocated your project site, go to the tool boxes on the top and

choose "i"(identify). Then click on the center of your site and a new w ndow cont ai ni ng
the X, Y coordinates in UTMw Il pop up. Transcribe these coordinates into the boxes
bel ow. For problens with the interactive map use the help function.
X Coordi nates (Easting) Y Coordi nates (Northing)
4

2. What is the nature of this construction project?

O New Construction

O Redevel opment with increase in inpervious area

O Redevel opment with no increase in inpervious area

| Page 2 of 14 I



| 4107089829

3. Sel ect the predom nant
SELECT ONLY ONE CHO CE FOR EACH

Pr e- Devel opnent
Exi sting Land Use

l and use for both pre and post devel opment conditi ons.

Post - Devel oprent
Future Land Use

—

O FOREST O SI NGLE FAM LY HOVE Nurmber of Lots
O PASTURE/ OPEN LAND O SINGLE FAM LY SUBDI VI SI ON
O CULTI VATED LAND O TOAN HOVE RESI DENTI AL
O SINGLE FAM LY HOME O MULTI FAM LY RESI DENTI AL
O SINGLE FAM LY SUBDI VI SI ON O | NSTI TUTI ONAL/ SCHOCL
O TOMN HOVE RESI DENTI AL O | NDUSTRI AL
O MULTI FAM LY RESI DENTI AL O COMVERCI AL
O I NSTI TUTI ONAL/ SCHOOL O MUNI Cl PAL
O I NDUSTRI AL O ROAD/ HI GHVWAY
O COMVERG AL O RECREATI ONAL/ SPORTS FI ELD
© ROADTH GVAY O BI KE PATH TRAI L
O RECREATI ONAL/ SPORTS FI ELD O LI NEAR UTILITY (water, sewer, gas, etc.)
O BI KE PATH TRAI L O PARKI NG LOT
O LINEAR UTI LI TY O CLEARI NG/ GRADI NG ONLY
O PARKI NG LOT O DEMOLI TI ON, NO REDEVELOPMENT
O OTHER O VELL DRILLING ACTIVITY *(G 1, Gas, etc.)
O OTHER
*Note: for gas well drilling, non-high volume hydraulic fractured wells only
' . N
4. In accordance with the |arger comon pl an of devel opnent or sal e,
enter the total project site area; the total area to be disturbed;
exi sting inpervious area to be disturbed (for redevel opnent
activities); and the future inpervious area constructed within the
di sturbed area. (Round to the nearest tenth of an acre.)
Fut ure | npervi ous
Total Site Total Area To Exi sting | nmpervi ous Area Wthin
Ar ea Be Di st ur bed Area To Be Disturbed Di sturbed Area
5. Do you plan to disturb nore than 5 acres of soil at any one tine? OYes ONo
6. Indicate the percentage of each Hydrol ogic Soil G oup(HSG at the site.
A B C D
% % % %
7. Is this a phased project? OYes O No
Start Date End Date
8. Enter the planned start and end
dates of the disturbance / / - / /

activities.

Page 3 of 14



| 8600089821 I

ﬁ Identify the nearest surface waterbody(ies) to which construction site runoff will \
di schar ge.

Name

9a. Type of waterbody identified in Question 97

OWetland / State Jurisdiction On Site (Answer 9b)
OWetland / State Jurisdiction Of Site

OWetland / Federal Jurisdiction On Site (Answer 9b)
O Wetland / Federal Jurisdiction Of Site

O Stream/ Creek On Site

O Stream/ Creek Of Site

ORver On Site

) _ 9b. How was the wetl and identified?
ORver Of Site
OLake On Site ORegu' at Ory th
O Lake Of Site O Del i neat ed by Consul t ant
O O her Type On Site O Delineated by Army Corps of Engi neers
O O her Type Of Site O O her (identify)
10. Has the surface waterbody(ies) in question 9 been identified as a OYes O No

303(d) segnent in Appendix E of GP-0-15-0027?

11. Is this project located in one of the Watersheds identified in
Appendi x C of GP-0- 15-002? OYes ©ONo
12. Is the project located in one of the watershed
areas associated with AA and AA-S classified OYes O No
wat er s?

If no, skip question 13.

13. Does this construction activity disturb land with no
exi sting inpervious cover and where the Soil Sl ope Phase is OYes O No
identified as an E or F on the USDA Soil Survey?
If Yes, what is the acreage to be disturbed?

.|

14. W1l the project disturb soils within a State
regul ated wetl and or the protected 100 foot adjacent OYes ONo
area?

| Page 4 of 14 I




| 6403089820

—

15. Does the site runoff enter a separate storm sewer
system (i ncl udi ng roadsi de drai ns, swales, ditches, OYes ONo O Unknown
culverts, etc)?
16. What is the nane of the nunicipality/entity that owns the separate storm sewer
syst enf?
17. Does any runoff fromthe site enter a sewer classified
as a Conbi ned Sewer? @S @ @ L
18. W1l future use of this site be an agricultural property as
defined by the NYS Agriculture and Markets Law? OYes ONo
19. I's this property owned by a state authority, state agency,
federal government or |ocal governnent? OYes ©ONo
20. Is this a renedi ati on project being done under a Depart nent
approved work plan? (i.e. CERCLA, RCRA, Voluntary C eanup OYes ONo
Agreenent, etc.)
21. Has the required Erosion and Sedi nent Control component of the
SWPPP been devel oped in confornmance with the current NYS OYes O No
St andards and Specifications for Erosion and Sedi nent Contro
(aka Bl ue Book) ?
22. Does this construction activity require the devel opnent of a
SWPPP t hat includes the post-construction stornmnater managenent
practice conponent (i.e. Runoff Reduction, Water Quality and OYes ONo
Quantity Control practices/techni ques)?
If No, skip questions 23 and 27-39
23. Has the post-construction stornmwater managenent practice conponent
of the SWPPP been devel oped in conformance with the current NYS OYes O No

St or nwat er Managenent Desi gn Manual ?
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| 0251089825 I

ﬂ4. The Stormaater Pollution Prevention Plan (SWPPP) was prepared by: \\

O Pr of essi onal Engi neer (P.E.)

O Soi | and Water Conservation District (SWD)

O Regi stered Landscape Architect (R L.A)

OCertified Professional in Erosion and Sedi nent Control (CPESC)
O Omner / Oper at or

O O her

SWPPP Pr epar er

Cont act Nanme (Last, Space, First)

Mai | i ng Addr ess

State Zip

Phone Fax

Emai |

< >

SWPPP Preparer Certification

| hereby certify that the Stormmater Pollution Prevention Plan (SWPP) for
this project has been prepared in accordance with the terns and conditions of
the GP-0-15-002. Furthernmore, | understand that certifying false, incorrect
or inaccurate information is a violation of this permt and the [ aws of the
State of New York and could subject ne to crimnal, civil and/or

adm ni strative proceedi ngs.

First Nane M
Last Nane
Si gnat ure
Dat e

| Page 6 of 14 I



| 0005089822

25. Has a construction sequence schedul e for the planned nanagenent
practices been prepared? OYes ONo
26. Sel ect all of the erosion and sedinent control practices that will be
enpl oyed on the project site:
Tenporary Structural Veget ati ve Measures
O Check Dans O Brush Matting
O Construction Road Stabilization O Dune Stabilization
O Dust Contr ol O Grassed Wt erway
O Earth Di ke O Mul chi ng
O Level Spreader O Protecting Vegetation
O Perimeter Dike/ Swal e O Recreation Area | nprovenent
O Pipe Slope Drain O Seedi ng
O Portabl e Sedi ment Tank O Soddi ng
O Rock Dam O Straw Hay Bal e Di ke
O Sedi ment Basin O Streanbank Protection
O Sedi ment Traps O Tenporary Swal e
OSilt Fence O Topsoi | ing
O Stabilized Construction Entrance O Veget ati ng WAt er ways
O StormDrain Inlet Protection Per manent Struct ur al
O Straw Hay Bal e Di ke
O Tenporary Access Waterway Crossing O Debris Basin
O Tenporary Storndrain Diversion O Diversion
O Tenporary Swal e O G ade Stabilization Structure
O Turbidity Curtain O lLand G ading
O Wt er bars O Li ned Waterway (Rock)
O Paved Channel (Concrete)
Bi ot echni cal O Paved Fl ume
O Brush Matting O Retai ning Wal |
OWattling O Riprap Sl ope Protection
O Rock Cutlet Protection
O her O Streanbank Protection

Page 7 of
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| 0182089828 I

Post - constructi on Stornwater Managenent Practice (SMP) Requirenents

Important: Conpletion of Questions 27-39 is not required
if response to Question 22 is No.

/ 27. Identify all site planning practices that were used to prepare the final site \
pl an/ | ayout for the project.

O Preservation of Undisturbed Areas

O Preservation of Buffers

O Reduction of Cearing and G adi ng

O Locating Devel opment in Less Sensitive Areas
O Roadway Reducti on

O Si dewal k Reducti on

O Driveway Reduction

O Cul - de-sac Reduction

O Bui | di ng Foot print Reduction

O Par ki ng Reducti on

A /

27a. Indicate which of the follow ng soil restoration criteria was used to address the
requirements in Section 5.1.6("Soil Restoration") of the Design Manua
(2010 version).

OA'l disturbed areas will be restored in accordance with the Soi
Restoration requirenents in Table 5.3 of the Design Manual (see page 5-22).

O Conpacted areas were consi dered as inpervious cover when cal cul ating the
WYy Required, and the compacted areas were assigned a post-construction

Hydrologic Soil Goup (HSG designation that is one |evel |ess perneable
t han existing conditions for the hydrol ogy anal ysis.

28. Provide the total Water Quality Volune (WQv) required for this project (based on
final site plan/layout).

Total WQv Required

acre-f eet

29. Identify the RR techniques (Area Reduction), RR techni ques(Volune Reduction) and
Standard SMPs with RRv Capacity in Table 1 (See Page 9) that were used to reduce
the Total WQv Required(#28).

Al so, provide in Table 1 the total inpervious area that contributes runoff to each
techni que/ practice selected. For the Area Reduction Techni ques, provide the tota
contributing area (includes pervious area) and, if applicable, the total inpervious
area that contributes runoff to the technique/practice.

Not e: Redevel opnent projects shall use Tables 1 and 2 to identify the SMPs used

to treat and/or reduce the WQv required. |If runoff reduction techniques will not
be used to reduce the required W)/, skip to question 33a after identifying the
SMPs.

| Page 8 of 14 I



| 7738089822 Table 1 - Runoff Reduction (RR) Techni ques I

and Standard Stor mnater Managenent
Practices (SMPs)

Total Contributing Total Contributing
Area (acres) | npervi ous Area(acres)

RR Techni ques (Area Reducti on)

O Conservation of Natural Areas (RR-1) ... . and/ or

O Sheet f
Buf f er

W}O Ri pari an

lo
s/Filters Strips (RR-2) .......... . and/ or

O Tree Planting/ Tree Pit (RR-3) .......... . and/ or
O Di sconnection of Rooftop Runoff (RR-4).. . and/ or

RR Techni ques (Vol unme Reducti on)
OVegetated Swale (RR-5) - -«

ORain Garden (RR-B) it
OStormmater Planter (RRT7) - s
ORain Barrel/Cistern (RR8) ...
O Porous Pavenent (RR-9) ........ ... . . i

O Geen ROOf (RR-10) .. ..ottt e
Standard SWMPs with RRv Capacity

Olnfiltration Trench (1-1) -« e
OINfiltrati on Basin (1-2) ««vvvrrrmmmmmmme i,
ODrY VBIT (1-8) « et e e
O Underground Infiltration System (1-4) ................. ...
OBioretention (F-5) ...
ODrY SWAl @ (O 1) ¢ vt v vttt et

St andard SMPs

O M cropool Extended Detention (P-1) .......... . ... ... ... .. ...
OWVEE PONA (P-2) vttt e
OWet Extended Detention (P-3) - ccvvnmenminamaa ..
OMiltiple Pond System (P-4) -« e
OPOCket Pond (P_ 5) .............................................
OSurface Sand Filter (F-1) -« ceroeeemmnamn e
O Underground Sand Filter (F-2) -:.oiii i
OPerimeter Sand Filter (F-3) - ceermmmma e
OOganic Filter (F-4) ... e
O Shallow Wetland (W1) ...
O Extended Detention Wetland (W 2)
O Pond/ Wt | and System (W 3)
O Pocket Wetl and (W4)
OWet Swale (O2) ...

| Page 9 of 14 I




0762089822

/ Table 2 - Al ternative SMPs \
(DO NOT | NCLUDE PRACTI CES BEI NG
USED FOR PRETREATMENT ONLY)

Total Contributing

Alternative SWP | mper vi ous Area(acres)

O Hydr odynanmi c
OVet Vaul t
OMdia Filter .
O O her

Provi de the name and manufacturer of the Alternative SMPs (i.e.
proprietary practice(s)) being used for WQv treatnment.

Name

Manuf act ur er

Not e: Redevel opnent projects which do not use RR techni ques, shall
use questions 28, 29, 33 and 33a to provi de SMPs used, total
\\ WY/ required and total WQv provided for the project.

/

30. I ndi cate the Total RRv provided by the RR techni ques (Area/ Vol une Reduction) and
Standard SMPs with RRv capacity identified in question 29.

Total RRv provided

acr e-f eet

31. Is the Total RRv provided (#30) greater than or equal to the
total WQv required (#28).
OYes O No
If Yes, go to question 36.
If No, go to question 32.

32. Provi de the M nimum RRv required based on HSG
[MnimmRRv Required = (P)(0.95) (A )/12, A =(S)(Ac)]

M ni mum RRv Requi r ed

acr e-f eet

32a. Is the Total RRv provided (#30) greater than or equal to the
M ni mum RRv Requi red (#32)? OYes O No

If Yes, go to question 33.
Not e: Use the space provided in question #39 to sunmari ze t he
specific site limtations and justification for not reducing
100% of WQv required (#28). A detailed evaluation of the
specific site limtations and justification for not reducing
100% of the WQv required (#28) nmust al so be included in the
SWPPP.

If No, sizing criteria has not been met, so NO can not be

processed. SWPPP preparer must nodify design to neet sizing

criteria.

| Page 10 of 14
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6089827

Identify the Standard SMPs in Table 1 and, if applicable, the Alternative SMPs in

Table 2 that were used to treat the remaining
total WQv(=Total W)/ Required in 28 - Total RRv Provided in 30).

Al so, provide in Table 1 and 2 the total inpervious area that contributes runoff

to each practice sel ected.

Note: Use Tables 1 and 2 to identify the SMPs used on Redevel opnent projects.

—

-
33a. Indicate the Total WQv provided (i.e. W) treated) by the SMPs
identified in question #33 and Standard SMPs with RRv Capacity identified
i n question 29.
WQv Provi ded
acre-feet
Not e: For the standard SMPs with RRv capacity, the WQv provi ded by each practice
= the WQv cal cul ated using the contributing drai nage area to the practice
- RRv provided by the practice. (See Table 3.5 in Design Mnual)
34. Provi de the sum of the Total RRv provided (#30) and
the WQv provided (#33a).
35. Is the sum of the RRv provided (#30) and the WQv provi ded
(#33a) greater than or equal to the total WQv required (#28)? OYes ONo
If Yes, go to question 36.
If No, sizing criteria has not been met, so NO can not be
processed. SWPPP preparer must nodify design to neet sizing
criteria.
36. Provi de the total Channel Protection Storage Vol ume (CPv) required and
provi ded or select waiver (36a), if applicable.
CPv Required CPv Provi ded
acre-feet . acre-feet
36a. The need to provi de channel protection has been wai ved because:
O Site discharges directly to tidal waters
or a fifth order or larger stream
O Reduction of the total CPv is achieved on site
t hrough runoff reduction techniques or infiltration systens.
37. Provi de the Overbank Flood (@) and Extrene Flood (Q¥) control criteria or

sel ect waiver (37a), if applicable
Total Overbank Flood Control Criteria (Qp)

Pr e- Devel opnent Post - devel oprent

CFS . CFS

Total Extreme Flood Control Criteria (Q)

Pr e- Devel opnent Post - devel opnent

CFS . CFS

Page 11 of 14
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The need to neet the @ and (f criteria has been wai ved because:

37a.
wat er s

O Site discharges directly to tida
or a fifth order or larger stream
O Downstream anal ysis reveals that the Q@ and

controls are not required

Has a long term Operation and Mii ntenance Plan for the
post - constructi on stormwater managenent practice(s) been OYes ONo

devel oped?
If Yes, Identify the entity responsible for the long term
Operation and Mai nt enance

38.

///59. Use this space to summari ze the specific site limtations and justification
for not reduci ng 100% of WQv required(#28). (See question 32a)
Thi s space can al so be used for other pertinent project information

| Page 12 of 14
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Identify other DEC pernmits, existing and new, that are required for this

project/facility.

OAr Pollution Control

O Coastal Erosion

O Hazar dous Waste

O Long Island Wells

O M ned Land Recl amati on

O Solid Waste

O Navi gabl e Waters Protection / Article 15
OWater Quality Certificate

O Dam Saf ety

O Water Supply

O Freshwater Wetl ands/Article 24

O Tidal Wetl ands

OWIld, Scenic and Recreational Rivers

O Stream Bed or Bank Protection / Article 15
O Endangered or Threatened Species(Incidental Take Pernit)

O I ndi vi dual SPDES

O SPDES Multi-Sector GP [N/ Y|IR

O O her

O None

41. Does this project require a US Arny Corps of Engi neers
Vetland Permit? OYes ONo
If Yes, Indicate Size of I|npact. D

42. Is this project subject to the requirenments of a regul at ed,
tradi tional |and use control M547? OYes ONo
(I'f No, skip question 43)

43. Has the "Ms4 SWPPP Accept ance" form been signed by the principal
executive officer or ranking elected official and subnmitted al ong ©Yes ONo
with this NO?

44. If this NO is being submtted for the purpose of continuing or transferring

cover age under a general

activities, please indicate the former SPDES nunber assigned. NIYIR

permt for stormwater runoff from construction
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Owner/ Qperator Certification

I have read or been advised of the pernit conditions and believe that | understand them | also
understand that, under the ternms of the permt, there may be reporting requirements. | hereby certify
that this document and the correspondi ng docunents were prepared under my direction or supervision. | am
aware that there are significant penalties for submitting false informati on, including the possibility of
fine and inprisonnent for knowi ng violations. | further understand that coverage under the general permt
will be identified in the acknow edgment that | will receive as a result of submitting this NO and can
be as long as sixty (60) business days as provided for in the general permt. | also understand that, by
submitting this NO, | am acknow edgi ng that the SWPPP has been devel oped and will be inplenented as the
first element of construction, and agreeing to conply with all the terms and conditions of the general
permit for which this NO is being submtted.

Print First Nanme M

]

Print Last Nane

Owner / Oper at or Si gnat ur e

Dat e

| Page 14 of 14
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NEW YORK | Department of
STATE OF .
orporTUnTY | Environmental

Conservation

NEW YORK STATE
DEPARTMENT OF ENVIRONMENTAL CONSERVATION
SPDES GENERAL PERMIT
FOR STORMWATER DISCHARGES

From
CONSTRUCTION ACTIVITY
Permit No. GP-0-15-002

Issued Pursuant to Article 17, Titles 7, 8 and Article 70
of the Environmental Conservation Law

Effective Date: January 29, 2015 Expiration Date: January 28, 2020

John J. Ferguson
Chief Permit Administrator

/
W onee s - 1/12/15

i =
\ \ i S e

Authorized Signature ! Date

Address: NYS DEC
Division of Environmental Permits
625 Broadway, 4th Floor
Albany, N.Y. 12233-1750



PREFACE

Pursuant to Section 402 of the Clean Water Act (“CWA”), stormwater discharges
from certain construction activities are unlawful unless they are authorized by a National
Pollutant Discharge Elimination System (“NPDES”) permit or by a state permit program.
New York’s State Pollutant Discharge Elimination System (“SPDES”) is a NPDES-
approved program with permits issued in accordance with the Environmental
Conservation Law (“ECL”).

This general permit (“permit”) is issued pursuant to Article 17, Titles 7, 8 and
Article 70 of the ECL. An owner or operator may obtain coverage under this permit by
submitting a Notice of Intent ("NOI") to the Department. Copies of this permit and the NOI
for New York are available by calling (518) 402-8109 or at any New York State
Department of Environmental Conservation (“the Department”) regional office (see
Appendix G).They are also available on the Department’s website at:

http://www.dec.ny.gov/

An owner or operator of a construction activity that is eligible for coverage under
this permit must obtain coverage prior to the commencement of construction activity.
Activities that fit the definition of “construction activity”, as defined under 40 CFR
122.26(b)(14)(x), (15)(i), and (15)(ii), constitute construction of a point source and
therefore, pursuant to Article 17-0505 of the ECL, the owner or operator must have
coverage under a SPDES permit prior to commencing construction activity. They cannot
wait until there is an actual discharge from the construction site to obtain permit coverage.

*Note: The italicized words/phrases within this permit are defined in Appendix A.
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(Part 1)

Part I. PERMIT COVERAGE AND LIMITATIONS

A. Permit Application

This permit authorizes stormwater discharges to surface waters of the State from
the following construction activities identified within 40 CFR Parts 122.26(b)(14)(x),
122.26(b)(15)(i) and 122.26(b)(15)(ii), provided all of the eligibility provisions of this
permit are met:

1.

Construction activities involving soil disturbances of one (1) or more acres;
including disturbances of less than one acre that are part of a larger
common plan of development or sale that will ultimately disturb one or more
acres of land; excluding routine maintenance activity that is performed to
maintain the original line and grade, hydraulic capacity or original purpose
of a facility;

Construction activities involving soil disturbances of less than one (1) acre
where the Department has determined that a SPDES permit is required for
stormwater discharges based on the potential for contribution to a violation
of a water quality standard or for significant contribution of pollutants to
surface waters of the State.

Construction activities located in the watershed(s) identified in Appendix D
that involve soil disturbances between five thousand (5,000) square feet
and one (1) acre of land.

B. Effluent Limitations Applicable to Discharges from Construction Activities
Discharges authorized by this permit must achieve, at a minimum, the effluent
limitations in Part I.B.1. (a) — (f) of this permit. These limitations represent the degree
of effluent reduction attainable by the application of best practicable technology
currently available._

1.

Erosion and Sediment Control Requirements - The owner or operator must
select, design, install, implement and maintain control measures to
minimize the discharge of pollutants and prevent a violation of the water
quality standards. The selection, design, installation, implementation, and
maintenance of these control measures must meet the non-numeric effluent
limitations in Part I.B.1.(a) — (f) of this permit and be in accordance with the
New York State Standards and Specifications for Erosion and Sediment
Control, dated August 2005, using sound engineering judgment. Where
control measures are not designed in conformance with the design criteria
included in the technical standard, the owner or operator must include in
the Stormwater Pollution Prevention Plan (“SWPPP”) the reason(s) for the
deviation or alternative design and provide information

1



(Part 1.B.1)

which demonstrates that the deviation or alternative design is equivalent to
the technical standard.

a. Erosion and Sediment Controls. Design, install and maintain effective
erosion and sediment controls to minimize the discharge of pollutants and
prevent a violation of the water quality standards. At a minimum, such
controls must be designed, installed and maintained to:

()  Minimize soil erosion through application of runoff control and soill
stabilization control measure to minimize pollutant discharges;

(i) Control stormwater discharges to minimize channel and
streambank erosion and scour in the immediate vicinity of the
discharge points;

(i)  Minimize the amount of soil exposed during construction activity;
(iv) Minimize the disturbance of steep slopes;
(v) Minimize sediment discharges from the site;

(vi) Provide and maintain natural buffers around surface waters, direct
stormwater to vegetated areas and maximize stormwater
infiltration to reduce pollutant discharges, unless infeasible;

(vii) Minimize soil compaction. Minimizing soil compaction is not
required where the intended function of a specific area of the site
dictates that it be compacted; and

(viii) Unless infeasible, preserve a sufficient amount of topsoil to
complete soil restoration and establish a uniform, dense
vegetative cover.

b. Soil Stabilization. In areas where soil disturbance activity has temporarily
or permanently ceased, the application of soil stabilization measures must
be initiated by the end of the next business day and completed within
fourteen (14) days from the date the current soil disturbance activity
ceased. For construction sites that directly discharge to one of the 303(d)
segments listed in Appendix E or is located in one of the watersheds listed
in Appendix C, the application of soil stabilization measures must be
initiated by the end of the next business day and completed within seven
(7) days from the date the current soil disturbance activity ceased. See
Appendix A for definition of Temporarily Ceased.

c. Dewatering. Discharges from dewatering activities, including discharges
2



(Part 1.B.1.c)

from dewatering of trenches and excavations, must be managed by
appropriate control measures.

. Pollution Prevention Measures. Design, install, implement, and

maintain effective pollution prevention measures to minimize the
discharge of pollutants and prevent a violation of the water quality
standards. At a minimum, such measures must be designed, installed,
implemented and maintained to:

() Minimize the discharge of pollutants from equipment and vehicle
washing, wheel wash water, and other wash waters. This applies to
washing operations that use clean water only. Soaps, detergents
and solvents cannot be used;

(i)  Minimize the exposure of building materials, building products,
construction wastes, trash, landscape materials, fertilizers,
pesticides, herbicides, detergents, sanitary waste and other
materials present on the site to precipitation and to stormwater.
Minimization of exposure is not required in cases where the
exposure to precipitation and to stormwater will not result in a
discharge of pollutants, or where exposure of a specific material
or product poses little risk of stormwater contamination (such as
final products and materials intended for outdoor use) ; and

(i) Prevent the discharge of pollutants from spills and leaks and
implement chemical spill and leak prevention and response
procedures.

e. Prohibited Discharges. The following discharges are prohibited:

() Wastewater from washout of concrete;

(i)  Wastewater from washout and cleanout of stucco, paint, form
release oils, curing compounds and other construction materials;

(i) Fuels, oils, or other pollutants used in vehicle and equipment
operation and maintenance;

(iv) Soaps or solvents used in vehicle and equipment washing; and

(v) Toxic or hazardous substances from a spill or other release.

f. Surface Outlets. When discharging from basins and impoundments, the

outlets shall be designed, constructed and maintained in such a manner
that sediment does not leave the basin or impoundment and that erosion

3



(Part 1.B.1.1)

at or below the outlet does not occur.

C. Post-construction Stormwater Management Practice Requirements

1.

The owner or operator of a construction activity that requires post-
construction stormwater management practices pursuant to Part 11l.C. of
this permit must select, design, install, and maintain the practices to meet
the performance criteria in the New York State Stormwater Management
Design Manual (“Design Manual”), dated January 2015, using sound
engineering judgment. Where post-construction stormwater management
practices (“SMPs”) are not designed in conformance with the performance
criteria in the Design Manual, the owner or operator must include in the
SWPPP the reason(s) for the deviation or alternative design and provide
information which demonstrates that the deviation or alternative design is
equivalent to the technical standard.

The owner or operator of a construction activity that requires post-
construction stormwater management practices pursuant to Part I1ll.C. of
this permit must design the practices to meet the applicable sizing criteria
in Part I.C.2.a., b., c. or d. of this permit.

a. Sizing Criteria for New Development

() Runoff Reduction Volume (“RRV”): Reduce the total Water Quality
Volume (*WQvV”) by application of RR techniques and standard
SMPs with RRv capacity. The total WQv shall be calculated in
accordance with the criteria in Section 4.2 of the Design Manual.

(i)  Minimum RRv and Treatment of Remaining Total WQv:
Construction activities that cannot meet the criteria in Part
I.C.2.a.(i) of this permit due to site limitations shall direct runoff
from all newly constructed impervious areas to a RR technique or
standard SMP with RRv capacity unless infeasible. The specific
site limitations that prevent the reduction of 100% of the WQv shall
be documented in the SWPPP. For each impervious area that is
not directed to a RR techniqgue or standard SMP with RRv
capacity, the SWPPP must include documentation which
demonstrates that all options were considered and for each option
explains why it is considered infeasible.

In no case shall the runoff reduction achieved from the newly
constructed impervious areas be less than the Minimum RRv
as calculated using the criteria in Section 4.3 of the Design
Manual. The remaining portion of the total WQv

4
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(iii)

(iv)

(v)

that cannot be reduced shall be treated by application of standard
SMPs.

Channel Protection Volume (“Cpv”): Provide 24 hour extended
detention of the post-developed 1-year, 24-hour storm event;
remaining after runoff reduction. The Cpv requirement does not
apply when:
(1) Reduction of the entire Cpv is achieved by application of
runoff reduction techniques or infiltration systems, or

(2) The site discharges directly to tidal waters, or fifth order or
larger streams.

Overbank Flood Control Criteria (“Qp”): Requires storage to
attenuate the post-development 10-year, 24-hour peak discharge
rate (Qp) to predevelopment rates. The Qp requirement does not
apply when:
(1) the site discharges directly to tidal waters or fifth order or
larger streams, or
(2) A downstream analysis reveals that overbank control is not
required.

Extreme Flood Control Criteria (“Qf’): Requires storage to
attenuate the post-development 100-year, 24-hour peak
discharge rate (Qf) to predevelopment rates. The Qf requirement
does not apply when:
(1) the site discharges directly to tidal waters or fifth order or
larger streams, or
(2) A downstream analysis reveals that overbank control is not
required.

b. Sizing Criteria for New Development in Enhanced Phosphorus
Removal Watershed

()

(ii)

Runoff Reduction Volume (RRv): Reduce the total Water Quality
Volume (WQv) by application of RR techniques and standard
SMPs with RRv capacity. The total WQv is the runoff volume from
the 1-year, 24 hour design storm over the post-developed
watershed and shall be calculated in accordance with the criteria
in Section 10.3 of the Design Manual.

Minimum RRv and Treatment of Remaining Total WQv:
Construction activities that cannot meet the criteria in Part
[.C.2.b.(i) of this permit due to site limitations shall direct runoff
from all newly constructed impervious areas to a RR technique or

5
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(i)

(iv)

v)

standard SMP with RRv capacity unless infeasible. The specific
site limitations that prevent the reduction of 100% of the WQv shall
be documented in the SWPPP. For each impervious area that is
not directed to a RR technique or standard SMP with RRv
capacity, the SWPPP must include documentation which
demonstrates that all options were considered and for each option
explains why it is considered infeasible.

In no case shall the runoff reduction achieved from the newly
constructed impervious areas be less than the Minimum RRv
as calculated using the criteria in Section 10.3 of the Design
Manual. The remaining portion of the total WQv that cannot be
reduced shall be treated by application of standard SMPs.

Channel Protection Volume (Cpv): Provide 24 hour extended
detention of the post-developed 1-year, 24-hour storm event;
remaining after runoff reduction. The Cpv requirement does not
apply when:
(1) Reduction of the entire Cpv is achieved by
application of runoff reduction techniques or
infiltration systems, or

(2) The site discharges directly to tidal waters, or fifth
order or larger streams.

Overbank Flood Control Criteria (Qp): Requires storage to
attenuate the post-development 10-year, 24-hour peak discharge
rate (Qp) to predevelopment rates. The Qp requirement does not
apply when:
(1) the site discharges directly to tidal waters or fifth
order or larger streams, or
(2) A downstream analysis reveals that overbank control
is not required.

Extreme Flood Control Criteria (Qf): Requires storage to attenuate
the post-development 100-year, 24-hour peak discharge rate (Qf)
to predevelopment rates. The Qf requirement does not apply
when:
(1) the site discharges directly to tidal waters or fifth
order or larger streams, or
(2) A downstream analysis reveals that overbank control
is not required.

c. Sizing Criteria for Redevelopment Activity

6
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() Water Quality Volume (WQv): The WQv treatment objective for

(ii)

(i)

redevelopment activity shall be addressed by one of the following
options. Redevelopment activities located in an Enhanced
Phosphorus Removal Watershed (see Part 111.B.3. and Appendix C
of this permit) shall calculate the WQvV in accordance with Section
10.3 of the Design Manual. All other redevelopment activities shall
calculate the WQv in accordance with Section 4.2 of the Design
Manual.

(1) Reduce the existing impervious cover by a minimum
of 25% of the total disturbed, impervious area. The
Soil Restoration criteria in Section 5.1.6 of the Design
Manual must be applied to all newly created pervious
areas, or

(2) Capture and treat a minimum of 25% of the WQv from
the disturbed, impervious area by the application of
standard SMPs; or reduce 25% of the WQv from the
disturbed, impervious area by the application of RR
techniques or standard SMPs with RRv capacity., or

(3) Capture and treat a minimum of 75% of the WQv from
the disturbed, impervious area as well as any
additional runoff from tributary areas by application of
the alternative practices discussed in Sections 9.3
and 9.4 of the Design Manual., or

(4) Application of a combination of 1, 2 and 3 above that
provide a weighted average of at least two of the
above methods. Application of this method shall be
in accordance with the criteria in Section 9.2.1(B) (1V)
of the Design Manual.

If there is an existing post-construction stormwater management
practice located on the site that captures and treats runoff from the
impervious area that is being disturbed, the WQv treatment option
selected must, at a minimum, provide treatment equal to the
treatment that was being provided by the existing practice(s) if that
treatment is greater than the treatment required by options 1 — 4
above.

Channel Protection Volume (Cpv): Not required if there are no
changes to hydrology that increase the discharge rate from the
project site.

Overbank Flood Control Criteria (Qp): Not required if there are no
changes to hydrology that increase the discharge rate from the
project site.

7
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(iv) Extreme Flood Control Criteria (Qf): Not required if there are no
changes to hydrology that increase the discharge rate from the
project site.

d. Sizing Criteria for Combination of Redevelopment Activity and New
Development

Construction projects that include both New Development and
Redevelopment Activity shall provide post-construction
stormwater management controls that meet the sizing criteria
calculated as an aggregate of the Sizing Criteria in Part .C.2.a.
or b. of this permit for the New Development portion of the
project and Part 1.C.2.c of this permit for Redevelopment
Activity portion of the project.

D. Maintaining Water Quality

The Department expects that compliance with the conditions of this permit will
control discharges necessary to meet applicable water quality standards. It shall be
a violation of the ECL for any discharge to either cause or contribute to a violation
of water quality standards as contained in Parts 700 through 705 of Title 6 of the
Official Compilation of Codes, Rules and Regulations of the State of New York, such
as:

1. There shall be no increase in turbidity that will cause a substantial visible
contrast to natural conditions;

2. There shall be no increase in suspended, colloidal or settleable solids that
will cause deposition or impair the waters for their best usages; and

3. There shall be no residue from oil and floating substances, nor visible oil
film, nor globules of grease.

If there is evidence indicating that the stormwater discharges authorized by this
permit are causing, have the reasonable potential to cause, or are contributing to a
violation of the water quality standards; the owner or operator must take appropriate
corrective action in accordance with Part IV.C.5. of this general permit and document
in accordance with Part IV.C.4. of this general permit. To address the water quality
standard violation the owner or operator may need to provide additional information,
include and implement appropriate controls in the SWPPP to correct the problem,
or obtain an individual SPDES permit.

If there is evidence indicating that despite compliance with the terms and conditions
of this general permit it is demonstrated that the stormwater discharges authorized
by this permit are causing or contributing to a violation of water quality standards, or

8
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if the Department determines that a modification of the permit is necessary to
prevent a violation of water quality standards, the authorized discharges will no
longer be eligible for coverage under this permit. The Department may require the
owner or operator to obtain an individual SPDES permit to continue discharging.

E. Eligibility Under This General Permit

1.

This permit may authorize all discharges of stormwater from construction
activity to surface waters of the State and groundwaters except for ineligible
discharges identified under subparagraph F. of this Part.

Except for non-stormwater discharges explicitly listed in the next paragraph,
this permit only authorizes stormwater discharges from construction
activities.

Notwithstanding paragraphs E.1 and E.2 above, the following non-
stormwater discharges may be authorized by this permit: discharges from
firefighting activities; fire hydrant flushings; waters to which cleansers or
other components have not been added that are used to wash vehicles or
control dust in accordance with the SWPPP, routine external building
washdown which does not use detergents; pavement washwaters where
spills or leaks of toxic or hazardous materials have not occurred (unless all
spilled material has been removed) and where detergents are not used; air
conditioning condensate; uncontaminated groundwater or spring water;
uncontaminated discharges from construction site de-watering operations;
and foundation or footing drains where flows are not contaminated with
process materials such as solvents. For those entities required to obtain
coverage under this permit, and who discharge as noted in this paragraph,
and with the exception of flows from firefighting activities, these discharges
must be identified in the SWPPP. Under all circumstances, the owner or
operator must still comply with water quality standards in Part 1.D of this
permit.

The owner or operator must maintain permit eligibility to discharge under
this permit. Any discharges that are not compliant with the eligibility
conditions of this permit are not authorized by the permit and the owner or
operator must either apply for a separate permit to cover those ineligible
discharges or take steps necessary to make the discharge eligible for
coverage.

F. Activities Which Are Ineligible for Coverage Under This General Permit
All of the following are not authorized by this permit:

9
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. Discharges after construction activities have been completed and the site

has undergone final stabilization;

. Discharges that are mixed with sources of non-stormwater other than those

expressly authorized under subsection E.3. of this Part and identified in the
SWPPP required by this permit;

. Discharges that are required to obtain an individual SPDES permit or

another SPDES general permit pursuant to Part VII.K. of this permit;

. Construction activities or discharges from construction activities that may

adversely affect an endangered or threatened species unless the owner or
operator has obtained a permit issued pursuant to 6 NYCRR Part 182 for
the project or the Department has issued a letter of non-jurisdiction for the
project. All documentation necessary to demonstrate eligibility shall be
maintained on site in accordance with Part 11.C.2 of this permit.

. Discharges which either cause or contribute to a violation of water quality

standards adopted pursuant to the ECL and its accompanying regulations;

. Construction activities for residential, commercial and institutional projects:

a. Where the discharges from the construction activities are tributary to
waters of the state classified as AA or AA-s; and

b. Which disturb one or more acres of land with no existing impervious cover;
and

c. Which are undertaken on land with a Soil Slope Phase that is identified as
an E or F, or the map unit name is inclusive of 25% or greater slope, on
the United States Department of Agriculture (“USDA”) Soil Survey for the
County where the disturbance will occur.

. Construction activities for linear transportation projects and linear utility

projects:

a. Where the discharges from the construction activities are tributary to
waters of the state classified as AA or AA-s; and

b. Which disturb two or more acres of land with no existing impervious cover;
and

c. Which are undertaken on land with a Soil Slope Phase that is identified as
an E or F, or the map unit name is inclusive of 25% or greater slope, on
the USDA Soil Survey for the County where the disturbance will occur.

10
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8. Construction activities that have the potential to affect an historic property,
unless there is documentation that such impacts have been resolved. The
following documentation necessary to demonstrate eligibility with this
requirement shall be maintained on site in accordance with Part 11.C.2 of
this permit and made available to the Department in accordance with Part
VII.F of this permit:

a. Documentation that the construction activity is not within an
archeologically sensitive area indicated on the sensitivity map, and that
the construction activity is not located on or immediately adjacent to a
property listed or determined to be eligible for listing on the National or
State Registers of Historic Places, and that there is no new permanent
building on the construction site within the following distances from a
building, structure, or object that is more than 50 years old, or if there is
such a new permanent building on the construction site within those
parameters that NYS Office of Parks, Recreation and Historic
Preservation (OPRHP), a Historic Preservation Commission of a Certified

Local

Government, or a qualified preservation professional has

determined that the building, structure, or object more than 50 years old
is not historically/archeologically significant.

1-5 acres of disturbance - 20 feet
5-20 acres of disturbance - 50 feet
20+ acres of disturbance - 100 feet, or

b. DEC consultation form sent to OPRHP, and copied to the NYS DEC
Agency Historic Preservation Officer (APO), and

(i)

(1)
(iii)
(iv)

the State Environmental Quality Review (SEQR) Environmental
Assessment Form (EAF) with a negative declaration or the
Findings Statement, with documentation of OPRHP’s agreement
with the resolution; or

documentation from OPRHP that the construction activity will
result in No Impact; or

documentation from OPRHP providing a determination of No
Adverse Impact; or

a Letter of Resolution signed by the owner/operator, OPRHP and
the DEC APO which allows for this construction activity to be
eligible for coverage under the general permit in terms of the State
Historic Preservation Act (SHPA); or

c. Documentation of satisfactory compliance with Section 106 of the
National Historic Preservation Act for a coterminous project area:

(i)
(ii)

No Affect
No Adverse Affect

11
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(i) Executed Memorandum of Agreement, or

d. Documentation that:
() SHPA Section 14.09 has been completed by NYS DEC or another
state agency.

9. Discharges from construction activities that are subject to an existing

SPDES individual or general permit where a SPDES permit for construction
activity has been terminated or denied; or where the owner or operator has
failed to renew an expired individual permit.

Part Il. OBTAINING PERMIT COVERAGE

A.Notice of Intent (NOI) Submittal

1.

An owner or operator of a construction activity that is not subject to the
requirements of a regulated, traditional land use control MS4 must first
prepare a SWPPP in accordance with all applicable requirements of this
permit and then submit a completed NOI form to the Department in order to
be authorized to discharge under this permit. An owner or operator shall
use either the electronic (eNOI) or paper version of the NOI that the
Department prepared. Both versions of the NOI are located on the
Department’s website (http://www.dec.ny.gov/ ). The paper version of the
NOI shall be signed in accordance with Part VII.H. of this permit and
submitted to the following address.

NOTICE OF INTENT

NYS DEC, Bureau of Water Permits
625 Broadway, 4™ Floor

Albany, New York 12233-3505

An owner or operator of a construction activity that is subject to the
requirements of a regulated, traditional land use control MS4 must first
prepare a SWPPP in accordance with all applicable requirements of this
permit and then have its SWPPP reviewed and accepted by the regulated,
traditional land use control MS4 prior to submitting the NOI to the
Department. The owner or operator shall have the *MS4 SWPPP
Acceptance” form signed in accordance with Part VII.H., and then submit
that form along with a completed NOI to the Department. An owner or
operator shall use either the electronic (eNOI) or paper version of the NOI.

The paper version of the NOI shall be signed in accordance with Part VII.H.
of this permit and submitted to the address in Part II.A.1.
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The requirement for an owner or operator to have its SWPPP reviewed and
accepted by the MS4 prior to submitting the NOI to the Department does
not apply to an owner or operator that is obtaining permit coverage in
accordance with the requirements in Part Il.LE. (Change of Owner or
Operator) or where the owner or operator of the construction activity is the
regulated, traditional land use control MS4.

The owner or operator shall have the SWPPP preparer sign the “SWPPP
Preparer Certification” statement on the NOI prior to submitting the form to
the Department.

As of the date the NOI is submitted to the Department, the owner or operator
shall make the NOI and SWPPP available for review and copying in
accordance with the requirements in Part VII.F. of this permit.

B. Permit Authorization

1.

An owner or operator shall not commence construction activity until their
authorization to discharge under this permit goes into effect.

Authorization to discharge under this permit will be effective when the owner
or operator has satisfied all of the following criteria:

a. project review pursuant to the State Environmental Quality Review Act
(“SEQRA”) have been satisfied, when SEQRA is applicable. See the
Department’s website (http://www.dec.ny.gov/) for more information,

b. where required, all necessary Department permits subject to the Uniform
Procedures Act (“UPA”) (see 6 NYCRR Part 621) have been obtained,
unless otherwise notified by the Department pursuant to 6 NYCRR
621.3(a)(4). Owners or operators of construction activities that are
required to obtain UPA permits must submit a preliminary SWPPP to the
appropriate DEC Permit Administrator at the Regional Office listed in
Appendix F at the time all other necessary UPA permit applications are
submitted. The preliminary SWPPP must include sufficient information to
demonstrate that the construction activity qualifies for authorization under
this permit,

c. the final SWPPP has been prepared, and

d. a complete NOI has been submitted to the Department in accordance with
the requirements of this permit.

3. Anowner or operator that has satisfied the requirements of Part 11.B.2 above
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(Part 11.B.3)

will be authorized to discharge stormwater from their construction activity in
accordance with the following schedule:

a. For construction activities that are not subject to the requirements of a
regulated, traditional land use control MS4:

()

(ii)

(i)

Five (5) business days from the date the Department receives a
complete electronic version of the NOI (eNOI) for construction
activities with a SWPPP that has been prepared in conformance
with the design criteria in the technical standard referenced in Part
[l.B.1 and the performance criteria in the technical standard
referenced in Parts IIl.B., 2 or 3, for construction activities that
require post-construction stormwater management practices
pursuant to Part IIl.C.; or

Sixty (60) business days from the date the Department receives a
complete NOI (electronic or paper version) for construction
activities with a SWPPP that has not been prepared in
conformance with the design criteria in technical standard
referenced in Part I11.B.1. or, for construction activities that require
post-construction stormwater management practices pursuant to
Part 1ll.C., the performance criteria in the technical standard
referenced in Parts Ill.B., 2 or 3, or;

Ten (10) business days from the date the Department receives a
complete paper version of the NOI for construction activities with
a SWPPP that has been prepared in conformance with the design
criteria in the technical standard referenced in Part 111.B.1 and the
performance criteria in the technical standard referenced in Parts
lI.B., 2 or 3, for construction activities that require post-
construction stormwater management practices pursuant to Part
l.C.

b. For construction activities that are subject to the requirements of a
regulated, traditional land use control MS4:

()

(ii)

Five (5) business days from the date the Department receives both
a complete electronic version of the NOI (eNOI) and signed “MS4
SWPPP Acceptance” form, or

Ten (10) business days from the date the Department receives
both a complete paper version of the NOI and signed “MS4
SWPPP Acceptance” form.

4. The Department may suspend or deny an owner’s or operator’s coverage
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under this permit if the Department determines that the SWPPP does not
meet the permit requirements. In accordance with statute, regulation, and
the terms and conditions of this permit, the Department may deny coverage
under this permit and require submittal of an application for an individual
SPDES permit based on a review of the NOI or other information pursuant
to Part Il

Coverage under this permit authorizes stormwater discharges from only
those areas of disturbance that are identified in the NOI. If an owner or
operator wishes to have stormwater discharges from future or additional
areas of disturbance authorized, they must submit a new NOI that
addresses that phase of the development, unless otherwise notified by the
Department. The owner or operator shall not commence construction
activity on the future or additional areas until their authorization to discharge
under this permit goes into effect in accordance with Part 11.B. of this permit.

C. General Requirements For Owners or Operators With Permit Coverage

1.

The owner or operator shall ensure that the provisions of the SWPPP are
implemented from the commencement of construction activity until all areas
of disturbance have achieved final stabilization and the Notice of
Termination (“NOT”) has been submitted to the Department in accordance
with Part V. of this permit. This includes any changes made to the SWPPP
pursuant to Part Ill.A.4. of this permit.

The owner or operator shall maintain a copy of the General Permit (GP-0-
15-002), NOI, NOI Acknowledgment Letter, SWPPP, MS4 SWPPP
Acceptance form, inspection reports, and all documentation necessary to
demonstrate eligibility with this permit at the construction site until all
disturbed areas have achieved final stabilization and the NOT has been
submitted to the Department. The documents must be maintained in a
secure location, such as a job trailer, on-site construction office, or mailbox
with lock. The secure location must be accessible during normal business
hours to an individual performing a compliance inspection.

. The owner or operator of a construction activity shall not disturb greater

than five (5) acres of soil at any one time without prior written authorization
from the Department or, in areas under the jurisdiction of a regulated,
traditional land use control MS4, the regulated, traditional land use control
MS4 (provided the regulated, traditional land use control MS4 is not the
owner or operator of the construction activity). At a minimum, the owner or
operator must comply with the following requirements in order to be
authorized to disturb greater than five (5) acres of soil at any one time:
a. The owner or operator shall
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4.

have a qualified inspector conduct at least two (2) site inspections in
accordance with Part IV.C. of this permit every seven (7) calendar days,
for as long as greater than five (5) acres of soil remain disturbed. The
two (2) inspections shall be separated by a minimum of two (2) full
calendar days.

b. In areas where soil disturbance activity has temporarily or permanently

ceased, the application of soil stabilization measures must be initiated by
the end of the next business day and completed within seven (7) days
from the date the current soil disturbance activity ceased. The soill
stabilization measures selected shall be in conformance with the technical
standard, New York State Standards and Specifications for Erosion and
Sediment Control, dated August 2005.

c. The owner or operator shall prepare a phasing plan that defines maximum

disturbed area per phase and shows required cuts and fills.

d. The owner or operator shall install any additional site specific practices

needed to protect water quality.

e. The owner or operator shall include the requirements above in their

SWPPP.

In accordance with statute, regulations, and the terms and conditions of this
permit, the Department may suspend or revoke an owner’s or operator’s
coverage under this permit at any time if the Department determines that
the SWPPP does not meet the permit requirements. Upon a finding of
significant non-compliance with the practices described in the SWPPP or
violation of this permit, the Department may order an immediate stop to all
activity at the site until the non-compliance is remedied. The stop work order
shall be in writing, describe the non-compliance in detail, and be sent to the
owner or operator.

For construction activities that are subject to the requirements of a
regulated, traditional land use control MS4, the owner or operator shall
notify the regulated, traditional land use control MS4 in writing of any
planned amendments or modifications to the post-construction stormwater
management practice component of the SWPPP required by Part Ill.A. 4.
and 5. of this permit. Unless otherwise notified by the regulated, traditional
land use control MS4, the owner or operator shall have the SWPPP
amendments or modifications reviewed and accepted by the regulated,
traditional land use control MS4 prior to commencing construction of the
post-construction stormwater management practice
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D. Permit Coverage for Discharges Authorized Under GP-0-10-001

1.

Upon renewal of SPDES General Permit for Stormwater Discharges from
Construction Activity (Permit No. GP-0-10-001), an owner or operator of a
construction activity with coverage under GP-0-10-001, as of the effective
date of GP-0-15-002, shall be authorized to discharge in accordance with
GP-0-15-002, unless otherwise notified by the Department.

An owner or operator may continue to implement the technical/design
components of the post-construction stormwater management controls
provided that such design was done in conformance with the technical
standards in place at the time of initial project authorization. However, they
must comply with the other, non-design provisions of GP-0-15-002.

E. Change of Owner or Operator

2. When property ownership changes or when there is a change in operational

control over the construction plans and specifications, the original owner or
operator must notify the new owner or operator, in_writing, of the
requirement to obtain permit coverage by submitting a NOI with the
Department. Once the new owner or operator obtains permit coverage, the
original owner or operator shall then submit a completed NOT with the name
and permit identification number of the new owner or operator to the
Department at the address in Part 11.A.1. of this permit. If the original owner
or operator maintains ownership of a portion of the construction activity and
will disturb soil, they must maintain their coverage under the permit.

Permit coverage for the new owner or operator will be effective as of the date
the Department receives a complete NOI, provided the original owner or
operator was not subject to a sixty (60) business day authorization period that
has not expired as of the date the Department receives the NOI from the new
owner or operator.
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Part 1ll. STORMWATER POLLUTION PREVENTION PLAN (SWPPP)

A. General SWPPP Requirements

1.

A SWPPP shall be prepared and implemented by the owner or operator of
each construction activity covered by this permit. The SWPPP must
document the selection, design, installation, implementation and
maintenance of the control measures and practices that will be used to meet
the effluent limitations in Part I.B. of this permit and where applicable, the
post-construction stormwater management practice requirements in Part
[.C. of this permit. The SWPPP shall be prepared prior to the submittal of
the NOI. The NOI shall be submitted to the Department prior to the
commencement of construction activity. A copy of the completed, final NOI
shall be included in the SWPPP.

The SWPPP shall describe the erosion and sediment control practices and
where required, post-construction stormwater management practices that
will be used and/or constructed to reduce the pollutants in stormwater
discharges and to assure compliance with the terms and conditions of this
permit. In addition, the SWPPP shall identify potential sources of pollution
which may reasonably be expected to affect the quality of stormwater
discharges.

All SWPPPs that require the post-construction stormwater management
practice component shall be prepared by a qualified professional that is
knowledgeable in the principles and practices of stormwater management
and treatment.

The owner or operator must keep the SWPPP current so that it at all times
accurately documents the erosion and sediment controls practices that are
being used or will be used during construction, and all post-construction
stormwater management practices that will be constructed on the site. At a
minimum, the owner or operator shall amend the SWPPP:

a. whenever the current provisions prove to be ineffective in minimizing
pollutants in stormwater discharges from the site;

b. whenever there is a change in design, construction, or operation at the
construction site that has or could have an effect on the discharge of
pollutants; and

c. to address issues or deficiencies identified during an inspection by the
qualified inspector, the Department or other regulatory authority.

5. The Department may notify the owner or operator at any time that the
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SWPPP does not meet one or more of the minimum requirements of this
permit. The notification shall be in writing and identify the provisions of the
SWPPP that require modification. Within fourteen (14) calendar days of
such notification, or as otherwise indicated by the Department, the owner
or operator shall make the required changes to the SWPPP and submit
written notification to the Department that the changes have been made. If
the owner or operator does not respond to the Department’'s comments in
the specified time frame, the Department may suspend the owner’s or
operator’s coverage under this permit or require the owner or operator to
obtain coverage under an individual SPDES permit in accordance with Part
[1.C.4. of this permit.

. Prior to the commencement of construction activity, the owner or operator

must identify the contractor(s) and subcontractor(s) that will be responsible
for installing, constructing, repairing, replacing, inspecting and maintaining
the erosion and sediment control practices included in the SWPPP; and the
contractor(s) and subcontractor(s) that will be responsible for constructing
the post-construction stormwater management practices included in the
SWPPP. The owner or operator shall have each of the contractors and
subcontractors identify at least one person from their company that will be
responsible for implementation of the SWPPP. This person shall be known
as the trained contractor. The owner or operator shall ensure that at least
one trained contractor is on site on a daily basis when soil disturbance
activities are being performed.

The owner or operator shall have each of the contractors and
subcontractors identified above sign a copy of the following certification
statement below before they commence any construction activity:

"I hereby certify under penalty of law that | understand and agree to
comply with the terms and conditions of the SWPPP and agree to
implement any corrective actions identified by the qualified inspector
during a site inspection. | also understand that the owner or operator
must comply with the terms and conditions of the most current version
of the New York State Pollutant Discharge Elimination System
("SPDES") general permit for stormwater discharges from construction
activities and that it is unlawful for any person to cause or contribute
to a violation of water quality standards. Furthermore, | am aware that
there are significant penalties for submitting false information, that | do
not believe to be true, including the possibility of fine and imprisonment
for knowing violations"

In addition to providing the certification statement above, the certification
page must also identify the specific elements of the SWPPP that each
contractor and subcontractor will be responsible for and include the name
and title of the person providing the signature; the name and title of the
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trained contractor responsible for SWPPP implementation; the name,
address and telephone number of the contracting firm; the address (or other
identifying description) of the site; and the date the certification statement
is signed. The owner or operator shall attach the certification statement(s)
to the copy of the SWPPP that is maintained at the construction site. If new
or additional contractors are hired to implement measures identified in the
SWPPP after construction has commenced, they must also sign the
certification statement and provide the information listed above.

For projects where the Department requests a copy of the SWPPP or
inspection reports, the owner or operator shall submit the documents in both
electronic (PDF only) and paper format within five (5) business days, unless
otherwise notified by the Department.

B. Required SWPPP Contents

1.

Erosion and sediment control component - All SWPPPs prepared pursuant
to this permit shall include erosion and sediment control practices designed
in conformance with the technical standard, New York State Standards and
Specifications for Erosion and Sediment Control, dated August 2005.
Where erosion and sediment control practices are not designed in
conformance with the design criteria included in the technical standard, the
owner or operator must demonstrate equivalence to the technical standard.
At a minimum, the erosion and sediment control component of the SWPPP
shall include the following:

a. Background information about the scope of the project, including the
location, type and size of project;

b. A site map/construction drawing(s) for the project, including a general
location map. At a minimum, the site map shall show the total site area;
all improvements; areas of disturbance; areas that will not be disturbed;
existing vegetation; on-site and adjacent off-site surface water(s);
floodplain/floodway boundaries; wetlands and drainage patterns that
could be affected by the construction activity; existing and final contours ;
locations of different soil types with boundaries; material, waste, borrow
or equipment storage areas located on adjacent properties; and
location(s) of the stormwater discharge(s);

c. A description of the soil(s) present at the site, including an identification of
the Hydrologic Soil Group (HSG);

d. A construction phasing plan and sequence of operations describing the
intended order of construction activities, including clearing and grubbing,
excavation and grading, utility and infrastructure installation and any other
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activity at the site that results in soil disturbance;

e. A description of the minimum erosion and sediment control practices to

be installed or implemented for each construction activity that will result in
soil disturbance. Include a schedule that identifies the timing of initial
placement or implementation of each erosion and sediment control
practice and the minimum time frames that each practice should remain
in place or be implemented,

f. A temporary and permanent soil stabilization plan that meets the

requirements of this general permit and the technical standard, New York
State Standards and Specifications for Erosion and Sediment Control,
dated August 2005, for each stage of the project, including initial land
clearing and grubbing to project completion and achievement of final
stabilization;

g. A site map/construction drawing(s) showing the specific location(s),

size(s), and length(s) of each erosion and sediment control practice;

. The dimensions, material specifications, installation details, and operation

and maintenance requirements for all erosion and sediment control
practices. Include the location and sizing of any temporary sediment
basins and structural practices that will be used to divert flows from
exposed soils;

i. A maintenance inspection schedule for the contractor(s) identified in Part

l1I.A.6. of this permit, to ensure continuous and effective operation of the
erosion and sediment control practices. The maintenance inspection
schedule shall be in accordance with the requirements in the technical
standard, New York State Standards and Specifications for Erosion and
Sediment Control, dated August 2005;

j. A description of the pollution prevention measures that will be used to

control litter, construction chemicals and construction debris from
becoming a pollutant source in the stormwater discharges;

. A description and location of any stormwater discharges associated with

industrial activity other than construction at the site, including, but not
limited to, stormwater discharges from asphalt plants and concrete plants
located on the construction site; and

. ldentification of any elements of the design that are not in conformance

with the design criteria in the technical standard, New York State

Standards and Specifications for Erosion and Sediment Control, dated

August 2005. Include the reason for the deviation or alternative design
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2.

and provide information which demonstrates that the deviation or
alternative design is equivalent to the technical standard.

Post-construction stormwater management practice component — The
owner or operator of any construction project identified in Table 2 of
Appendix B as needing post-construction stormwater management
practices shall prepare a SWPPP that includes practices designed in
conformance with the applicable sizing criteria in Part 1.C.2.a., c. or d. of
this permit and the performance criteria in the technical standard, New York
State Stormwater Management Design Manual dated January 2015

Where post-construction stormwater management practices are not
designed in conformance with the performance criteria in the technical
standard, the owner or operator must include in the SWPPP the reason(s)
for the deviation or alternative design and provide information which
demonstrates that the deviation or alternative design is equivalent to the
technical standard.

The post-construction stormwater management practice component of the

SWPPP shall include the following:

a. Identification of all post-construction stormwater management practices to
be constructed as part of the project. Include the dimensions, material
specifications and installation details for each post-construction
stormwater management practice;

b. A site map/construction drawing(s) showing the specific location and size
of each post-construction stormwater management practice;

c. A Stormwater Modeling and Analysis Report that includes:

() Map(s) showing pre-development conditions, including
watershed/subcatchments boundaries, flow paths/routing, and
design points;

(i) Map(s) showing post-development conditions, including
watershed/subcatchments boundaries, flow paths/routing, design
points and post-construction stormwater management practices;

(i) Results of stormwater modeling (i.e. hydrology and hydraulic
analysis) for the required storm events. Include supporting
calculations (model runs), methodology, and a summary table that
compares pre and post-development runoff rates and volumes for
the different storm events;

(iv) Summary table, with supporting calculations, which demonstrates
22
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that each post-construction stormwater management practice has
been designed in conformance with the sizing criteria included in
the Design Manual;

(v) Identification of any sizing criteria that is not required based on the
requirements included in Part I.C. of this permit; and

(vi) Identification of any elements of the design that are not in
conformance with the performance criteria in the Design Manual.
Include the reason(s) for the deviation or alternative design and
provide information which demonstrates that the deviation or
alternative design is equivalent to the Design Manual;
d. Soil testing results and locations (test pits, borings);

e. Infiltration test results, when required; and

f. An operations and maintenance plan that includes inspection and
maintenance schedules and actions to ensure continuous and effective
operation of each post-construction stormwater management practice.
The plan shall identify the entity that will be responsible for the long term
operation and maintenance of each practice.

3. Enhanced Phosphorus Removal Standards - All construction projects
identified in Table 2 of Appendix B that are located in the watersheds
identified in Appendix C shall prepare a SWPPP that includes post-
construction stormwater management practices designed in conformance
with the applicable sizing criteria in Part 1.C.2. b., c. or d. of this permit and
the performance criteria, Enhanced Phosphorus Removal Standards
included in the Design Manual. At a minimum, the post-construction
stormwater management practice component of the SWPPP shall include
items 2.a - 2.f. above.

C. Required SWPPP Components by Project Type

Unless otherwise notified by the Department, owners or operators of construction
activities identified in Table 1 of Appendix B are required to prepare a SWPPP that
only includes erosion and sediment control practices designed in conformance with
Part 111.B.1 of this permit. Owners or operators of the construction activities identified
in Table 2 of Appendix B shall prepare a SWPPP that also includes post-construction
stormwater management practices designed in conformance with Part 111.B.2 or 3 of
this permit.
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Part IV. INSPECTION AND MAINTENANCE REQUIREMENTS

A. General Construction Site Inspection and Maintenance Requirements

1.

The owner or operator must ensure that all erosion and sediment control
practices (including pollution prevention measures) and all post-
construction stormwater management practices identified in the SWPPP
are inspected and maintained in accordance with Part IV.B. and C. of this
permit.

The terms of this permit shall not be construed to prohibit the State of New
York from exercising any authority pursuant to the ECL, common law or
federal law, or prohibit New York State from taking any measures, whether
civil or criminal, to prevent violations of the laws of the State of New York,
or protect the public health and safety and/or the environment.

B. Contractor Maintenance Inspection Requirements

1.

The owner or operator of each construction activity identified in Tables 1
and 2 of Appendix B shall have a trained contractor inspect the erosion and
sediment control practices and pollution prevention measures being
implemented within the active work area daily to ensure that they are being
maintained in effective operating condition at all times. If deficiencies are
identified, the contractor shall begin implementing corrective actions within
one business day and shall complete the corrective actions in a reasonable
time frame.

For construction sites where soil disturbance activities have been
temporarily suspended (e.g. winter shutdown) and temporary stabilization
measures have been applied to all disturbed areas, the trained contractor
can stop conducting the maintenance inspections. The trained contractor
shall begin conducting the maintenance inspections in accordance with Part
IV.B.1. of this permit as soon as soil disturbance activities resume.

For construction sites where soil disturbance activities have been shut down
with partial project completion, the trained contractor can stop conducting
the maintenance inspections if all areas disturbed as of the project
shutdown date have achieved final stabilization and all post-construction
stormwater management practices required for the completed portion of the
project have been constructed in conformance with the SWPPP and are
operational.

C. Qualified Inspector Inspection Requirements
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The owner or operator shall have a qualified inspector conduct site inspections in
conformance with the following requirements:

[Note: The trained contractor identified in Part IllLA.6. and IV.B. of this permit
cannot conduct the qualified inspector site inspections unless they meet the
qualified inspector qualifications included in Appendix A. In order to perform these
inspections, the trained contractor would have to be a:

- licensed Professional Engineer,

- Certified Professional in Erosion and Sediment Control (CPESC),

- Registered Landscape Architect, or

- someone working under the direct supervision of, and at the same company
as, the licensed Professional Engineer or Registered Landscape Architect,
provided they have received four (4) hours of Department endorsed training
in proper erosion and sediment control principles from a Soil and Water
Conservation District, or other Department endorsed entity].

1. A qualified inspector shall conduct site inspections for all construction
activities identified in Tables 1 and 2 of Appendix B, with the exception of:

a. the construction of a single family residential subdivision with 25% or less
impervious cover at total site build-out that involves a soil disturbance of
one (1) or more acres of land but less than five (5) acres and is not located
in one of the watersheds listed in Appendix C and not directly discharging
to one of the 303(d) segments listed in Appendix E;

b. the construction of a single family home that involves a soil disturbance of
one (1) or more acres of land but less than five (5) acres and is not located
in one of the watersheds listed in Appendix C and not directly discharging
to one of the 303(d) segments listed in Appendix E;

c. construction on agricultural property that involves a soil disturbance of one
(1) or more acres of land but less than five (5) acres; and

d. construction activities located in the watersheds identified in Appendix D
that involve soil disturbances between five thousand (5,000) square feet
and one (1) acre of land.

2. Unless otherwise notified by the Department, the qualified inspector shall

conduct site inspections in accordance with the following timetable:

a. For construction sites where soil disturbance activities are on-going, the
qualified inspector shall conduct a site inspection at least once every
seven (7) calendar days.

b. For construction sites where soil disturbance activities are on-going and
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the owner or operator has received authorization in accordance with Part
[1.C.3 to disturb greater than five (5) acres of soil at any one time, the
qualified inspector shall conduct at least two (2) site inspections every
seven (7) calendar days. The two (2) inspections shall be separated by a
minimum of two (2) full calendar days.

. For construction sites where soil disturbance activities have been

temporarily suspended (e.g. winter shutdown) and temporary stabilization
measures have been applied to all disturbed areas, the qualified inspector
shall conduct a site inspection at least once every thirty (30) calendar
days. The owner or operator shall notify the DOW Water (SPDES)
Program contact at the Regional Office (see contact information in
Appendix F) or, in areas under the jurisdiction of a regulated, traditional
land use control MS4, the regulated, traditional land use control MS4
(provided the regulated, traditional land use control MS4 is not the owner
or operator of the construction activity) in writing prior to reducing the
frequency of inspections.

. For construction sites where soil disturbance activities have been shut

down with partial project completion, the qualified inspector can stop
conducting inspections if all areas disturbed as of the project shutdown
date have achieved final stabilization and all post-construction stormwater
management practices required for the completed portion of the project
have been constructed in conformance with the SWPPP and are
operational. The owner or operator shall notify the DOW Water (SPDES)
Program contact at the Regional Office (see contact information in
Appendix F) or, in areas under the jurisdiction of a regulated, traditional
land use control MS4, the regulated, traditional land use control MS4
(provided the regulated, traditional land use control MS4 is not the owner
or operator of the construction activity) in writing prior to the shutdown. If
soil disturbance activities are not resumed within 2 years from the date of
shutdown, the owner or operator shall have the qualified inspector perform
a final inspection and certify that all disturbed areas have achieved final
stabilization, and all temporary, structural erosion and sediment control
measures have been removed; and that all post-construction stormwater
management practices have been constructed in conformance with the
SWPPP by signing the “Final Stabilization” and “Post-Construction
Stormwater Management Practice” certification statements on the NOT.
The owner or operator shall then submit the completed NOT form to the
address in Part II.A.1 of this permit.

. For construction sites that directly discharge to one of the 303(d)

segments listed in Appendix E or is located in one of the watersheds listed

in Appendix C, the qualified inspector shall conduct at least two (2) site

inspections every seven (7) calendar days. The two (2) inspections shall
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3.

be separated by a minimum of two (2) full calendar days.

At a minimum, the qualified inspector shall inspect all erosion and sediment
control practices and pollution prevention measures to ensure integrity and
effectiveness, all post-construction stormwater management practices
under construction to ensure that they are constructed in conformance with
the SWPPP, all areas of disturbance that have not achieved final
stabilization, all points of discharge to natural surface waterbodies located
within, or immediately adjacent to, the property boundaries of the
construction site, and all points of discharge from the construction site.

The qualified inspector shall prepare an inspection report subsequent to
each and every inspection. At a minimum, the inspection report shall include
and/or address the following:

a. Date and time of inspection;
b. Name and title of person(s) performing inspection;

c. A description of the weather and soil conditions (e.g. dry, wet, saturated)

at the time of the inspection;

d. A description of the condition of the runoff at all points of discharge from

the construction site. This shall include identification of any discharges of
sediment from the construction site. Include discharges from conveyance
systems (i.e. pipes, culverts, ditches, etc.) and overland flow;

e. A description of the condition of all natural surface waterbodies located

within, or immediately adjacent to, the property boundaries of the
construction site which receive runoff from disturbed areas. This shall
include identification of any discharges of sediment to the surface
waterbody;

. Identification of all erosion and sediment control practices and pollution
prevention measures that need repair or maintenance;

g. Identification of all erosion and sediment control practices and pollution

prevention measures that were not installed properly or are not functioning
as designed and need to be reinstalled or replaced;

h. Description and sketch of areas with active soil disturbance activity, areas

that have been disturbed but are inactive at the time of the inspection, and
areas that have been stabilized (temporary and/or final) since the last
inspection;
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Current phase of construction of all post-construction stormwater
management practices and identification of all construction that is not in
conformance with the SWPPP and technical standards;

Corrective action(s) that must be taken to install, repair, replace or
maintain erosion and sediment control practices and pollution prevention
measures; and to correct deficiencies identified with the construction of
the post-construction stormwater management practice(s);

Identification and status of all corrective actions that were required by
previous inspection; and

Digital photographs, with date stamp, that clearly show the condition of all
practices that have been identified as needing corrective actions. The
qualified inspector shall attach paper color copies of the digital
photographs to the inspection report being maintained onsite within seven
(7) calendar days of the date of the inspection. The qualified inspector
shall also take digital photographs, with date stamp, that clearly show the
condition of the practice(s) after the corrective action has been completed.
The qualified inspector shall attach paper color copies of the digital
photographs to the inspection report that documents the completion of the
corrective action work within seven (7) calendar days of that inspection.

5. Within one business day of the completion of an inspection, the qualified

inspector shall notify the owner or operator and appropriate contractor or
subcontractor identified in Part Ill.A.6. of this permit of any corrective
actions that need to be taken. The contractor or subcontractor shall begin
implementing the corrective actions within one business day of this
notification and shall complete the corrective actions in a reasonable time
frame.

All inspection reports shall be signed by the qualified inspector. Pursuant to
Part II.C.2. of this permit, the inspection reports shall be maintained on site
with the SWPPP.

Part V. TERMINATION OF PERMIT COVERAGE

A. Termination of Permit Coverage

1.

An owner or operator that is eligible to terminate coverage under this permit
must submit a completed NOT form to the address in Part Il.A.1 of this
permit. The NOT form shall be one which is associated with this permit,
signed in accordance with Part VII.H of this permit.
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2. An owner or operator may terminate coverage when one or more the
following conditions have been met:

a. Total project completion - All construction activity identified in the SWPPP
has been completed; and all areas of disturbance have achieved final
stabilization; and all temporary, structural erosion and sediment control
measures have been removed; and all post-construction stormwater
management practices have been constructed in conformance with the
SWPPP and are operational;

b. Planned shutdown with partial project completion - All soil disturbance
activities have ceased; and all areas disturbed as of the project shutdown
date have achieved final stabilization; and all temporary, structural erosion
and sediment control measures have been removed; and all post-
construction stormwater management practices required for the
completed portion of the project have been constructed in conformance
with the SWPPP and are operational;

c. A new owner or operator has obtained coverage under this permit in
accordance with Part I1.E. of this permit.

d. The owner or operator obtains coverage under an alternative SPDES
general permit or an individual SPDES permit.

3. For construction activities meeting subdivision 2a. or 2b. of this Part, the
owner or operator shall have the qualified inspector perform a final site
inspection prior to submitting the NOT. The qualified inspector shall, by
signing the “Final Stabilization” and “Post-Construction Stormwater
Management Practice certification statements on the NOT, certify that all
the requirements in Part V.A.2.a. or b. of this permit have been achieved.

4. For construction activities that are subject to the requirements of a
regulated, traditional land use control MS4 and meet subdivision 2a. or 2b.
of this Part, the owner or operator shall have the regulated, traditional land
use control MS4 sign the “MS4 Acceptance” statement on the NOT in
accordance with the requirements in Part VILLH. of this permit. The
regulated, traditional land use control MS4 official, by signing this
statement, has determined that it is acceptable for the owner or operator to
submit the NOT in accordance with the requirements of this Part. The
regulated, traditional land use control MS4 can make this determination by
performing a final site inspection themselves or by accepting the qualified
inspector’s final site inspection certification(s) required in Part V.A.3. of this
permit.
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5. For construction activities that require post-construction stormwater
management practices and meet subdivision 2a. of this Part, the owner or
operator must, prior to submitting the NOT, ensure one of the following:

a. the post-construction stormwater management practice(s) and any right-
of-way(s) needed to maintain such practice(s) have been deeded to the
municipality in which the practice(s) is located,

b. an executed maintenance agreement is in place with the municipality that
will maintain the post-construction stormwater management practice(s),

c. for post-construction stormwater management practices that are privately
owned, the owner or operator has a mechanism in place that requires
operation and maintenance of the practice(s) in accordance with the
operation and maintenance plan, such as a deed covenant in the owner
or operator’s deed of record,

d. for post-construction stormwater management practices that are owned
by a public or private institution (e.g. school, university, hospital),
government agency or authority, or public utility; the owner or operator
has policy and procedures in place that ensures operation and
maintenance of the practices in accordance with the operation and
maintenance plan.

Part VI. REPORTING AND RETENTION OF RECORDS
A. Record Retention

The owner or operator shall retain a copy of the NOI, NOI

Acknowledgment Letter, SWPPP, MS4 SWPPP Acceptance form and any
inspection reports that were prepared in conjunction with this permit for a period of
at least five (5) years from the date that the Department receives a complete NOT
submitted in accordance with Part V. of this general permit.

B. Addresses

With the exception of the NOI, NOT, and MS4 SWPPP Acceptance form (which
must be submitted to the address referenced in Part II.A.1 of this permit), all written
correspondence requested by the Department, including individual permit
applications, shall be sent to the address of the appropriate DOW Water (SPDES)
Program contact at the Regional Office listed in Appendix F.
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Part VIl. STANDARD PERMIT CONDITIONS

A. Duty to Comply

The owner or operator must comply with all conditions of this permit. All contractors
and subcontractors associated with the project must comply with the terms of the
SWPPP. Any non-compliance with this permit constitutes a violation of the Clean
Water Act (CWA) and the ECL and is grounds for an enforcement action against the
owner or operator and/or the contractor/subcontractor; permit revocation,
suspension or modification; or denial of a permit renewal application. Upon a finding
of significant non-compliance with this permit or the applicable SWPPP, the
Department may order an immediate stop to all construction activity at the site until
the non-compliance is remedied. The stop work order shall be in writing, shall
describe the non-compliance in detail, and shall be sent to the owner or operator.

If any human remains or archaeological remains are encountered during excavation,
the owner or operator must immediately cease, or cause to cease, all construction
activity in the area of the remains and notify the appropriate Regional Water
Engineer (RWE). Construction activity shall not resume until written permission to
do so has been received from the RWE.

B. Continuation of the Expired General Permit

This permit expires five (5) years from the effective date. If a new general permit is
not issued prior to the expiration of this general permit, an owner or operator with
coverage under this permit may continue to operate and discharge in accordance
with the terms and conditions of this general permit, if it is extended pursuant to the
State Administrative Procedure Act and 6 NYCRR Part 621, until a new general
permit is issued.

C. Enforcement

Failure of the owner or operator, its contractors, subcontractors, agents and/or
assigns to strictly adhere to any of the permit requirements contained herein shall
constitute a violation of this permit. There are substantial criminal, civil, and
administrative penalties associated with violating the provisions of this permit. Fines
of up to $37,500 per day for each violation and imprisonment for up to fifteen (15)
years may be assessed depending upon the nature and degree of the offense.

D. Need to Halt or Reduce Activity Not a Defense
It shall not be a defense for an owner or operator in an enforcement action that it
would have been necessary to halt or reduce the construction activity in order to

maintain compliance with the conditions of this permit.
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E. Duty to Mitigate

The owner or operator and its contractors and subcontractors shall take all
reasonable steps to minimize or prevent any discharge in violation of this permit
which has a reasonable likelihood of adversely affecting human health or the
environment.

F. Duty to Provide Information

The owner or operator shall furnish to the Department, within a reasonable specified
time period of a written request, all documentation necessary to demonstrate
eligibility and any information to determine compliance with this permit or to
determine whether cause exists for modifying or revoking this permit, or suspending
or denying coverage under this permit, in accordance with the terms and conditions
of this permit. The NOI, SWPPP and inspection reports required by this permit are
public documents that the owner or operator must make available for review and
copying by any person within five (5) business days of the owner or operator
receiving a written request by any such person to review these documents. Copying
of documents will be done at the requester’s expense.

G. Other Information

When the owner or operator becomes aware that they failed to submit any relevant
facts, or submitted incorrect information in the NOI or in any of the documents
required by this permit , or have made substantive revisions to the SWPPP (e.g. the
scope of the project changes significantly, the type of post-construction stormwater
management practice(s) changes, there is a reduction in the sizing of the post-
construction stormwater management practice, or there is an increase in the
disturbance area or impervious area), which were not reflected in the original NOI
submitted to the Department, they shall promptly submit such facts or information to
the Department using the contact information in Part Il.A. of this permit. Failure of
the owner or operator to correct or supplement any relevant facts within five (5)
business days of becoming aware of the deficiency shall constitute a violation of this
permit.

H. Signatory Requirements

1. All NOIs and NOTs shall be signed as follows:

a. For a corporation these forms shall be signed by a responsible corporate
officer. For the purpose of this section, a responsible corporate officer
means:

(i) a president, secretary, treasurer, or vice-president of the
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(ii)

corporation in charge of a principal business function, or any other
person who performs similar policy or decision-making functions
for the corporation; or

the manager of one or more manufacturing, production or
operating facilities, provided the manager is authorized to make
management decisions which govern the operation of the
regulated facility including having the explicit or implicit duty of
making major capital investment recommendations, and initiating
and directing other comprehensive measures to assure long term
environmental compliance with environmental laws and
regulations; the manager can ensure that the necessary systems
are established or actions taken to gather complete and accurate
information for permit application requirements; and where
authority to sign documents has been assigned or delegated to
the manager in accordance with corporate procedures;

b. For a partnership or sole proprietorship these forms shall be signed by a
general partner or the proprietor, respectively; or

c. For a municipality, State, Federal, or other public agency these forms shall
be signed by either a principal executive officer or ranking elected official.
For purposes of this section, a principal executive officer of a Federal
agency includes:

(i)
(ii)

the chief executive officer of the agency, or

a senior executive officer having responsibility for the overall
operations of a principal geographic unit of the agency (e.g.,
Regional Administrators of EPA).

2. The SWPPP and other information requested by the Department shall be
signed by a person described in Part VII.H.1. of this permit or by a duly
authorized representative of that person. A person is a duly authorized
representative only if:

a. The authorization is made in writing by a person described in Part VII.H.1.
of this permit;

b. The authorization specifies either an individual or a position having
responsibility for the overall operation of the regulated facility or activity,
such as the position of plant manager, operator of a well or a well field,
superintendent, position of equivalent responsibility, or an individual or
position having overall responsibility for environmental matters for the
company. (A duly authorized representative may thus be either a named
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individual or any individual occupying a named position) and,

c. The written authorization shall include the name, title and signature of the
authorized representative and be attached to the SWPPP.

3. All inspection reports shall be signed by the qualified inspector that
performs the inspection.

4. The MS4 SWPPP Acceptance form shall be signed by the principal
executive officer or ranking elected official from the regulated, traditional
land use control MS4, or by a duly authorized representative of that person.

It shall constitute a permit violation if an incorrect and/or improper
signatory authorizes any required forms, SWPPP and/or inspection
reports.

I. Property Rights

The issuance of this permit does not convey any property rights of any sort, nor
any exclusive privileges, nor does it authorize any injury to private property nor
any invasion of personal rights, nor any infringement of Federal, State or local
laws or regulations. Owners or operators must obtain any applicable
conveyances, easements, licenses and/or access to real property prior to
commencing construction activity.

J. Severability

The provisions of this permit are severable, and if any provision of this permit, or
the application of any provision of this permit to any circumstance, is held invalid,
the application of such provision to other circumstances, and the remainder of
this permit shall not be affected thereby.

K. Requirement to Obtain Coverage Under an Alternative Permit

1. The Department may require any owner or operator authorized by this
permit to apply for and/or obtain either an individual SPDES permit or
another SPDES general permit. When the Department requires any
discharger authorized by a general permit to apply for an individual SPDES
permit, it shall notify the discharger in writing that a permit application is
required. This notice shall include a brief statement of the reasons for this
decision, an application form, a statement setting a time frame for the owner
or operator to file the application for an individual SPDES permit, and a
deadline, not sooner than 180 days from owner or operator receipt of the
notification letter, whereby the authorization to
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2.

discharge under this general permit shall be terminated. Applications must
be submitted to the appropriate Permit Administrator at the Regional Office.
The Department may grant additional time upon demonstration, to the
satisfaction of the Department, that additional time to apply for an
alternative authorization is necessary or where the Department has not
provided a permit determination in accordance with Part 621 of this Title.

When an individual SPDES permit is issued to a discharger authorized to
discharge under a general SPDES permit for the same discharge(s), the
general permit authorization for outfalls authorized under the individual
SPDES permit is automatically terminated on the effective date of the
individual permit unless termination is earlier in accordance with 6 NYCRR
Part 750.

L. Proper Operation and Maintenance

The owner or operator shall at all times properly operate and maintain all facilities
and systems of treatment and control (and related appurtenances) which are
installed or used by the owner or operator to achieve compliance with the conditions
of this permit and with the requirements of the SWPPP.

M. Inspection and Entry

The owner or operator shall allow an authorized representative of the Department,
EPA, applicable county health department, or, in the case of a construction site
which discharges through an MS4, an authorized representative of the MS4
receiving the discharge, upon the presentation of credentials and other documents
as may be required by law, to:

1.

Enter upon the owner’s or operator's premises where a regulated facility or
activity is located or conducted or where records must be kept under the
conditions of this permit;

Have access to and copy at reasonable times, any records that must be
kept under the conditions of this permit; and

Inspect at reasonable times any facilities or equipment (including monitoring
and control equipment), practices or operations regulated or required by
this permit.

Sample or monitor at reasonable times, for purposes of assuring permit
compliance or as otherwise authorized by the Act or ECL, any substances
or parameters at any location.
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N. Permit Actions

This permit may, at any time, be modified, suspended, revoked, or renewed by the
Department in accordance with 6 NYCRR Part 621. The filing of a request by the
owner or operator for a permit modification, revocation and reissuance, termination,
a notification of planned changes or anticipated noncompliance does not limit,
diminish and/or stay compliance with any terms of this permit.

O. Definitions
Definitions of key terms are included in Appendix A of this permit.
P. Re-Opener Clause

1. If there is evidence indicating potential or realized impacts on water quality
due to any stormwater discharge associated with construction activity
covered by this permit, the owner or operator of such discharge may be
required to obtain an individual permit or alternative general permit in
accordance with Part VII.K. of this permit or the permit may be modified to
include different limitations and/or requirements.

2. Any Department initiated permit modification, suspension or revocation will
be conducted in accordance with 6 NYCRR Part 621, 6 NYCRR 750-1.18,
and 6 NYCRR 750-1.20.

Q. Penalties for Falsification of Forms and Reports

In accordance with 6NYCRR Part 750-2.4 and 750-2.5, any person who knowingly
makes any false material statement, representation, or certification in any
application, record, report or other document filed or required to be maintained under
this permit, including reports of compliance or noncompliance shall, upon conviction,
be punished in accordance with ECL §71-1933 and or Articles 175 and 210 of the
New York State Penal Law.

R. Other Permits

Nothing in this permit relieves the owner or operator from a requirement to obtain
any other permits required by law.
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APPENDIX A

Definitions

Alter Hydrology from Pre to Post-Development Conditions - means the post-
development peak flow rate(s) has increased by more than 5% of the pre-developed
condition for the design storm of interest (e.g. 10 yr and 100 yr).

Combined Sewer - means a sewer that is designed to collect and convey both “sewage”
and “stormwater”.

Commence (Commencement of) Construction Activities - means the initial
disturbance of soils associated with clearing, grading or excavation activities; or other
construction related activities that disturb or expose soils such as demolition, stockpiling
of fill material, and the initial installation of erosion and sediment control practices
required in the SWPPP. See definition for “Construction Activity(ies)” also.

Construction Activity(ies) - means any clearing, grading, excavation, filling, demolition
or stockpiling activities that result in soil disturbance. Clearing activities can include, but
are not limited to, logging equipment operation, the cutting and skidding of trees, stump
removal and/or brush root removal. Construction activity does not include routine
maintenance that is performed to maintain the original line and grade, hydraulic capacity,
or original purpose of a facility.

Direct Discharge (to a specific surface waterbody) - means that runoff flows from a
construction site by overland flow and the first point of discharge is the specific surface
waterbody, or runoff flows from a construction site to a separate storm sewer system and
the first point of discharge from the separate storm sewer system is the specific surface
waterbody.

Discharge(s) - means any addition of any pollutant to waters of the State through an
outlet or point source.

Environmental Conservation Law (ECL) - means chapter 43-B of the Consolidated
Laws of the State of New York, entitled the Environmental Conservation Law.

Equivalent (Equivalence) — means that the practice or measure meets all the
performance, longevity, maintenance, and safety objectives of the technical standard and
will provide an equal or greater degree of water quality protection.

Final Stabilization - means that all soil disturbance activities have ceased and a uniform,
perennial vegetative cover with a density of eighty (80) percent over the entire pervious
surface has been established; or other equivalent stabilization measures, such as
permanent landscape mulches, rock rip-rap or washed/crushed stone have been applied
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on all disturbed areas that are not covered by permanent structures, concrete or
pavement.

General SPDES permit - means a SPDES permit issued pursuant to 6 NYCRR Part 750-
1.21 and Section 70-0117 of the ECL authorizing a category of discharges.

Groundwater(s) - means waters in the saturated zone. The saturated zone is a
subsurface zone in which all the interstices are filled with water under pressure greater
than that of the atmosphere. Although the zone may contain gas-filled interstices or
interstices filled with fluids other than water, it is still considered saturated.

Historic Property — means any building, structure, site, object or district that is listed on
the State or National Registers of Historic Places or is determined to be eligible for listing
on the State

or National Registers of Historic Places.

Impervious Area (Cover) - means all impermeable surfaces that cannot effectively
infiltrate rainfall. This includes paved, concrete and gravel surfaces (i.e. parking lots,
driveways, roads, runways and sidewalks); building rooftops and miscellaneous
impermeable structures such as patios, pools, and sheds.

Infeasible — means not technologically possible, or not economically practicable and
achievable in light of best industry practices.

Larger Common Plan of Development or Sale - means a contiguous area where
multiple separate and distinct construction activities are occurring, or will occur, under
one plan. The term “plan” in “larger common plan of development or sale” is broadly
defined as any announcement or piece of documentation (including a sign, public notice
or hearing, marketing plan, advertisement, drawing, permit application, State
Environmental Quality Review Act (SEQRA) environmental assessment form or other
documents, zoning request, computer design, etc.) or physical demarcation (including
boundary signs, lot stakes, surveyor markings, etc.) indicating that construction activities
may occur on a specific plot.

For discrete construction projects that are located within a larger common plan of
development or sale that are at least 1/4 mile apart, each project can be treated as a
separate plan of development or sale provided any interconnecting road, pipeline or utility
project that is part of the same “common plan” is not concurrently being disturbed.

Minimize — means reduce and/or eliminate to the extent achievable using control
measures (including best management practices) that are technologically available and
economically practicable and achievable in light of best industry practices.

Municipal Separate Storm Sewer (MS4) - a conveyance or system of conveyances
(including roads with drainage systems, municipal streets, catch basins, curbs, gutters,
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ditches, man-made
channels, or storm drains):
(i) Owned or operated by a State, city, town, borough, county, parish, district,

(i)
(iii)
(iv)

association, or other public body (created by or pursuant to State law) having
jurisdiction over disposal of sewage, industrial wastes, stormwater, or other
wastes, including special districts under State law such as a sewer district, flood
control district or drainage district, or similar entity, or an Indian tribe or an
authorized Indian tribal organization, or a designated and approved management
agency under section 208 of the CWA that discharges to surface waters of the
State;

Designed or used for collecting or conveying stormwater;

Which is not a combined sewer; and

Which is not part of a Publicly Owned Treatment Works (POTW) as defined at 40
CFR 122.2.

National Pollutant Discharge Elimination System (NPDES) - means the national
system for the issuance of wastewater and stormwater permits under the Federal Water
Pollution Control Act (Clean Water Act).

New Development — means any land disturbance that does meet the definition of
Redevelopment Activity included in this appendix.

NOI Acknowledgment Letter - means the letter that the Department sends to an owner
or operator to acknowledge the Department’s receipt and acceptance of a complete
Notice of Intent. This letter documents the owner’s or operator’s authorization to
discharge in accordance with the general permit for stormwater discharges from
construction activity.

Owner or Operator - means the person, persons or legal entity which owns or leases the
property on which the construction activity is occurring; and/or an entity that has
operational control over the construction plans and specifications, including the ability to
make modifications to the plans and specifications.

Performance Criteria — means the design criteria listed under the “Required Elements”
sections in Chapters 5, 6 and 10 of the technical standard, New York State Stormwater
Management Design Manual, dated January 2015. It does not include the Sizing Criteria
(i.,e. WQv, RRyv, Cpv, Qp and Qf ) in Part I.C.2. of the permit.

Pollutant - means dredged spoil, filter backwash, solid waste, incinerator residue,
sewage, garbage, sewage sludge, munitions, chemical wastes, biological materials,
radioactive materials, heat, wrecked or discarded equipment, rock, sand and industrial,
municipal, agricultural waste and ballast discharged into water; which may cause or might
reasonably be expected to cause pollution of the waters of the state in contravention of
the standards or guidance values adopted as provided in 6 NYCRR Parts 700 et seq .
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Qualified Inspector - means a person that is knowledgeable in the principles and
practices of erosion and sediment control, such as a licensed Professional Engineer,
Certified Professional in Erosion and Sediment Control (CPESC), Registered Landscape
Architect, or other Department endorsed individual(s).

It can also mean someone working under the direct supervision of, and at the same
company as, the licensed Professional Engineer or Registered Landscape Architect,
provided that person has training in the principles and practices of erosion and sediment
control. Training in the principles and practices of erosion and sediment control means
that the individual working under the direct supervision of the licensed Professional
Engineer or Registered Landscape Architect has received four (4) hours of Department
endorsed training in proper erosion and sediment control principles from a Soil and Water
Conservation District, or other Department endorsed entity. After receiving the initial
training, the individual working under the direct supervision of the licensed Professional
Engineer or Registered Landscape Architect shall receive four (4) hours of training every
three (3) years.

It can also mean a person that meets the Qualified Professional qualifications in addition
to the Qualified Inspector qualifications.

Note: Inspections of any post-construction stormwater management practices that include
structural components, such as a dam for an impoundment, shall be performed by a
licensed Professional Engineer.

Qualified Professional - means a person that is knowledgeable in the principles and
practices of stormwater management and treatment, such as a licensed Professional
Engineer, Registered Landscape Architect or other Department endorsed individual(s).
Individuals preparing SWPPPs that require the post-construction stormwater
management practice component must have an understanding of the principles of
hydrology, water quality management practice design, water quantity control design, and,
in many cases, the principles of hydraulics. All components of the SWPPP that involve
the practice of engineering, as defined by the NYS Education Law (see Article 145), shall
be prepared by, or under the direct supervision of, a professional engineer licensed to
practice in the State of New York..

Redevelopment Activity(ies) — means the disturbance and reconstruction of existing
impervious area, including impervious areas that were removed from a project site within
five (5) years of preliminary project plan submission to the local government (i.e. site plan,
subdivision, etc.).

Regulated, Traditional Land Use Control MS4 - means a city, town or village with land
use control authority that is required to gain coverage under New York State DEC'’s
SPDES General Permit For Stormwater Discharges from Municipal Separate Stormwater
Sewer Systems (MS4s).
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Routine Maintenance Activity - means construction activity that is performed to
maintain the original line and grade, hydraulic capacity, or original purpose of a facility,
including, but not limited to:
- Re-grading of gravel roads or parking lots,
- Stream bank restoration projects (does not include the placement of spoil
material),
- Cleaning and shaping of existing roadside ditches and culverts that maintains the
approximate original line and grade, and hydraulic capacity of the ditch,
- Cleaning and shaping of existing roadside ditches that does not maintain the
approximate original grade, hydraulic capacity and purpose of the ditch if the
changes to the line and grade, hydraulic capacity or purpose of the ditch are
installed to improve water quality and quantity controls (e.g. installing grass lined
ditch),
- Placement of aggregate shoulder backing that makes the transition between the
road shoulder and the ditch or embankment,
- Full depth milling and filling of existing asphalt pavements, replacement of
concrete pavement slabs, and similar work that does not expose soil or disturb the
bottom six (6) inches of subbase material,
- Long-term use of equipment storage areas at or near highway maintenance
facilities,
- Removal of sediment from the edge of the highway to restore a previously
existing sheet-flow drainage connection from the highway surface to the highway
ditch or embankment,
- Existing use of Canal Corp owned upland disposal sites for the canal, and
- Replacement of curbs, gutters, sidewalks and guide rail posts.

Site limitations — means site conditions that prevent the use of an infiltration technique
and or infiltration of the total WQv. Typical site limitations include: seasonal high
groundwater, shallow depth to bedrock, and soils with an infiltration rate less than 0.5
inches/hour. The existence of site limitations shall be confirmed and documented using
actual field testing (i.e. test pits, soil borings, and infiltration test) or using information from
the most current United States Department of Agriculture (USDA) Soil Survey for the
County where the project is located.

Sizing Criteria — means the criteria included in Part I.C.2 of the permit that are used to
size post-construction stormwater management control practices. The criteria include;
Water Quality Volume (WQv), Runoff Reduction Volume (RRv), Channel Protection
Volume (Cpv), Overbank Flood (Qp), and Extreme Flood (Qf).

State Pollutant Discharge Elimination System (SPDES) - means the system
established pursuant to Article 17 of the ECL and 6 NYCRR Part 750 for issuance of
permits authorizing discharges to the waters of the state.

Steep Slope — means land area with a Soil Slope Phase that is identified as an E or F, or
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the map unit name is inclusive of 25% or greater slope, on the United States Department
of Agriculture (“USDA") Soil Survey for the County where the disturbance will occur.

Surface Waters of the State - shall be construed to include lakes, bays, sounds, ponds,
impounding reservoirs, springs, rivers, streams, creeks, estuaries, marshes, inlets,
canals, the Atlantic ocean within the territorial seas of the state of New York and all other
bodies of surface water, natural or artificial, inland or coastal, fresh or salt, public or
private (except those private waters that do not combine or effect a junction with natural
surface waters), which are wholly or partially within or bordering the state or within its
jurisdiction. Waters of the state are further defined in 6 NYCRR Parts 800 to 941.

Temporarily Ceased — means that an existing disturbed area will not be disturbed again
within 14 calendar days of the previous soil disturbance.

Temporary Stabilization - means that exposed soil has been covered with material(s) as
set forth in the technical standard, New York Standards and Specifications for Erosion
and Sediment Control, to prevent the exposed soil from eroding. The materials can
include, but are not limited to, mulch, seed and mulch, and erosion control mats (e.g. jute
twisted yarn, excelsior wood fiber mats).

Total Maximum Daily Loads (TMDLSs) - A TMDL is the sum of the allowable loads of a
single pollutant from all contributing point and nonpoint sources. It is a calculation of the
maximum amount of a pollutant that a waterbody can receive on a daily basis and still
meet water quality standards, and an allocation of that amount to the pollutant's sources.
A TMDL stipulates wasteload allocations (WLAS) for point source discharges, load
allocations (LAs) for nonpoint sources, and a margin of safety (MOS).

Trained Contractor - means an employee from the contracting (construction) company,
identified in Part 1ll.A.6., that has received four (4) hours of Department endorsed training
in proper erosion and sediment control principles from a Soil and Water Conservation
District, or other Department endorsed entity. After receiving the initial training, the trained
contractor shall receive four (4) hours of training every three (3) years.

It can also mean an employee from the contracting (construction) company, identified in
Part Ill.A.6., that meets the qualified inspector qualifications (e.g. licensed Professional
Engineer, Certified Professional in Erosion and Sediment Control (CPESC), Registered
Landscape Architect, or someone working under the direct supervision of, and at the
same company as, the licensed Professional Engineer or Registered Landscape
Architect, provided they have received four (4) hours of Department endorsed training in
proper erosion and sediment control principles from a Soil and Water Conservation
District, or other Department endorsed entity).

The trained contractor is responsible for the day to day implementation of the SWPPP.
Uniform Procedures Act (UPA) Permit - means a permit required under 6 NYCRR Part
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621 of the Environmental Conservation Law (ECL), Article 70.
Water Quality Standard - means such measures of purity or quality for any waters in

relation to their reasonable and necessary use as promulgated in 6 NYCRR Part 700 et
seq.
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APPENDIX B

Required SWPPP Components by Project Type

Table 1

CONSTRUCTION ACTIVITIES THAT REQUIRE THE PREPARATION OF A SWPPP

THAT ONLY INCLUDES EROSION AND SEDIMENT CONTROLS

The following construction activities that involve soil disturbances of one (1) or more acres of
land, but less than five (5) acres:

Single family home not located in one of the watersheds listed in Appendix C or not directly
discharging to one of the 303(d) segments listed in Appendix E

Single family residential subdivisions with 25% or less impervious cover at total site build-out
and not located in one of the watersheds listed in Appendix C and not directly discharging to
one of the 303(d) segments listed in Appendix E

Construction of a barn or other agricultural building, silo, stock yard or pen.

land:

The following construction activities that involve soil disturbances of one (1) or more acres of

Installation of underground, linear utilities; such as gas lines, fiber-optic cable, cable TV,
electric, telephone, sewer mains, and water mains

Environmental enhancement projects, such as wetland mitigation projects, stormwater
retrofits and stream restoration projects

Bike paths and trails

Sidewalk construction projects that are not part of a road/ highway construction or
reconstruction project

Slope stabilization projects

Slope flattening that changes the grade of the site, but does not significantly change the
runoff characteristics

Spoil areas that will be covered with vegetation

Land clearing and grading for the purposes of creating vegetated open space (i.e.
recreational parks, lawns, meadows, fields), excluding projects that alter hydrology from pre
to post development conditions

Athletic fields (natural grass) that do not include the construction or reconstruction of
impervious area and do not alter hydrology from pre to post development conditions
Demolition project where vegetation will be established and no redevelopment is planned
Overhead electric transmission line project that does not include the construction of
permanent access roads or parking areas surfaced with impervious cover

Structural practices as identified in Table Il in the “Agricultural Management Practices
Catalog for Nonpoint Source Pollution in New York State”, excluding projects that involve soil
disturbances of less than five acres and construction activities that include the construction
or reconstruction of impervious area

The following construction activities that involve soil disturbances between five thousand (5000)
square feet and one (1) acre of land:

All construction activities located in the watersheds identified in Appendix D that
involve soil disturbances between five thousand (5,000) square feet and one (1) acre of
land.
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Table 2

CONSTRUCTION ACTIVITIES THAT REQUIRE THE PREPARATION OF A SWPPP THAT INCLUDES

POST-CONSTRUCTION STORMWATER MANAGEMENT PRACTICES

The following construction activities that involve soil disturbances of one (1) or more acres of

land:

Single family home located in one of the watersheds listed in Appendix C or directly
discharging to one of the 303(d) segments listed in Appendix E

Single family residential subdivisions located in one of the watersheds listed in Appendix C
or directly discharging to one of the 303(d) segments listed in Appendix E

Single family residential subdivisions that involve soil disturbances of between one (1) and
five (5) acres of land with greater than 25% impervious cover at total site build-out

Single family residential subdivisions that involve soil disturbances of five (5) or more acres
of land, and single family residential subdivisions that involve soil disturbances of less than
five (5) acres that are part of a larger common plan of development or sale that will ultimately
disturb five or more acres of land

Multi-family residential developments; includes townhomes, condominiums, senior housing
complexes, apartment complexes, and mobile home parks

Airports

Amusement parks

Campgrounds

Cemeteries that include the construction or reconstruction of impervious area (>5% of
disturbed area) or alter the hydrology from pre to post development conditions

Commercial developments

Churches and other places of worship

Construction of a barn or other agricultural building(e.g. silo) and structural practices as
identified in Table Il in the “Agricultural Management Practices Catalog for Nonpoint Source
Pollution in New York State” that include the construction or reconstruction of impervious
area, excluding projects that involve soil disturbances of less than five acres.

Golf courses

Institutional, includes hospitals, prisons, schools and colleges

Industrial facilities, includes industrial parks

Landfills

Municipal facilities; includes highway garages, transfer stations, office buildings, POTW'’s
and water treatment plants

Office complexes

Sports complexes

Racetracks, includes racetracks with earthen (dirt) surface

Road construction or reconstruction

Parking lot construction or reconstruction

Athletic fields (natural grass) that include the construction or reconstruction of impervious
area (>5% of disturbed area) or alter the hydrology from pre to post development conditions
Athletic fields with artificial turf

Permanent access roads, parking areas, substations, compressor stations and well drilling
pads, surfaced with impervious cover, and constructed as part of an over-head electric
transmission line project , wind-power project, cell tower project, oil or gas well drilling
project, sewer or water main project or other linear utility project

All other construction activities that include the construction or reconstruction of impervious
area or alter the hydrology from pre to post development conditions, and are not listed in
Table 1

45




APPENDIX C

Watersheds Where Enhanced Phosphorus Removal Standards Are Required

Watersheds where owners or operators of construction activities identified in Table
2 of Appendix B must prepare a SWPPP that includes post-construction
stormwater management practices designed in conformance with the Enhanced
Phosphorus Removal Standards included in the technical standard, New York
State Stormwater Management Design Manual (“Design Manual”).

» Entire New York City Watershed located east of the Hudson River - Figure 1
» Onondaga Lake Watershed - Figure 2

» Greenwood Lake Watershed -Figure 3

» Oscawana Lake Watershed — Figure 4

» Kinderhook Lake Watershed — Figure 5
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Figure 1 - New York City Watershed East of the Hudson
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Figure 2 - Onondaga Lake Watershed

~ eLI CICERO

VAN BUREN ‘¢ L USEuni

SALINA NPIUS

ﬁm EAST SYRACUSE

FD AMILEUS GEDDES ) o
¥ DG SYRACUS

DEWITT

G

=5

A@ELLUS \

SKANEATELES ONONDAGA

) LAFAYETTE

OTISCO l

PAFFORD C

TULLY

[ ] Phasphorus Wate‘rhed "|5|5§EBLE

48



Figure 3 - Greenwood Lake Watershed
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Figure 4 - Oscawana Lake Watershed
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Figure 5: Kinderhook Lake Watershed
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APPENDIX D

Watersheds where owners or operators of construction activities that involve soil

disturbances between five thousand (5000) square feet and one (1) acre of land
must obtain coverage under this permit.

Entire New York City Watershed that is located east of the Hudson River - See Figure
1 in Appendix C
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APPENDIX E

List of 303(d) segments impaired by pollutants related to construction activity (e.g. silt, sediment
or nutrients). Owners or operators of single family home and single family residential subdivisions
with 25% or less total impervious cover at total site build-out that involve soil disturbances of one
or more acres of land, but less than 5 acres, and directly discharge to one of the listed segments
below shall prepare a SWPPP that includes post-construction stormwater management practices
designed in conformance with the New York State Stormwater Management Design Manual
(“Design Manual”), dated January 2015.

COUNTY WATERBODY COUNTY WATERBODY

Albany Ann Lee (Shakers) Pond, Stump Pond | Greene Sleepy Hollow Lake
Albany Basic Creek Reservoir Herkimer Steele Creek tribs
Allegheny Amity Lake, Saunders Pond Kings Hendrix Creek
Bronx Van Cortlandt Lake Lewis Mill Creek/South Branch and tribs
Broome Whitney Point Lake/Reservoir Livingston Conesus Lake
Broome Fly Pond, Deer Lake Livingston Jaycox Creek and tribs
Broome Minor Tribs to Lower Susquehanna Livingston Mill Creek and minor tribs

(north) Livingston Bradner Creek and tribs
Cattaraugus Allegheny River/Reservoir Livingston Christie Creek and tribs
Cattaraugus Case Lake Monroe Lake Ontario Shoreline, Western
Cattaraugus Linlyco/Club Pond Monroe Mill Creek/Blue Pond Outlet and tribs
Cayuga Duck Lake Monroe Rochester Embayment - East
Chautauqua Chautauqua Lake, North Monroe Rochester Embayment - West
Chautauqua Chautauqua Lake, South Monroe Unnamed Trib to Honeoye Creek
Chautauqua Bear Lake Monroe Genesee River, Lower, Main Stem
Chautauqua Chadakoin River and tribs Monroe Genesee River, Middle, Main Stem
Chautauqua Lower Cassadaga Lake Monroe Black Creek, Lower, and minor tribs
Chautauqua Middle Cassadaga Lake Monroe Buck Pond
Chautauqua Findley Lake Monroe Long Pond
Clinton Great Chazy River, Lower, Main Stem Monroe Cranberry Pond
Columbia Kinderhook Lake Monroe Mill Creek and tribs
Columbia Robinson Pond Monroe Shipbuilders Creek and tribs
Dutchess Hillside Lake Monroe Minor tribs to Irondequoit Bay
Dutchess Wappinger Lakes Monroe Thomas Creek/White Brook and tribs
Dutchess Fall Kill and tribs Nassau Glen Cove Creek, Lower, and tribs
Erie Green Lake Nassau LI Tribs (fresh) to East Bay
Erie Scajaquada Creek, Lower, and tribs Nassau East Meadow Brook, Upper, and tribs
Erie Scajaquada Creek, Middle, and tribs Nassau Hempstead Bay
Erie Scajaquada Creek, Upper, and tribs Nassau Hempstead Lake
Erie Rush Creek and tribs Nassau Grant Park Pond
Erie Ellicott Creek, Lower, and tribs Nassau Beaver Lake
Erie Beeman Creek and tribs Nassau Camaans Pond
Erie Murder Creek, Lower, and tribs Nassau Halls Pond
Erie South Branch Smoke Cr, Lower, and Nassau LI Tidal Tribs to Hempstead Bay

tribs Nassau Massapequa Creek and tribs
Erie Little Sister Creek, Lower, and tribs Nassau Reynolds Channel, east
Essex Lake George (primary county: Warren) | Nassau Reynolds Channel, west
Genesee Black Creek, Upper, and minor tribs Nassau Silver Lake, Lofts Pond
Genesee Tonawanda Creek, Middle, Main Stem | Nassau Woodmere Channel
Genesee Oak Orchard Creek, Upper, and tribs Niagara Hyde Park Lake
Genesee Bowen Brook and tribs Niagara Lake Ontario Shoreline, Western
Genesee Bigelow Creek and tribs Niagara Bergholtz Creek and tribs
Genesee Black Creek, Middle, and minor tribs Oneida Ballou, Nail Creeks
Genesee LeRoy Reservoir Onondaga Ley Creek and tribs
Greene Schoharie Reservoir Onondaga Onondaga Creek, Lower and tribs
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APPENDIX E

List of 303(d) segments impaired by pollutants related to construction activity, cont’d.

COUNTY WATERBODY COUNTY WATERBODY

Onondaga Onondaga Creek, Middle and tribs Suffolk Great South Bay, West
Onondaga Onondaga Creek, Upp, and minor tribs Suffolk Mill and Seven Ponds
Onondaga Harbor Brook, Lower, and tribs Suffolk Moriches Bay, East

Onondaga Ninemile Creek, Lower, and tribs Suffolk Moriches Bay, West

Onondaga Minor tribs to Onondaga Lake Suffolk Quantuck Bay

Onondaga Onondaga Creek, Lower, and tribs Suffolk Shinnecock Bay (and Inlet)
Ontario Honeoye Lake Sullivan Bodine, Montgomery Lakes
Ontario Hemlock Lake Outlet and minor tribs Sullivan Davies Lake

Ontario Great Brook and minor tribs Sullivan Pleasure Lake

Orange Monhagen Brook and tribs Sullivan Swan Lake

Orange Orange Lake Tompkins Cayuga Lake, Southern End
Orleans Lake Ontario Shoreline, Western Tompkins Owasco Inlet, Upper, and tribs
Oswego Pleasant Lake Ulster Ashokan Reservoir

Oswego Lake Neatahwanta Ulster Esopus Creek, Upper, and minor
Putnam Oscawana Lake tribs

Putnam Palmer Lake Ulster Esopus Creek, Lower, Main Stem
Putnam Lake Carmel Ulster Esopus Creek, Middle, and minor
Queens Jamaica Bay, Eastern, and tribs (Queens) tribs

Queens Bergen Basin Warren Lake George

Queens Shellbank Basin Warren Tribs to L.George, Village of L
Rensselaer Nassau Lake George

Rensselaer Snyders Lake Warren Huddle/Finkle Brooks and tribs
Richmond Grasmere, Arbutus and Wolfes Lakes Warren Indian Brook and tribs

Rockland Congers Lake, Swartout Lake Warren Hague Brook and tribs
Rockland Rockland Lake Washington Tribs to L.George, East Shr Lk
Saratoga Ballston Lake George

Saratoga Round Lake Washington Cossayuna Lake

Saratoga Dwaas Kill and tribs Washington Wood Cr/Champlain Canal, minor
Saratoga Tribs to Lake Lonely tribs

Saratoga Lake Lonely Wayne Port Bay

Schenectady Collins Lake Wayne Marbletown Creek and tribs
Schenectady Duane Lake Westchester Lake Katonah

Schenectady Mariaville Lake Westchester Lake Mohegan

Schoharie Engleville Pond Westchester Lake Shenorock

Schoharie Summit Lake Westchester Reservoir No.1 (Lake Isle)
Schuyler Cayuta Lake Westchester Saw Mill River, Middle, and tribs
St. Lawrence Fish Creek and minor tribs Westchester Silver Lake

St. Lawrence Black Lake Outlet/Black Lake Westchester Teatown Lake

Steuben Lake Salubria Westchester Truesdale Lake

Steuben Smith Pond Westchester Wallace Pond

Suffolk Millers Pond Westchester Peach Lake

Suffolk Mattituck (Marratooka) Pond Westchester Mamaroneck River, Lower
Suffolk Tidal tribs to West Moriches Bay Westchester Mamaroneck River, Upp, and tribs
Suffolk Canaan Lake Westchester Sheldrake River and tribs
Suffolk Lake Ronkonkoma Westchester Blind Brook, Lower

Suffolk Beaverdam Creek and tribs Westchester Blind Brook, Upper, and tribs
Suffolk Big/Little Fresh Ponds Westchester Lake Lincolndale

Suffolk Fresh Pond Westchester Lake Meahaugh

Suffolk Great South Bay, East Wyoming Java Lake

Suffolk Great South Bay, Middle Wyoming Silver Lake

Note: The list above identifies those waters from the final New York State “2014 Section 303(d) List of
Impaired Waters Requiring a TMDL/Other Strategy”, dated January 2015, that are impaired by silt,
sediment or nutrients.
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APPENDIX F

LIST OF NYS DEC REGIONAL OFFICES

Region COVERING THE DIVISION OF DIVISION OF WATER
FOLLOWING ENVIRONMENTAL (DOW)
COUNTIES: PERMITS (DEP)
PERMIT ADMINISTRATORS WATER (SPDES)
PROGRAM
1 NASSAU AND SUFFOLK 50 CIRCLE ROAD 50 CIRCLE ROAD
STONY BROOK, NY 11790 STONY BROOK, NY 11790-3409
TEL. (631) 444-0365 TEL. (631) 444-0405
2 BRONX, KINGS, NEW YORK, 1 HUNTERS POINT PLAZA, 1 HUNTERS POINT PLAZA,
QUEENS AND RICHMOND 47-40 21ST ST. 47-40 21ST ST.
LONG ISLAND CITY, Ny 11101-5407 LONG ISLAND CITY, Ny 11101-5407
TEL. (718) 482-4997 TEL. (718) 482-4933
3 DUTCHESS, ORANGE, PUTNAM, 21 SOUTH PUTT CORNERS ROAD 100 HILLSIDE AVENUE, SUITE 1w
ROCKLAND, SULLIVAN, ULSTER NEW PALTZ, Ny 12561-1696 WHITE PLAINS, NY 10603
AND WESTCHESTER TEL. (845) 256-3059 TEL. (914) 428 - 2505
4 ALBANY, COLUMBIA, 1150 NORTH WESTCOTT ROAD 1130 NORTH WESTCOTT ROAD
DELAWARE, GREENE, SCHENECTADY, NY 12306-2014 SCHENECTADY, NY 12306-2014
MONTGOMERY, OTSEGO, TEL. (518) 357-2069 TEL. (518) 357-2045
RENSSELAER, SCHENECTADY
AND SCHOHARIE
5 CLINTON, ESSEX, FRANKLIN, 1115 STATE ROUTE 86, PO BOx 296 232 GOLF COURSE ROAD
FULTON, HAMILTON, RAY BROOK, NY 12977-0296 WARRENSBURG, NY 12885-1172
SARATOGA, WARREN AND TEL. (518) 897-1234 TEL. (518) 623-1200
WASHINGTON
6 HERKIMER, JEFFERSON, STATE OFFICE BUILDING STATE OFFICE BUILDING
LEWIS, ONEIDA AND 317 WASHINGTON STREET 207 GENESEE STREET
ST. LAWRENCE WATERTOWN, NY 13601-3787 UTICA, NY 13501-2885
TEL. (315) 785-2245 TEL. (315) 793-2554
7 BROOME, CAYUGA, 615 ERIE BLVD. WEST 615 ERIE BLVD. WEST
CHENANGO, CORTLAND, SYRACUSE, NY 13204-2400 SYRACUSE, NY 13204-2400
MADISON, ONONDAGA, TEL. (315) 426-7438 TEL. (315) 426-7500
OSWEGO, TIOGA AND
TOMPKINS
8 CHEMUNG, GENESEE, 6274 EAST AVON-LIMA ROAD 6274 EAST AVON-LIMA RD.
LIVINGSTON, MONROE, AVON, NY 14414-9519 AVON, NY 14414-9519
ONTARIO, ORLEANS, TEL. (585) 226-2466 TEL. (585) 226-2466
SCHUYLER, SENECA,
STEUBEN, WAYNE AND
YATES
9 ALLEGANY, 270 MICHIGAN AVENUE 270 MICHIGAN AVE.
CATTARAUGUS, BUFFALO, NY 14203-2999 BUFFALO, NY 14203-2999
CHAUTAUQUA, ERIE, TEL. (716) 851-7165 TEL. (716) 851-7070
NIAGARA AND WYOMING
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Appendix 4: Notice of Termination (NOT) Form



New York State Department of Environmental Conservation
Division of Water
625 Broadway, 4th Floor
Albany, New York 12233-3505

*(NOTE: Submit completed form to address above)*

NOTICE OF TERMINATION for Storm water Discharges Authorized
under the SPDES General Permit for Construction Activity

Please indicate your permit identification number: NYR

I. Owner or Operator Information

1. Owner/Operator Name:

2. Street Address:

3. City/State/Zip:

4. Contact Person: 4a.Telephone:

4b. Contact Person E-Mail:

Il. Project Site Information

5. Project/Site Name:

6. Street Address:

7. City/Zip:

8. County:

Ill. Reason for Termination

9a. o All disturbed areas have achieved final stabilization in accordance with the general permit and
SWPPP. *Date final stabilization completed (month/year):

9b. o Permit coverage has been transferred to new owner/operator. Indicate new owner/operator’s
permit identification number: NYR

(Note: Permit coverage can not be terminated by owner identified in I.1. above until new
owner/operator obtains coverage under the general permit)

9c. o Other (Explain on Page 2)

IV. Final Site Information:

10a. Did this construction activity require the development of a SWPPP that includes post-construction
stormwater management practices? oyes ono (If no, go to question 10f.)

10b. Have all post-construction stormwater management practices included in the final SWPPP been
constructed? oyes ono (If no, explain on Page 2)

10c. Identify the entity responsible for long-term operation and maintenance of practice(s)?
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NOTICE OF TERMINATION for Storm water Discharges Authorized under the

SPDES General Permit for Construction Activity - continued

10d. Has the entity responsible for long-term operation and maintenance been given a copy of the
operation and maintenance plan required by the general permit? o yes o no

10e. Indicate the method used to ensure long-term operation and maintenance of the post-construction
stormwater management practice(s):

o Post-construction stormwater management practice(s) and any right-of-way(s) needed to
maintain practice(s) have been deeded to the municipality.

o Executed maintenance agreement is in place with the municipality that will maintain the
post-construction stormwater management practice(s).

o For post-construction stormwater management practices that are privately owned, a mechanism
is in place that requires operation and maintenance of the practice(s) in accordance with the operation
and maintenance plan, such as a deed covenant in the owner or operator’s deed of record.

o For post-construction stormwater management practices that are owned by a public or private
institution (e.g. school, university or hospital), government agency or authority, or public utility; policy and
procedures are in place that ensures operation and maintenance of the practice(s) in accordance with the
operation and maintenance plan.

10f. Provide the total area of impervious surface (i.e. roof, pavement, concrete, gravel, etc.) constructed
within the disturbance area?

(acres)

11. Is this project subject to the requirements of a regulated, traditional land use control MS4? o yes
o no
(If Yes, complete section VI - “MS4 Acceptance” statement

V. Additional Information/Explanation:
(Use this section to answer questions 9c. and 10b., if applicable)

VI. MS4 Acceptance - MS4 Official (principal executive officer or ranking elected official) or Duly
Authorized Representative (Note: Not required when 9b. is checked -transfer of coverage)

I have determined that it is acceptable for the owner or operator of the construction project identified in
question 5 to submit the Notice of Termination at this time.

Printed Name:

Title/Position:

Signature: Date:
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NOTICE OF TERMINATION for Sstorm Water Discharges Authorized under the

SPDES General Permit for Construction Activity - continued

VII. Qualified Inspector Certification - Final Stabilization:

I hereby certify that all disturbed areas have achieved final stabilization as defined in the current version
of the general permit, and that all temporary, structural erosion and sediment control measures have
been removed. Furthermore, | understand that certifying false, incorrect or inaccurate information is a
violation of the referenced permit and the laws of the State of New York and could subject me to
criminal, civil and/or administrative proceedings.

Printed Name:

Title/Position:

Signature: Date:

VIIl. Qualified Inspector Certification - Post-construction Stormwater Management Practice(s):

I hereby certify that all post-construction stormwater management practices have been constructed in
conformance with the SWPPP. Furthermore, | understand that certifying false, incorrect or inaccurate
information is a violation of the referenced permit and the laws of the State of New York and could
subject me to criminal, civil and/or administrative proceedings.

Printed Name:

Title/Position:

Signature: Date:

IX. Owner or Operator Certification

I hereby certify that this document was prepared by me or under my direction or supervision. My
determination, based upon my inquiry of the person(s) who managed the construction activity, or those
persons directly responsible for gathering the information, is that the information provided in this
document is true, accurate and complete. Furthermore, | understand that certifying false, incorrect or
inaccurate information is a violation of the referenced permit and the laws of the State of New York and
could subject me to criminal, civil and/or administrative proceedings.

Printed Name:

Title/Position:

Signature: Date:

(NYS DEC Notice of Termination - January 2015)
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Appendix 5: Contractor Certification(s)



CONTRACTOR & SUBCONTRACTOR
CERTIFICATION(S)

“I certify under penalty of law that | understand and agree toptomith the terms and conditions of the SWPPP fo
construction site identified in such SWPPP as a conditi@uitforization to discharge stormwater. | also understanthtqt
Owner/(perator must comply with the terms and conditions of tte Nork State Pollution Discharge Elimination Sys
(SPDES) General Permit # GP-0-15-G02 stormwater discharges from construction activities andttisatinlawful for any
person to cause or contribute to a violation of water qusthitydards.”

General Contractor

Company Name: Phone No:
Company Address:
Signature: Date:
Print Name & Title
Subcontractor
Company Name: Phone No:
Company Address:
Company Address:
Signature: Date:
Print Name & Title
Subcontractor
Company Name: Phone No:
Company Address:
Signature: Date:
Print Name & Title
Subcontractor
Company Name: Phone No:
Company Address:
Signature: Date:
Print Name & Title
Subcontractor
Company Name: Phone No:
Company Address:
Signature: Date:
Print Name & Title
Signature-

a. For a corporation: by (1) president, secretaeasurer, or vice president of the corporationhiarge of a principal business function, or anyeoerson authorized to and who performs simildicp@r decisiond
making functions for the corporation; or (2) thenager of one or more manufacturing, production perating facilities employing more than 250 personsiaving gross annual sales or expenditures diug
$250,000,000 (in second-quarter 1980 dollars)fifiarity to sign documents has been assigned ogaleeld to the manager in accordance with corporaieepures;

b. For a partnership or sole proprietorship: byaegal partner or the proprietor, respectively; or

c. For a municipality, State, Federal, or otherljpidgency: by either a principal executive offteranking elected official. For purposes of théstion, a principal executive officer of a Fedegdncy includes (1) t
chief executive office or the agency, or (2) aseekecutive officer having responsibility for tbeerall operations of a principal geographic urithe agency (e.g., Regional Administrators of EPA)
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Appendix 6: Construction Inspection Reports



MURK S (" Metric SPDES STORMWATER INSPECTION REPORT

(11114) @ English
JOB STAMP Date:

Day of Week: IEI

Sheet No. of

AM PM

Weather
Temperature °F °F

Soil Condition

This form is to be used on contracts covered by the SPDES General Permit for Stormwater Discharges from
Construction Activity. The completed form must be filed in the Engineer's Field Office and distributed to
contractors.

Reason for this [] 7-calendar day inspection [ ] 30-day inspection (temporary shut-down)
Inspection:

Second inspection in 7-calendar-day period due to soil disturbance
exceeding 5 Acres

Codes for Erosion and Sediment control measures and Stormwater Management Practices to be inspected: (1) mulch, (2) seed
and mulch, (3) check dams, (4) straw bales, (5) silt fence, (6) sediment trap, (7) turbidity curtains, (8) pipe slope drains, (9) drainage
structure inlet protection, (10) rolled erosion control products, (11) soil stabilizers, (12) construction access/exits, (13) pipe inlet/outlet
protection, (14) water diversion structures, (15) sedimentation basins, (16) coffer dams, (17) staging area, (18) stockpile stabilization,
(19) Other

List ONLY those practices that require repair, maintenance, reinstallation or replacement. Attach COLOR copies of photographs
to this report with accurate date stamp that shows the condition of practices identified as needing corrective action within 7 calendar
days of the inspection. Attach COLOR copies of photographs to this report with accurate date stamp showing the condition of the
practice(s) after completion of the corrective actions that document the completion of the corrective actions within a reasonable
timeframe after the inspection.

Location of Practice Practice Remarks (Describe Specific
(Use stations or descriptions) Code # | Temp or Maintenance Required)(Including
ID sediment removal, replacement,

Perm?
(Tor P) replacement or installation of practice)
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MURK 6 REVERSE

(11/14)
Location of Practice Practice Remarks (Describe Specific

(Use stations or descriptions) Code # | Temp or Maintenance Required)(Including

ID Perm? sediment removal, replacement,
(T or P.) replacement or installation of practice)

11
12
13
14
15

Attach a location map showing all disturbed areas and areas stabilized since the last inspection.

Identify all locations where stormwater is discharged from the site to a Water of the U.S. (e.g. streams,
lakes, wetlands, etc.) within or adjacent to the limits of construction, and all locations where stormwater
exits the construction site. Describe the condition of the stormwater and the condition of the receiving
waterbodies. Add Form MURK 6-2 for continuation as necessary.

Location of Outlet ©g. L};)Ze ;Iccr:?g:;nan d 322;::_‘; Describe Runoff (if gny) Describe Recei\'/ing'Water (if any)
(STA / OFFSET) flow,etc.) to0 a Water of the US? (e.g. clear, turbid, oily) (e.g. clear, turbid, oily, unknown)
1
2
3

Number of Acres currently disturbed:
If more than 5 Acres of soil disturbed at any one time, was NYSDEC advised? (Form HC209 may apply)

Describe existing deficiencies in the SWPPP. Specify for each location using row ID number from front

Were significant deficiencies identified that require the SWPPP to be revised: I~ Yes [~ No
If Yes, complete a CONR-8 SWPPP Revision Form and file in the Engineer's Field Office
NOTE: Within 1 business day of completion of this inspection, the Contractor(s) must be notified of any corrective actions required. The Contractor(s) or identified

Sub-Contractor(s) shall begin corrective actions within 1 business day of notification, and shall complete corrective actions within 1 business day of notification or
within a reasonable timeframe for complex corrective actions.

Qualified Inspector Name/Title
Company Name (If Consultant)

Qualified
Inspector COpy to
Signature: Prepared: Contractor:
(Date) (Date)
[] Engineer-in-Charge
i . : Date
Reviewed By: [ ] Resident Engineer . .
; Reviewed:
[ ] Area Supervisor (Date)
|:| MURK 6-1 SPDES Stormwater Inspection Report - |:| MURK 6-2 SPDES Stormwater Outlets to Waters of the U.S. -
Continuation attached Continuation attached



MURK 6-1
(04/14)

JOB STAMP

SPDES STORMWATER INSPECTION REPORT - CONTINUATION

Date: Sheet No. of

Codes for Erosion and Sediment control measures and Stormwater Management Practices to be inspected: (1) mulch, (2) seed
and muich, (3) check dams, (4) straw bales, (5) silt fence, (6) sediment trap, (7) turbidity curtains, (8) pipe slope drains, (9) drainage
structure inlet protection, (10) rolled erosion control products, (11) soil stabilizers, (12) construction access/exits, (13) pipe inlet/outlet
protection, (14) water diversion structures, (15) sedimentation basins, (16) coffer dams, (17) staging area, (18) stockpile stabilization,
(19) Other

List ONLY those practices that require repair, maintenance, reinstallation or replacement.

Location of Practice
(Use stations or descriptions)

Practice

Code # | Temp or
Perm?

(TorP)

Remarks (Describe Specific
Maintenance Required)(Including
sediment removal, replacement,
replacement or installation of practice)

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32




MURK 6-1 REVERSE

(04/14)

Location of Practice
(Use stations or descriptions)

Practice

Code #

Temp or
Perm?

(TorP)

Remarks (Describe Specific
Maintenance Required)(Including
sediment removal, replacement,

replacement or installation of practice)

33

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

50

51

52

53

54

55

56

57

Qualified Inspector Initials::




Appendix 7: Permanent SMP Maintenance Checklists and
Agreement



Permanent SMP Maintenance Agreement

I accept responsibility for ownership and proper maintenance of each permanent Stormwater Management Practice
(SMP) located at (Address) and | will update
the maintenance plan, as required by the Stormwater Pollution Prevention Plan (SWPPP) upon final stabilization of the
site.

I will complete any necessary repairs and, or preventative maintenance procedures in a timely manner to achieve proper
functioning of each SMP, as recommended by the SWPPP.

It is my understanding that the maintenance plan may be amended/revised at any time by the New York State Department
of Environmental Conservation (DEC) and | will abide by any reasonable prescribed changes.

I will continue to own and maintain the stormwater practice until the New York State DEC is notified
in writing of a transfer in ownership and maintenance responsibility. The notification will include a
date for the transfer of responsibility and a letter of acceptance from the new owner.

Signature

Printed Name

Address

Phone Number

Date



Appendix G: Maintenance Inspection Checklists

Stormwater Pond/Wetland Operation, Maintenance and
Management Inspection Checklist

Project
Location:
Site Status:

Date:
Time:

Inspector:

Satisfactory/

Unsatisfactory Comments

Maintenance ltem

1. Embankment and emergency spillway (Annual, After Major Storms)

1. Vegetation and ground cover adequate

2. Embankment erosion

3. Animal burrows

4. Unauthorized planting

5. Cracking, bulging, or sliding of dam

a. Upstream face

b. Downstream face

c. At or beyond toe

downstream

upstream

d. Emergency spillway

6.Pond, toe & chimney drains clear and functioning

7.Seeps/leaks on downstream face

8.Slope protection or riprap failure

9. Vertical/horizontal alignment of top of dam “As-Built”

G-1
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Maintenance ltem

Satisfactory/
Unsatisfactory

Comments

10. Emergency spillway clear of obstructions and debris

11. Other (specify)

2. Riser and principal spillway (Annual)

Type: Reinforced concrete
Corrugated pipe
Masonry

1. Low flow orifice obstructed

2. Low flow trash rack.
a. Debris removal necessary

b. Corrosion control

3. Weir trash rack maintenance
a. Debris removal necessary

b. corrosion control

4. Excessive sediment accumulation insider riser

5. Concrete/masonry condition riser and barrels
a. cracks or displacement

b. Minor spalling (<1")

c. Major spalling (rebars exposed)

d. Joint failures

e. Water tightness

6. Metal pipe condition

7. Control valve
a. Operational/exercised

b. Chained and locked

8. Pond drain valve
a. Operational/exercised

b. Chained and locked

9. OQutfall channels functioning

10. Other (specify)
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Maintenance ltem

Satisfactory/
Unsatisfactory

Comments

3. Permanent Pool (Wet Ponds) (monthly)

1. Undesirable vegetative growth

2. Floating or floatable debris removal required

3. Visible pollution

4. Shoreline problem

5. Other (specify)

4. Sediment Forebays

1.Sedimentation noted

2. Sediment cleanout when depth < 50% design depth

5. Dry Pond Areas

1. Vegetation adequate

2. Undesirable vegetative growth

3. Undesirable woody vegetation

4. Low flow channels clear of obstructions

5. Standing water or wet spots

6. Sediment and / or trash accumulation

7. Other (specify)

6. Condition of Outfalls (Annual , After Major Storms)

1. Riprap failures

2. Slope erosion

3. Storm drain pipes

4 Endwalls / Headwalls

5. Other (specify)

7. Other (Monthly)

1. Encroachment on pond, wetland or easement area
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Satisfactory/

Unsatisfactory Comments

Maintenance ltem

2. Complaints from residents

3.Aesthetics
a. Grass growing required

b. Graffiti removal needed

c. Other (specify)

4. Conditions of maintenance access routes.

5. Signs of hydrocarbon build-up

6. Any public hazards (specify)

8. Wetland Vegetation (Annual)

1. Vegetation healthy and growing

Wetland maintaining 50% surface area coverage of
wetland plants after the second growing season.

(If unsatisfactory, reinforcement plantings needed)

2. Dominant wetland plants:
Survival of desired wetland plant species
Distribution according to landscaping plan?
3. Evidence of invasive species

4. Maintenance of adequate water depths for desired
wetland plant species

5. Harvesting of emergent plantings needed

6. Have sediment accumulations reduced pool volume
significantly or are plants “choked” with sediment

7. Eutrophication level of the wetland.

8. Other (specify)

Comments:
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Actions to be Taken:
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Sand/Organic Filter Operation, Maintenance
and Management Inspection Checklist

Project:
Location:
Site Status:
Date:

Time:

Inspector:

SATISFACTORY /
MAINTENANCE ITEM MMENT
¢ UNSATISFACTORY Co S

1. Debris Cleanout (Monthly)

Contributing areas clean of debris

Filtration facility clean of debris

Inlet and outlets clear of debris

2. Oil and Grease (Monthly)

No evidence of filter surface clogging

Activities in drainage area minimize oil
and grease entry

3. Vegetation  (Monthly)

Contributing drainage area stabilized

No evidence of erosion

Area mowed and clipping removed

4. Water Retention Where Required (Monthly)

Water holding chambers at normal
pool

No evidence of leakage

5. Sediment Deposition (Annual)
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SATISFACTORY /

COMMENTS
UNSATISFACTORY

MAINTENANCE ITEM

Filter chamber free of sediments

Sedimentation chamber not more than
half full of sediments

6. Structural Components (Annual)

No evidence of structural deterioration

Any grates are in good condition

No evidence of spalling or cracking of
structural parts

1. Outlet/Overflow Spillway (Annual)

Good condition, no need for repairs

No evidence of erosion (if draining into
a natural channel)

8. Overall Function of Facility (Annual)

Evidence of flow bypassing facility

No noticeable odors outside of facility

Comments:

Actions to be Taken:
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Bioretention Operation, Maintenance and
Management Inspection Checklist

Project:
Location:
Site Status:
Date:

Time:

Inspector:

MAINTENANCE ITEM SATISFACTORY / MMENT
UNSATISFACTORY Co S

1. Debris Cleanout (Monthly)

Bioretention and contributing areas
clean of debris

No dumping of yard wastes into

practice
Litter (branches, etc.) have been
removed
2. Vegetation (Monthly)

Plant height not less than design
water depth

Fertilized per specifications

Plant composition according to
approved plans

No placement of inappropriate plants

Grass height not greater than 6 inches

No evidence of erosion

3. Check Dams/Energy Dissipaters/Sumps (Annual, After Major Storms)

No evidence of sediment buildup
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MAINTENANCE ITEM SATISFACTORY [ | (v e e
UNSATISFACTORY

Sumps should not be more than 50%
full of sediment

No evidence of erosion at downstream
toe of drop structure

4. Dewatering (Monthly)

Dewaters between storms

No evidence of standing water

5. Sediment Deposition (Annual)

Swale clean of sediments

Sediments should not be > 20% of
swale design depth

6. Outlet/Overflow Spillway (Annual, After Major Storms)

Good condition, no need for repair

No evidence of erosion

No evidence of any blockages
1. Integrity of Filter Bed  (Annual)

Filter bed has not been blocked or
filled inappropriately
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Comments:

Actions to be Taken:
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FILL SLOPE STABILIZED
WITH EROSION CONTROL
BLANKETS PER DETAIL

CULVERT AS INDICATED
ON THE PLANS

SILT FENCE
/ PER DETAILS

0\ DITCH

CRANE PATH

NOTES:

1.

CULVERT INSTALLATION SHALL CONFORM WITH THE MANUFACTURERS RECOMMENDATION FOR THE
INSTALLATION.

MINIMIZE DISTURBANCE TO THE STREAM/DITCH DURING CULVERT INSTALLATION.

RIP—RAP WITH GEOTEXTILE FABRIC MAY BE SUBSTITUTED FOR EROSION CONTROL BLANKETS
WHERE NEEDED. IN STREAMS/DITCHES WITH HIGH EROSIVE VELOCITIES, RIP—RAP WITH
GEOTEXTILE FABRIC SHALL BE SUBSTITUTED FOR EROSION CONTROL BLANKETS.

ALL DISTURBED AREAS SHALL BE PERMANENTLY RESTORED.

PERMANENT ACCESS ROAD AND

TEMPORARY CRANE WALK DITCH CROSSING

NOT TO SCALE




A
SIGN
BERM
3:1
| _—— SEE CONSTRUCTION ENTRANCE
§> 8'x8" MIN. DETAIL FOR DESIGN OF PAD
&
3:1 31
3:1
BERM
12'—l BERM AROUND PERIMETER
GROUND SURFACE

2-0" MN. ——

12" MIN.

T Y
—_— —
COMPACTED EMBANKMENT
MATERIAL, TYP.

8'X8" MIN. ‘
1

I 3:1 OR FLATTER
OR AS REQUIRED TO SIDE SLOPES
CONTAIN WASTE
CONCRETE
SECTION A

CONCRETE WASHOUT AREA INSTALLATION NOTES:

1. CONCRETE WASHOUT AREAS ARE TO BE INSTALLED AT EACH WTG PAD LOCATION, O & M BUILDING SITE, SUBSTATION SITE, LAYDOWN AREA AND WHEREVER ELSE
CONCRETE IS USED FOR THE PROJECT.

2. THE CONCRETE WASHOUT AREA SHALL BE INSTALLED PRIOR TO ANY CONCRETE PLACEMENT ON THE SITE.
3. VEHICLE TRACKING CONTROL IS REQUIRED AT THE ACCESS POINT.

4. SIGNS SHALL BE PLACED AT THE CONSTRUCTION ENTRANCE, AT THE WASHOUT AREA, AND ELSEWHERE AS NECESSARY TO CLEARLY INDICATE THE LOCATION OF THE
CONCRETE WASHOUT AREA TO OPERATORS OF CONCRETE TRUCKS AND PUMP RIGS.

5. EXCAVATED MATERIAL SHALL BE UTILIZED IN PERIMETER BERM CONSTRUCTION.

CONCRETE WASHOUT AREA MAINTENANCE NOTES:

1. THE CONCRETE WASHOUT AREA SHALL BE REPARED AND ENLARGED OR CLEANED OUT AS NECESSARY TO MAINTAIN CAPACITY FOR WASTED CONCRETE.

2. AT THE END OF CONSTRUCTION, ALL CONCRETE SHALL BE REMOVED FROM THE SITE AND DISPOSED OF AT AN APPROVED WASTE SITE.

3. WHEN THE CONCRETE WASHOUT AREA IS REMOVED, COVER THE DISTURBED AREA WITH TOPSOIL, DRILL SEED AND CRIMP MULCH OR OTHERWISE STABILIZE IN A MANNER

CONCRETE WASHOUT AREA

N.T.S.




STANDARD AND SPECIFICATIONS
FOR
STABILIZED CONSTRUCTION ENTRANCE

Definition

A stabilized pad of aggregate underlain with geotextile
located at any point where traffic will be entering or leaving
a construction site to or from a public right-of-way, street,
alley, sidewalk, or parking area.

Purpose

The purpose of stabilized construction entrance is to reduce
or eliminate the tracking of sediment onto public rights-of-
way or streets.

Conditions Where Practice Applies

A stabilized construction entrance shall be used at all points
of construction ingress and egress.

Design Criteria

See Figure 5A.35 on page 5A.76 for details.

Aggregate Size: Use a matrix of 1-4 inch stone, or
reclaimed or recycled concrete equivalent.

Thickness: Not less than six (6) inches.

Width: 12-foot minimum but not less than the full width of
points where ingress or egress occurs. 24-foot minimum if
there is only one access to the site.

Length: As required, but not less than 50 feet (except on a
single residence lot where a 30 foot minimum would apply).

Geotextile: To be placed over the entire area to be covered
with aggregate. Filter cloth will not be required on a single-
family residence lot. Piping of surface water under entrance
shall be provided as required. If piping is impossible, a
mountable berm with 5:1 slopes will be permitted.

Criteria for Geotextile

The geotextile shall be woven or nonwoven fabric
consisting only of continuous chain polymeric filaments or
yarns of polyester. The fabric shall be inert to commonly
encountered chemicals, hydro-carbons, mildew, rot
resistant, and conform to the fabric properties as shown:

Light Duty’ Heavy Duty’

Roads Haul Roads
Fabric Grade Rough Test

Properties’ Subgrade Graded Method

Grab Tensile

Strength (Ibs) 200 220 ASTM D1682

Elongation at

Failure (%) 50 60 ASTM D1682

Mullen Brust

Strength (1bs) 190 430 ASTM D3786

Puncture

Strength (1bs) 40 125 ASTM D751
modified

Equivalent 40-80 40-80  US Std Sieve

Opening Size CW-02215

Aggregate Depth 6 10 --

'Light Duty Road: Area sites that have been graded to subgrade and
where most travel would be single axle vehicles and an occasional multi-
axle truck. Acceptable materials are Trevira Spunbond 1115, Mirafi
100X, Typar 3401, or equivalent.

*Heavy Duty Road: Area sites with only rough grading, and where most
travel would be multi-axle vehicles. Acceptable materials are Trevira
Spunbond 1135, Mirafi 600X, or equivalent.

3Fabrics not meeting these specifications may be used only when design
procedure and supporting documentation are supplied to determine
aggregate depth and fabric strength.

Maintenance

The entrance shall be maintained in a condition which will
prevent tracking of sediment onto public rights-of-way or
streets. This may require periodic top dressing with
additional aggregate. All sediment spilled, dropped, or
washed onto public rights-of-way must be removed
immediately.

When necessary, wheels must be cleaned to remove
sediment prior to entrance onto public rights-of-way.
When washing is required, it shall be done on an area
stabilized with aggregate, which drains into an approved
sediment-trapping device. All sediment shall be prevented
from entering storm drains, ditches, or watercourses.
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Figure 5A.35

Stabilized Construction Entrance

SYMBOL
| 50°MIN. | EXISTING
; PAVEMENT
M 6°MIN. TR
EXISTING ~ > ~ FILTER —/ 1 4 ?gg%m%ts) BERM
GROUND CLOTH PROFILE
SO'MIN. .
10°MIN,
EXISTING
GROUND %
N 12MIN.:| EXISTING
I ‘E‘IN' == PAVEMENT
AN R I
PLAN VIEW 1 oM,

CONSTRUCTION SPECIFICATIONS

EQUIVALENT.

30 FOOT MINIMUM LENGTH wOULD APPLY),
. THICKNESS - NOT LESS THAN SIX <6) INCHES.

ENTRANCE TO SITE.
S. GEOTEXTILE - WILL BE PLACED OVER THE ENTIRE AREA

IMPRACTICAL, A MOUNTABLE BERM WITH Si1 SLOPES WILL

1. STONE SIZE - USE 1-4 INCH STONE, OR RECLAIMED OR RECYCLED CONCRETE

LENGTH - NOT LESS THAN SO FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A

WIDTH - TWELVE (12> FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT
POINTS WHERE INGRESS OR EGRESS OCCURS. TWENTY-FOUR <24> FOOT IF SINGLE

PRIOR TO PLACING OF STONE.

6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CON-
STRUCTION ENTRANCES SHALL BE PIPED BENEATH THE ENTRANCE. IF PIPING IS

BE PERMITTED.

7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL
PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY, ALL
SEDIMENT SPILLED, DROPPED, WASHED OR TRACTED ONTO PUBLIC RIGHTS-OF-WAY
MUST BE REMOVED IMMEDIATELY. J

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON A AREA STABILIZED WITH STONE
AND WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH
RAIN. -

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS,
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, STABILIZED

NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION, CONSTRUCTION
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE ENTRANCE
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20’x 25’x 6” BLANKET ——fCr ooy |
3/4" TO 1-1/2" STONE :

FILTER BAG ——|_|
T .

20’

DIRT BAG
DIRTY WATER ———=
FROM PUMP O

OPENING & STRAP CLOSURE — - -
FOR UP TO 4" HOSE - -

TOP VIEW |

50" TO SILT FENCE OR BARRIER

PUMP DISCHARGE HOSE 6" THICK STONE BLANKET

(4" MAX) _=

—_ EXTEND FABRIC 5

————> J  BEYOND STONE

NN NN N
GEOTEXTILE FABRIC /\\/\\/\\//\\//\\//\\//\\//\\//\\/\\/\\ \\//\\
UNDER STONE FOR //\\///\\///\\///\\///\\///\\///\\///\\///\\///\\///\\///\\///\\
A O R L N N N NN NN I NN

FINISH GRADE OR
UNDISTURBED GROUND SIDE_VIEW
NOTES:

1. DIRT BAG MATERIAL BASED ON PARTICLE SIZE IN DIRTY WATER, I.E. FOR COARSE PARTICLES A WOVEN
MATERIAL; FOR SILTS/CLAYS A NON-WOVEN MATERIAL.

2. DO NOT OVER PRESSURIZE DIRT BAG OR USE BEYOND CAPACITY.

3. LOCATE DISCHARGE SITE ON FLAT UPLAND AREAS AS FAR AWAY AS POSSIBLE FROM STREAMS,
WETLANDS, OTHER RESOURCES AND POINTS OF CONCENTRATED FLOW.

4. DOWN GRADIENT RECEIMING AREA MUST BE WELL VEGETATED OR OTHERWISE STABLE FROM EROSION.
E.G. FOREST FLOOR OR COARSE GRAVEL/STONE.

5. DISCHARGE NOT PERMITTED WITHIN 25’ OF A STREAM OR WETLAND. CONSULT DEP IF STRUCTURE MUST
BE WITHIN 75" OF STREAM OR WATER BODY. SECONDARY CONTAINMENT MAY BE NECESSARY.

PUMPED DISCHARGE SEDIMENT
CONTROL DEVICE ("DIRT BAG”)

N.T.S.




DISCHARGE ONTO GEOTEXTILE FABRIC
(USE ENERGY DISSIPATOR AS NECESSARY)

MAIN INLET END ABOVE BOTTOM OF
TRENCH AND AWAY FROM SIDES

li-Li

LRI N 2
AN AR
VRO SRR
A NN NN
R TR
\\//\\\//\\\//\\\ S \\//\\\//\\// CONTAINMENT PLAN
N AR e
é\\//;\\\//;\\\/ \\//;\\\//j\\> 1. ENSURE DISCHARGE AREA IS COVERED BY STABLE VEGETATION.
N
/\\i///\\i///\\i/ \i///\\i//\\\ 2. USE DIFFUSER NOZZLE OR LOW DISCHARGE RATE TO PREVENT SCOURING.
AMNN NN
/\\\///i\\///i\\/ \\///i\\///i\ 3. USE MOSTLY IN LEVEL TERRAN.
/\\\///\\\;//\\\; \\;//\\\;//\\ 4. USE A FLOATATION DEVICE ON INTAKE AND MAINTAIN DISTANCE FROM SIDES OF DITCH AND FROM BOTTOM OF DITCH.
XK RN
\\//\\\/\\\/\W\\\//\\\//\\ 5. IN THE EVENT OF HIGH FLOWS OR VELOCITY, AN ENERGY DISSAPATOR SHALL BE USED TO PREVENT SCOUR.
R R R R
A IASANASAA
///<//<//<//<//<//<//<//<//<// 6. IN THE EVENT OF TURBID WATER WITHIN THE TRENCH/SUMP A FILTER BAG OUTLET SHALL BE USED.
I N N NN

DEWATERING OPERATION WITH
SURFACE STABILIZED OUTLET OPTION

N.T.S.




\\ —_—
\\\Q\{\\}\\\\HI [117 A
T \\\\\ —
— ———
\\:\________T_ FREEBOARD No~—— _ —
.(\l ;\ N~ 1 )
2 2 4'MIN.
—f fe— WIDTH
JRAPEZOIDAL CROSS—SECTION

CONSTRUCTION SPECIFICATIONS

1.

SA

5.B.

ALL TREES, BRUSH, STUMPS, OBSTRUCTIONS, AND OTHER OBJECTIONABLE MATERIAL SHALL BE
REMOVED AND DISPOSED OF SO AS NOT TO INTERFERE WITH THE ~ PROPER FUNCTIONING OF
THE DIVERSION.

THE DIVERSION SHALL BE EXCAVATED OR SHAPED TO LINE, GRADE, AND CROSS SECTION AS
REQUIRED TO MEET THE CRITERIA SPECIFIED HEREIN, AND BE FREE OF BANK PROJECTIONS OR
OTHER IRREGULARITIES WHICH WILL IMPEDE NORMAL FLOW.

FILLS SHALL BE COMPACTED AS NEEDED TO PREVENT UNEQUAL SETTLEMENT THAT WOULD CAUSE
DAMAGE IN THE COMPLETE DIVERSION.

ALL EARTH REMOVED AND NOT NEEDED IN CONSTRUCTION SHALL BE SPREAD OR DISPOSED OF
SO THAT IT WILL NOT INTERFERE WITH THE FUNCTIONING OF THE DIVERSION.

STABILIZATION SHALL BE DONE ACCORDING TO THE APPROPRIATE STANDARD AND SPECIFICATIONS
FOR VEGETATIVE PRACTICES.

FOR DESIGN VELOCITIES OF LESS THAN 3.5 FT. PER. SEC., SEEDING AND MULCHING MAY BE
USED FOR THE ESTABLISHMENT OF THE VEGETATION. IT IS RECOMMENDED THAT, WHEN
CONDITIONS PERMIT, TEMPORARY DIVERSIONS OR OTHER MEANS SHOULD BE USED TO
PREVENT WATER FROM ENTERING THE DIVERSION DURING THE ESTABLISHMENT OF THE
VEGETATION.

FOR DESIGN VELOCITIES OF MORE THAN 3.5 FT. PER. SEC., THE DIVERSION SHALL BE
STABILIZED WITH SOD, WITH SEEDING PROTECTED BY JUTE OR EXCELSIOR MATTING OR WITH
SEEDING AND MULCHING INCLUDING TEMPORARY DIVERSION OF THE WATER UNTIL THE
VEGETATION IS ESTABLISHED.

DIVERSION SWALE DETAIL

N.T.S.



STANDARD AND SPECIFICATIONS
FOR
DUST CONTROL

Definition
The control of dust resulting from land-disturbing activities.

Purpose

To prevent surface and air movement of dust from disturbed
soil surfaces that may cause off-site damage, health hazards,
and traffic safety problems.

Conditions Where Practice Applies

On construction roads, access points, and other disturbed
areas subject to surface dust movement and dust blowing
where off-site damage may occur if dust is not controlled.

Design Criteria

Construction operations should be scheduled to
minimize the amount of area disturbed at one time.
Buffer areas of vegetation should be left where practical.
Temporary or permanent stabilization measures shall be
installed. No specific design criteria is given; see
construction specifications below for common methods of
dust control.

Water quality must be considered when materials are
selected for dust control. Where there is a potential for the
material to wash off to a stream, ingredient information
must be provided to the local permitting authority.

Construction Specifications

A. Non-driving Areas — These areas use products
and materials applied or placed on soil surfaces to prevent
airborne migration of soil particles.

Vegetative Cover — For disturbed areas not subject to
traffic, vegetation provides the most practical method of
dust control (see Section 3).

Mulch (including gravel mulch) — Mulch offers a fast
effective means of controlling dust. This can also include
rolled erosion control blankets.

Spray adhesives — These are products generally composed
of polymers in a liquid or solid form that are mixed with
water to form an emulsion that is sprayed on the soil surface
with typical hydroseeding equipment. The mixing ratios and
application rates will be in accordance with the
manufacturer’s recommendations for the specific soils on
the site. In no case should the application of these adhesives
be made on wet soils or if there is a probability of
precipitation within 48 hours of its proposed use. Material
Safety Data Sheets will be provided to all applicators and
others working with the material.

B. Driving Areas — These areas utilize water, polymer
emulsions, and barriers to prevent dust movement from
the traffic surface into the air.

Sprinkling — The site may be sprayed with water until the
surface is wet. This is especially effective on haul roads
and access routes.

Polymer Additives — These polymers are mixed with water
and applied to the driving surface by a water truck with a
gravity feed drip bar, spray bar or automated distributor
truck. The mixing ratios and application rates will be in
accordance with the manufacturer’s recommendations.
Incorporation of the emulsion into the soil will be done to
the appropriate depth based on expected traffic. Compaction
after incorporation will be by vibratory roller to a minimum
of 95%. The prepared surface shall be moist and no
application of the polymer will be made if there is a
probability of precipitation within 48 hours of its proposed
use. Material Safety Data Sheets will be provided to all
applicators working with the material.

Barriers — Woven geotextiles can be placed on the driving
surface to effectively reduce dust throw and particle
migration on haul roads. Stone can also be used for
construction roads for effective dust control.

Windbreak — A silt fence or similar barrier can control air
currents at intervals equal to ten times the barrier height.
Preserve existing wind barrier vegetation as much as
practical.
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All Stormwater Pollution Prevention Plans must contain the
NYS DEC issued “Conditions for Use” and “Application
Instructions” for any polymers used on the site. This
information can be obtained from the NYS DEC website.

Maintenance

Maintain dust control measures through dry weather periods
until all disturbed areas are stabilized.
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CRITICAL POINTS

A. OVERLAPS AND SEAMS

>

B B. PROJECTED WATER LINE
C. CHANNEL BOTTOM/SIDE
c SLOPE VERTICES
* HORIZONTAL STAPLE SPACING SHOULD BE ALTERED
A IF NECESSARY TO ALLOW STAPLES TO SECURE THE
B CRITICAL PQOINTS ALONG THE CHANNEL SURFACE.
** IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE
o}

OR STAKE LENGTHS GREATER THAN 6" MAY
BE NECESSARY TO PROPERLY ANCHOR THE BLANKETS.

EROSION CONTROL BLANKET —

NOTES

1.

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. DO NOT SCALE DRAWINGS.

CHANNEL INSTALLATION SPECIFICATIONS

1.

PREPARE SOIL BEFORE INSTALLING BLANKETS, INCLUDING ANY NECESSARY APPLICATION OF LIME, FERTILIZER, AND SEED.
NOTE: WHEN USING CELL-0-SEED, DO NOT SEED PREPARED AREA. CELL-O-SEED MUST BE INSTALLED WITH THE PAPER
SIDE DOWN.

BEGIN AT THE TOP OF THE CHANNEL BY ANCHORING THE BLANKET IN A 6" DEEP X 6" WIDE TRENCH WITH
APPROXIMATELY 12" OF BLANKET EXTENDED BEYOND THE UP-SLOPE PORTION OF THE TRENCH. ANCHOR THE BLANKET
WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" APART IN THE BOTTOM OF THE TRENCH. BACKFILL AND COMPACT
THE TRENCH AFTER STAPLING. APPLY SEED TO COMPACTED SOIL AND FOLD REMAINING 12" PORTION OF BLANKET OVER
SEED AND COMPACTED SOIL. SECURE BLANKET OVER COMPACTED SOIL WITH A ROW OF STAPLES/STAKES SPACED
APPROXIMATELY 12" APART ACROSS THE WIDTH OF THE BLANKET.

ROLL CENTER BLANKET IN DIRECTION OF WATER FLOW IN BOTTOM OF CHANNEL. BLANKETS WILL UNROLL WITH
APPROPRIATE SIDE AGAINST THE SOIL SURFACE. ALL BLANKETS MUST BE SECURELY FASTENED TO SOIL SURFACE BY
PLACING STAPLES/STAKES IN APPROPRIATE LOCATIONS AS SHOWN IN THE STAPLE PATTERN GUIDE. WHEN USING OPTIONAL
DOT SYSTEM, STAPLES/STAKES SHOULD BE PLACED THROUGH EACH OF THE COLORED DOTS CORRESPONDING TO THE
APPROPRIATE STAPLE PATTERN.

PLACE CONSECUTIVE BLANKETS END OVER END (SHINGLE STYLE) WITH A 4"-6" OVERLAP. USE A DOUBLE ROW OF
STAPLES STAGGERED 4" APART AND 4" ON CENTER TO SECURE BLANKETS.

FULL LENGTH EDGE OF BLANKETS AT TOP OF SIDE SLOPES MUST BE ANCHORED WITH A ROW OF STAPLES/STAKES
APPROXIMATELY 12" APART IN A 6" DEEP X 6" WIDE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.

ADJACENT BLANKETS MUST BE OVERLAPPED APPROXIMATELY 2"-5" (DEPENDING ON BLANKET TYPE) AND STAPLED. TO
ENSURE PROPER SEAM ALIGNMENT, PLACE THE EDGE OF THE OVERLAPPING BLANKET (BLANKET BEING INSTALLED ON TOP)
EVEN WITH THE COLORED SEAM STITCH ON THE BLANKET BEING OVERLAPPED.

IN HIGH FLOW CHANNEL APPLICATIONS, A STAPLE CHECK SLOT IS RECOMMENDED AT 30 TO 40" INTERVALS. USE A
DOUBLE ROW OF STAPLES STAGGERED 4" APART AND 4" ON CENTER OVER ENTIRE WIDTH OF CHANNEL.

THE TERMINAL END OF THE BLANKETS MUST BE ANCHORED WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" APART
IN'A 6” DEEP X 6" WIDE TRENCH. BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.

. EROSION CONTROL BLANKETS INSTALLED WITHIN CHANNELS/SWALES/DITCHES SHALL BE NORTH AMERICAN GREEN SC-250 OR

APPROVED EQUAL.

CHANNEL INSTALLATION

N.T.S.



MATS/BLANKETS SHOULD BE ¥y ¥
INSTALLED VERTICALLY 7 . ¥
DOWNSLOPE.

./ &
o/ &
&

1. SLOPE SURFACE SHALL BE FREE OF ROCKS, CLODS, STICKS AND GRASS.
MATS/BLANKETS SHALL HAVE GOOD SOIL CONTACT.

2. APPLY PERMANENT SEEDING BEFORE PLACING BLANKETS.

3. LAY BLANKETS LOOSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT CONTACT WITH THE
SOIL. DO NOT STRETCH.

EROSION BLANKETS SLOPE INSTALLATION

N.T.S.




STANDARD AND SPECIFICATIONS
FOR
STORM DRAIN INLET PROTECTION

Definition
A temporary, somewhat permeable barrier, installed around
inlets in the form of a fence, berm or excavation around an

opening, trapping water and thereby reducing the sediment
content of sediment laden water by settling.

Purpose

To prevent heavily sediment laden water from entering a
storm drain system through inlets.

Conditions Where Practice Applies

This practice shall be used where the drainage area to an
inlet is disturbed, it is not possible to temporarily divert the
storm drain outfall into a trapping device, and watertight
blocking of inlets is not advisable. It is not to be used in
place of sediment trapping devices. This may be used in
conjunction with storm drain diversion to help prevent
siltation of pipes installed with low slope angle.

Types of Storm Drain Inlet Practices

There are four (4) specific types of storm drain inlet
protection practices that vary according to their function,
location, drainage area, and availability of materials:

I. Excavated Drop Inlet Protection
II. Fabric Drop Inlet Protection
1. Stone & Block Drop Inlet Protection
IV. Curb Drop Inlet Protection

Design Criteria

Drainage Area — The drainage area for storm drain inlets
shall not exceed one acre. The crest elevations of these
practices shall provide storage and minimize bypass flow.

Type I — Excavated Drop Inlet Protection

See details for Excavated Drop Inlet Protection in Figure
5A.11 on page 5A.29.

Limit the drainage area to the inlet device to 1 acre.
Excavated side slopes shall be no steeper than 2:1. The
minimum depth shall be 1 foot and the maximum depth 2
feet as measured from the crest of the inlet structure. Shape
the excavated basin to fit conditions with the longest
dimension oriented toward the longest inflow area to
provide maximum trap efficiency. The capacity of the
excavated basin should be established to contain 900 cubic
feet per acre of disturbed area. Weep holes, protected by
fabric and stone, should be provided for draining the
temporary pool.

Inspect and clean the excavated basin after every storm.
Sediment should be removed when 50 percent of the
storage volume is achieved This material should be
incorporated into the site in a stabilized manner.

Type II — Fabric Drop Inlet Protection

See Figure SA.12 for details on Filter Fabric Drop Inlet
Protection on page 5A.30.

Limit the drainage area to 1 acre per inlet device. Land area
slope immediately surrounding this device should not
exceed 1 percent. The maximum height of the fabric above
the inlet crest shall not exceed 1.5 feet unless reinforced.

The top of the barrier should be maintained to allow
overflow to drop into the drop inlet and not bypass the inlet
to unprotected lower areas. Support stakes for fabric shall
be a minimum of 3 feet long, spaced a maximum 3 feet
apart. They should be driven close to the inlet so any
overflow drops into the inlet and not on the unprotected
soil. Improved performance and sediment storage volume
can be obtained by excavating the area.

Inspect the fabric barrier after each rain event and make
repairs as needed. Remove sediment from the pool area as
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necessary with care not to undercut or damage the filter
fabric. Upon stabilization of the drainage area, remove all
materials and unstable sediment and dispose of properly.
Bring the adjacent area of the drop inlet to grade, smooth
and compact and stabilize in the appropriate manner to the
site.

If straw bales are used in lieu of filter fabric, they should be
placed tight with the cut edge adhering to the ground at
least 3 inches below the elevation of the drop inlet. Two
anchor stakes per bale shall be driven flush to bale surface.
Straw bales will be replaced every 4 months until the area is
stabilized.

Type III — Stone and Block Drop Inlet Protection

See Figure 5A.13 for details on Stone and Block Drop Inlet
Protection on page 5A.31.

Limit the drainage area to 1 acre at the drop inlet. The
stone barrier should have a minimum height of 1 foot and a
maximum height of 2 feet. Do not use mortar. The height
should be limited to prevent excess ponding and bypass
flow.

Recess the first course of blocks at least 2 inches below the
crest opening of the storm drain for lateral support.
Subsequent courses can be supported laterally if needed by
placing a 2x4 inch wood stud through the block openings
perpendicular to the course. The bottom row should have a
few blocks oriented so flow can drain through the block to
dewater the basin area.

The stone should be placed just below the top of the blocks
on slopes of 2:1 or flatter. Place hardware cloth of wire
mesh with 2 inch openings over all block openings to hold
stone in place.

As an optional design, the concrete blocks may be omitted
and the entire structure constructed of stone, ringing the
outlet (“doughnut”). The stone should be kept at a 3:1 slope
toward the inlet to keep it from being washed into the inlet.

A level area 1 foot wide and four inches below the crest will
further prevent wash. Stone on the slope toward the inlet
should be at least 3 inches in size for stability and 1 inch or
smaller away from the inlet to control flow rate. The
elevation of the top of the stone crest must be maintained 6
inches lower than the ground elevation down slope from the
inlet to ensure that all storm flows pass over the stone into
the storm drain and not past the structure. Temporary
diking should be used as necessary to prevent bypass flow.

The barrier should be inspected after each rain event and
repairs made where needed. Remove sediment as necessary
to provide for accurate storage volume for subsequent rains.
Upon stabilization of contributing drainage area, remove all
materials and any unstable soil and dispose of properly.

Bring the disturbed area to proper grade, smooth, compact
and stabilized in a manner appropriate to the site.

Type IV — Curb Drop Inlet Protection

See Figure 5A. 14 for details on Curb Drop Inlet Protection
on page 5A.32.

The drainage area should be limited to 1 acre at the drop
inlet. The wire mesh must be of sufficient strength to
support the filter fabric and stone with the water fully
impounded against it. Stone is to be 2 inches in size and
clean. The filter fabric must be of a type approved for this
purpose with an equivalent opening size (EOS) of 40-85.
The protective structure will be constructed to extend
beyond the inlet 2 feet in both directions. Assure that storm
flow does not bypass the inlet by installing temporary dikes
(such as sand bags) directing flow into the inlet. Make sure
that the overflow weir is stable. Traffic safety shall be
integrated with the use of this practice.

The structure should be inspected after every storm event.
Any sediment should be removed and disposed of on the
site. Any stone missing should be replaced. Check
materials for proper anchorage and secure as necessary.

New York Standards and Specifications
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Figure 5A.11
Excavated Drop Inlet Protection

SYMBOL

EXCAVATED AREA (AS REQUIRED)

| "l
. L ) _Iil'l
SIDE SLOFE a1 Py

L
= )

EXCAVATED | —
DEPTH MIN. 1’ TO WEEP HOLES = |IIlj GRAVEL SUPPORTED BY
A MAX. 2’ BELOW = FOR - HARDWARE CLOTH TO
TOP OF INLET. Eﬂ]l DEWATERING ALLOW DRAINAGE AND
RESTRICT SEDIMENT
4 S | = MOVEMENT.
=lI=N==

CONSTRUCTION SPECIFICATIONS

1, CLEAR THE AREA OF ALL DEBRIS THAT WILL HINDER EXCAVATION.
2. GRADE APPROACH TO THE INLET UNIFORMLY AROUND THE BASIN.

3. WEEP HOLES SHALL BE PROTECTED BY GRAVEL.

4, UPON STABILIZATION OF CONTRIBUTING DRAINAGE AREA, SEAL WEEP HOLES,
FILL EXCAVATION WITH STABLE SOIL TO FINAL GRADE, COMPACT IT PROPERLY

AND STABILIZE WITH PERMANENT SEEDING.
MAXIMUM DRAINAGE AREA 1 ACRE

NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERWVATION, INLET PROTECTION

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS,
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, EXCAVATED DROP

MEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE
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Figure 5A.12

Filter Fabric Drop Inlet Protection

15" MAX

LA 3’ MIN.

DROP INLET
— WITH GATE

FRAME

SYMBOL

IIRREN

1* MIN.

CONSTRUCTION SPECIFICATIONS

BE USED FOR SHORT TERM APPLICATIONS.

METAL WITH A MINIMUM LENGTH OF 3 FEET

OF THE FABRIC FOR OVER FLOW STABILITY.
MAXIMUN DRAINAGE AREA 1 ACRE

1. FILTER FABRIC SHALL HAVE AN EOS OF 40-85. BURLAP MAY

2. CUT FABRIC FROM A CONTINUOUS ROLL TO ELIMINATE JOINTS. IF
JOINTS ARE NEEDED THEY WILL BE OVERLAPPED TO THE NEXT STAKE.

3, STAKE MATERIALS WILL BE STANDARD 2° x 4" wOOD OR EQUIVALENT.

4, SPACE STAKES EVENLY AROUND INLET 3 FEET APART AND DRIVE
MINIMUM 18 INCHES DEEP, SPANS GREATER THAN 3 FEET MA
WITH THE USE OF WIRE MESH BEHIND THE FILTER FABRIC FOR SUPPORT.

5. FABRIC SHALL_BE EMBEDDED 1 FOOT MINIMUM BELOW GROUND AND
BACKFILLED. IT SHALL BE SECURELY FASTENED TO THE STAKES AND FRAME.

6. A 2° x 4" WOOD FRAME SHALL BE COMPLETED AROUND THE CREST

&
Y BE BEIDGEII

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS,

FILTER FABRIC

MEW YORK STATE DEPARTMENT OF TRANSPORTATION, DROP INLET
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE PROTECTION
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Figure 5A.13
Stone & Block Drop Inlet Protection

CONCRETE BLOCK SYMBOL
T —

-

21 SLOPE
GRAVEL FILTER

TEMPORARY i
SEDIMENT POOL —\ /_ME“ /—DEUATERINE
1MIN, : S
2MAX. . _ - -
FE . ] aNaN
DROP INLET
WITH GATE
SEDIMENT
STONE & BLOCK DETAIL
TEMPORARY
SEDIMENT POOL
£ WIRE MESH
2'MAX. Pl
-
FINE GRAVEL FACE —/Z[[[|2= e
C1'MIN, THICKNESS) == = i
T —m-[ a4’
3 STONE -
. I"‘l'

CONSTRUCTION SPECIFICATIONS

1, LAY ONE BLOCK ON EACH SIDE OF THE STRUCTURE ON ITS SIDE FOR DEWATERING.
FOUNDATION SHALL BE 2 INCHES MINIMUM BELOW REST OF INLET AND BLOCKS
SHALL BE PLACED AGAINST INLET FOR SUPPORT.

2. HARDWARE CLOTH OR 1/2* WIRE MESH SHALL BE PLACED OVER BLOCK OPENINGS
TO SUPPORT STONE.

3. USE CLEAN STONE OR GRAVEL 1/2-3/4 INCH IN DIAMETER PLACED 2 INCHES BELOW
TOP OF THE BLOCK ON A 21 SLOPE OR FLATTER.

4, FOR STONE STRUCTURES ONLY, A 1 FDOOT THICK LAYER OF THE FILTER STONE WILL
BE PLACED AGAINST THE 3 INCH STONE AS SHOWN ON THE DRAWINGS.

MAXIMUM DRAINAGE AREA 1 ACRE

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS, STONE & BLOCK
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, DROP INLET
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE PROTECTION
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Figure 5A.14
Curb Drop Inlet Protection

SAND BAG OR SYMBOL

2/ MINIMUM ALTERNATE WEIGHT
e

LENGTH DOF 2°X4*

2' x 4° WEIR

2 STONE

FILTER CLOTH 2" x 4" SPACER

—— WIRE MESH
INLET TO
PIPE] 6° MAXIMUM SPACING
OF 2°X4° SPACERS

2° X 4°
ANCHORS

SPACER
MESH

2’ x 4" WEIR

CONSTRUCTION SPECIFICATIONS

1. FILTER FABRIC SHALL HAVE AN AOS OF 40-835,

2. WOODEN FRAME SHALL BE CONSTRUCTED OF 2° x 4* CONSTRUCTION
GRADE LUMBER,

3. WIRE MESH ACROSS THROAT SHALL BE A CONTINUDUS PIECE 30 INCH
MINIMUM WIDTH WITH A LENGTH 4 FEET LONGER THAN THE THROAT.
IT SHALL BE SHAPED AND SECURELY NAILED TO A 2* x 4" WEIR

4, THE WEIR SHALL BE SECURELY NAILED TO 2* x 4* SPACERS
9 INCHES LONG SPACED NO MORE THAN & FEET APART.

5. THE ASSEMBLY SHALL BE PLACED AGAINST THE INLET AND SECURED
BY 2* x 4* ANCHORS 2 FEET LONG EXTENDING ACROSS THE TOP OF THE
INLET AND HELD IN PLACE BY SANDBAGS OR ALTERNATE WEIGHTS.
MAXIMUM DRAINAGE AREA 1 ACRE

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS,

NEW YORK STATE DEPARTMENT OF TRANSPORTATION, CURB DROP INLET
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION, PROTECTION
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE
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STANDARD AND SPECIFICATIONS
FOR MULCHING

Definition

Applying coarse plant residue or chips, or other suitable
materials, to cover the soil surface.

Purpose

The primary purpose is to provide initial erosion control
while a seeding or shrub planting is establishing. Mulch
will conserve moisture and modify the surface soil
temperature and reduce fluctuation of both. Mulch will
prevent soil surface crusting and aid in weed control. Mulch
is also used alone for temporary stabilization in non-
growing months.

Conditions Where Practice Applies

On soils subject to erosion and on new seedings and shrub
plantings. Mulch is useful on soils with low infiltration
rates by retarding runoff.

Criteria

Site preparation prior to mulching requires the installation
of necessary erosion control or water management practices
and drainage systems.

Slope, grade and smooth the site to fit needs of selected
mulch products.

Remove all undesirable stones and other debris to meet the
needs of the anticipated land use and maintenance required.

Apply mulch after soil amendments and planting is
accomplished or simultaneously if hydroseeding is used.

Select appropriate mulch material and application rate or
material needs. Determine local availability.

Select appropriate mulch anchoring material.

NOTE: The best combination for grass/legume
establishment is straw (cereal grain) mulch applied at 2 ton/
acre (90 Ibs./1000sq.ft.) and anchored with wood fiber
mulch (hydromulch) at 500 — 750 Ibs./acre (11 — 17
1bs./1000 sq. ft.). The wood fiber mulch must be applied
through a hydroseeder immediately after mulching.
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Table 3.7
Guide to Mulch Materials, Rates, and Uses
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Table 3.8
Mulch Anchoring Guide

Anchoring Method Kind of Mulch to
or Material be Anchored How to Apply

1. Peg and Twine Hay or straw After mulching, divide areas into blocks approximately 1 sq.
yd. in size. Drive 4-6 pegs per block to within 2” to 3” of soil
surface. Secure mulch to surface by stretching twine between
pegs in criss-cross pattern on each block. Secure twine around
each peg with 2 or more tight turns. Drive pegs flush with soil.
Driving stakes into ground tightens the twine.

2. Mulch netting Hay or straw Staple the light-weight paper, jute, wood fiber, or plastic
nettings to soil surface according to manufacturer’s
recommendations. Should be biodegradable. Most products
are not suitable for foot traffic.

3. Wood cellulose fiber Hay or straw Apply with hydroseeder immediately after mulching. Use 500
Ibs. wood fiber per acre. Some products contain an adhesive
material (“tackifier”), possibly advantageous.

4. Mulch anchoring tool Hay or straw Apply mulch and pull a mulch anchoring tool (blunt, straight
discs) over mulch as near to the contour as possible. Mulch
material should be “tucked” into soil surface about 3.

5. Tackifier Hay or straw Mix and apply polymeric and gum tackifiers according to
manufacturer’s instructions. Avoid application during rain. A
24-hour curing period and a soil temperature higher than 45°
Fahrenheit are required.
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LOCATION AND SPACING
VARIES SEE PLANS

LIGHT STONE FILL
TOE
A PROFILE

NOTE 2
(TYP)
B-<—
e — |
—1 ”
9" MIN. L
&tk
24" FILTER
FABRIC
\
B-<—
CUT OFF
SECTION A—-A TRENCH

APPLICATION NOTES:

1. CHECK DAMS SHALL BE USED TO REDUCE EROSION IN DRAINAGE CHANNEL BY RESTRICTING THE VELOCITY OF FLOW IN THE
CHANNEL.

2. MAXIMUM DRAINAGE AREA ABOVE THE CHECK DAM SHALL NOT EXCEED 2-ACRES.
CONSTRUCTION SPECIFICATIONS:

1. STONE SHALL BE PLACED ON FILTER FABRIC FOUNDATION.
2. EXTEND THE STONE A MINIMUM OF 1.5—-FEET BEYOND THE DITCH BANKS TO PREVENT CUTTING AROUND THE DAM.

3. PROTECT CHANNEL DOWNSTREAM OF THE LOWEST CHECK DAM FROM SCOUR AND EROSION WITH STONE OR LINER AS
APPROPRIATE.

4. ENSURE THAT CHANNEL APPUTENANCES SUCH AS CULVERT ENTRANCES BELOW CHECK DAMS ARE NOT SUBJECT TO DAMAGE OR
BLOCKAGE FROM DISPLACED STONE.

MAINTENANCE NOTES:

1. INSPECT CHECK DAMS ONCE A WEEK AND AFTER RAINFALLS. REMOVE SILT FROM BEHIND DAM AS NEEDED TO PERMIT FLOW
THROUGH THE DAM AND PREVENT LARGE FLOWS FROM CARRYING SEDIMENT OVER THE DAM.

2. INSTALL STONE LINER IN CHANNEL UPSTREAM OF CHECK DAM IF SIGNIFICANT EROSION OCCURS.
3. REPLACE STONES AS NEEDED TO MAINTAIN THE DESIGN CROSS SECTION OF THE STRUCTURES.

4. UPON STABILIZATION OF THE SITE REMOVE CHECK DAMS SO AS NOT TO BLOCK STORM FLOW OR DRAINAGE.

CHECK DAM DETAIL

N.T.S.




STANDARD AND SPECIFICATIONS
FOR
ROCK OUTLET PROTECTION

Definition

A section of rock protection placed at the outlet end of the
culverts, conduits, or channels.

Purpose

The purpose of the rock outlet protection is to reduce the
depth, velocity, and energy of water, such that the flow will
not erode the receiving downstream reach.

Scope

This standard applies to the planning, design, and
construction of rock riprap and gabions for protection of
downstream areas. It does not apply to rock lining of
channels or streams.

Conditions Where Practice Applies

This practice applies where discharge velocities and
energies at the outlets of culverts, conduits, or channels are
sufficient to erode the next downstream reach. This applies
to:

1. Culvert outlets of all types.

2. Pipe conduits from all sediment basins, dry storm water
ponds, and permanent type ponds.

3. New channels constructed as outlets for culverts and
conduits.

Design Criteria

The design of rock outlet protection depends entirely on the
location. Pipe outlet at the top of cuts or on slopes steeper
than 10 percent, cannot be protected by rock aprons or
riprap sections due to re-concentration of flows and high
velocities encountered after the flow leaves the apron.

Many counties and state agencies have regulations and
design procedures already established for dimensions, type
and size of materials, and locations where outlet protection
is required. Where these requirements exist, they shall be
followed.

Tailwater Depth

The depth of tailwater immediately below the pipe outlet
must be determined for the design capacity of the pipe. If
the tailwater depth is less than half the diameter of the
outlet pipe, and the receiving stream is wide enough to
accept divergence of the flow, it shall be classified as a
Minimum Tailwater Condition; see Figure 5SB.12 on page
5B.25 as an example. If the tailwater depth is greater than
half the pipe diameter and the receiving stream will
continue to confine the flow, it shall be classified as a
Maximum Tailwater Condition; see Figure 5B.13 on page
5B.26 as an example. Pipes which outlet onto flat areas
with no defined channel may be assumed to have a
Minimum Tailwater Condition; see Figure 5B.12 on page
5B.25 as an example.

Apron Size

The apron length and width shall be determined from the
curves according to the tailwater conditions:

Minimum Tailwater — Use Figure 5B.12 on page 5B.25
Maximum Tailwater — Use Figure 5B.13 on page 5B.26

If the pipe discharges directly into a well defined channel,
the apron shall extend across the channel bottom and up the
channel banks to an elevation one foot above the maximum
tailwater depth or to the top of the bank, whichever is less.

The upstream end of the apron, adjacent to the pipe, shall
have a width two (2) times the diameter of the outlet pipe,
or conform to pipe end section if used.
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Bottom Grade

The outlet protection apron shall be constructed with no
slope along its length. There shall be no overfall at the end
of the apron. The elevation of the downstream end of the
apron shall be equal to the elevation of the receiving
channel or adjacent ground.

Alignment

The outlet protection apron shall be located so that there are
no bends in the horizontal alignment.

Materials

The outlet protection may be done using rock riprap,
grouted riprap, or gabions.

Riprap shall be composed of a well-graded mixture of stone
size so that 50 percent of the pieces, by weight, shall be
larger than the ds size determined by using the charts. A
well-graded mixture, as used herein, is defined as a mixture
composed primarily of larger stone sizes, but with a
sufficient mixture of other sizes to fill the smaller voids
between the stones. The diameter of the largest stone size
in such a mixture shall be 1.5 times the ds, size.

Thickness

The minimum thickness of the riprap layer shall be 1.5

times the maximum stone diameter for dsy of 15 inches or
less; and 1.2 times the maximum stone size for ds, greater
than 15 inches. The following chart lists some examples:

Minimum
Ds, dinax Blanket Thickness
(inches) (inches) (inches)

4 6 9

6 9 14

9 14 20

12 18 27

15 22 32

18 27 32

21 32 38

24 36 43

Stone Quality

Stone for riprap shall consist of field stone or rough unhewn
quarry stone. The stone shall be hard and angular and of a
quality that will not disintegrate on exposure to water or
weathering. The specific gravity of the individual stones
shall be at least 2.5.

Recycled concrete equivalent may be used provided it has a

density of at least 150 pounds per cubic foot, and does not
have any exposed steel or reinforcing bars.

Filter

A filter is a layer of material placed between the riprap and
the underlying soil surface to prevent soil movement into
and through the riprap. Riprap shall have a filter placed
under it in all cases.

A filter can be of two general forms: a gravel layer or a
plastic filter cloth. The plastic filter cloth can be woven or
non-woven monofilament yarns, and shall meet these base
requirements: thickness 20-60 mils, grab strength 90-120
Ibs; and shall conform to ASTM D-1777 and ASTM D-
1682.

Gravel filter blanket, when used, shall be designed by
comparing particle sizes of the overlying material and the
base material. Design criteria are available in Standard and
Specification for Riprap Slope Protection on page 5B.57.

Gabions

Gabions shall be made of hexagonal triple twist mesh with
heavily galvanized steel wire. The maximum linear
dimension of the mesh opening shall not exceed 4 ' inches
and the area of the mesh opening shall not exceed 10 square
inches.

Gabions shall be fabricated in such a manner that the sides,
ends, and lid can be assembled at the construction site into a
rectangular basket of the specified sizes. Gabions shall be
of single unit construction and shall be installed according
to manufacturers recommendations.

The area on which the gabion is to be installed shall be
graded as shown on the drawings. Foundation conditions
shall be the same as for placing rock riprap, and filter cloth
shall be placed under all gabions. Where necessary, key, or
tie, the structure into the bank to prevent undermining of the
main gabion structure.

Maintenance
Once a riprap outlet has been installed, the maintenance
needs are very low. It should be inspected after high flows

for evidence of scour beneath the riprap or for dislodged
stones. Repairs should be made immediately.

Design Procedure

1. Investigate the downstream channel to assure that
nonerosive velocities can be maintained.

2. Determine the tailwater condition at the outlet to
establish which curve to use.
3. Enter the appropriate chart with the design discharge to
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determine the riprap size and apron length required. It is
noted that references to pipe diameters in the charts are
based on full flow. For other than full pipe flow, the
parameters of depth of flow and velocity must be used to
adjust the design discharges.

4. Calculate apron width at the downstream end if a flare
section is to be employed.

Examples

Example 1: Pipe Flow (full) with discharge to unconfined
section.

Given: A circular conduit flowing full.

Q =280 cfs, diam. = 66 in., tailwater (surface) is 2 ft.
above pipe invert (minimum tailwater condition).

Find: Read dsp = 1.2 and apron length (L,) = 38 ft.
Apron width = diam. + L, =5.5+ 38 =43.5 ft.

Use: dso = 157, dpax = 227, blanket thickness = 32”

Example 2: Box Flow (partial) with high tailwater

Given: A box conduit discharging under partial flow

conditions. A concrete box 5.5 ft. x 10 ft. flowing 5.0 ft.

deep,

Q = 600 cfs and tailwater surface is 5 ft. above invert (max.
tailwater condition).

Since this is not full pipe and does not directly fit the
nomograph assumptions of Figure 7B.13 substitute depth as
the diameter, to find a discharge equal to full pipe flow for
that diameter, in this case 60 inches.

Since, Q=AV and A =71 D’
4

First, compute velocity:
V = (Q/A) = (600/(5) (10)) =12 fps
Then substituting:

Q=nD? x V=3.14 (5 ft)> x 12 fps =236 cfs
4 4

At the intersection of the curve d = 60 in. and Q = 236 cfs,
read d50 =04 ft.

Then reading the d = 60 in. curve, read apron length (L,) =
40 ft.

Apron width, W = conduit width + (6.4)(L,) = 10 + (0.4)
(40) =26 ft.

Example 3: Open Channel Flow with Discharge to
Unconfined Section

Given: A trapezoidal concrete channel 5 ft. wide with 2:1
side slopes is flowing 2 ft. deep, Q = 180 cfs (velocity = 10
fps) and the tailwater surface downstream is 0.8 ft.
(minimum tailwater condition).

Find: Using similar principles as Example 2, compute
equivalent discharge for a 2 foot, using depth as a diameter,
circular pipe flowing full at 10 feet per second.

Velocity:

Q= m(2ft)® x 10 fps=31.4cfs
4

At intersection of the curve, d =24 in. and Q = 32 cfs, read
d50 =0.6 ft.

Then reading the d = 24 in. curve, read apron length (L,) =
20 ft.

Apron width, W = bottom width of channel + L, =5 + 20 =
25 ft.

Example 4: Pipe flow (partial) with discharge to a
confined section

Given: A 48 in. pipe is discharging with a depth of 3 ft.

Q =100 cfs, and discharge velocity of 10 fps (established
from partial flow analysis) to a confined trapezoidal channel
with a 2 ft. bottom, 2:1 side slopes, n = .04, and grade of
0.6%.

Calculation of the downstream channel (by Manning’s
Equation) indicates a normal depth of 3.1 ft. and normal

velocity of 3.9 fps.

Since the receiving channel is confined, the maximum
tailwater condition controls.

Find: discharge using previous principles:

Q= n(3ft)* x 10 fps=71cfs
4

At the intersection of d = 36 in. and Q = 71 cfs, read dsq =
0.3 ft.

Reading the d = 36” curve, read apron length (L,) = 30 ft.
Since the maximum flow depth in this reach is 3.1 ft., that is

the minimum depth of riprap to be maintained for the entire
length.
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Construction Specifications

1. The subgrade for the filter, riprap, or gabion shall be
prepared to the required lines and grades. Any fill
required in the subgrade shall be compacted to a
density of approximately that of the surrounding
undisturbed material.

2. The rock or gravel shall conform to the specified
grading limits when installed respectively in the riprap
or filter.

3. Filter cloth shall be protected from punching, cutting,
or tearing. Any damage other than an occasional small
hole shall be repaired by placing another piece of cloth
over the damaged part or by completely replacing the
cloth. All overlaps, whether for repairs or for joining
two pieces of cloth shall be a minimum of one foot.

4. Stone for the riprap or gabion outlets may be placed by
equipment. Both shall each be constructed to the full
course thickness in one operation and in such a manner
as to avoid displacement of underlying materials. The
stone for riprap or gabion outlets shall be delivered and
placed in a manner that will ensure that it is reasonably
homogenous with the smaller stones and spalls filling
the voids between the larger stones. Riprap shall be
placed in a manner to prevent damage to the filter
blanket or filter cloth. Hand placement will be required
to the extent necessary to prevent damage to the
permanent works.
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Figure 5B.12

Outlet Protection Design—Minimum Tailwater Condition
(Design of Outlet Protection from a Round Pipe Flowing Full,
Minimum Tailwater Condition: T, < 0.5D,) (USDA - NRCS)
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Figure 5B.13
Outlet Protection Design—Maximum Tailwater Condition
(Design of Outlet Protection from a Round Pipe Flowing Full,
Maximum Tailwater Condition: T,, > 0.5D,) (USDA - NRCS)
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Figure 5B.14
Riprap Outlet Protection Detail (1)
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SEE RIPRAP STANDARDS
AND SPECIFICATIONS

GRADED AGGREGATE —
FILTER OR FILTER CLOTH

CROSS SECTION A—#

NOTE!
SEE RIPRAP STANDARDS AND SPECIFICATIONS
MINIMUM TAILWATER CONDITIONS

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS, RIPRAP OUTLET
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, PROTECTION
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE EXAMPLE
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Figure 5B.15
Riprap Outlet Protection Detail (2)
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ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS, RIPRAP OUTLET
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, PROTECTION
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION, 0
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE EXAMPLE
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Figure 5B.16
Riprap Outlet Protection Detail (3)
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ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS, RIPRAP OUTLET
NEW YORK STATE DEPARTMENT OF TRANSPORTATION, PROTECTION
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERWATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE EXAMPLE
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STANDARD AND SPECIFICATIONS
FOR
SILT FENCE

Definition

A temporary barrier of geotextile fabric installed on the
contours across a slope used to intercept sediment laden
runoff from small drainage areas of disturbed soil.

Purpose

The purpose of a silt fence is to reduce runoff velocity and
effect deposition of transported sediment load. Limits
imposed by ultraviolet stability of the fabric will dictate the
maximum period the silt fence may be used (approximately
one year).

Conditions Where Practice Applies

A silt fence may be used subject to the following
conditions:

1. Maximum allowable slope lengths contributing
runoff to a silt fence placed on a slope are:

2. Maximum drainage area for overland flow to a silt
fence shall not exceed Y acre per 100 feet of fence,
with maximum ponding depth of 1.5 feet behind the
fence; and

3. Erosion would occur in the form of sheet erosion;
and

4. There is no concentration of water flowing to the
barrier.

Design Criteria

Design computations are not required for installations of 1
month or less. Longer installation periods should be
designed for expected runoff. All silt fences shall be placed
as close to the areas as possible, but at least 10 feet from the
toe of a slope to allow for maintenance and roll down. The
area beyond the fence must be undisturbed or stabilized.

Sensitive areas to be protected by silt fence may need to be
reinforced by using heavy wire fencing for added support to
prevent collapse.

Where ends of filter cloth come together, they shall be
overlapped, folded and stapled to prevent sediment bypass.
A detail of the silt fence shall be shown on the plan.

See Figure 5A.8 on page 5A.21 for details.

Criteria for Silt Fence Materials

1. Silt Fence Fabric: The fabric shall meet the
following specifications unless otherwise approved by
the appropriate erosion and sediment control plan
approval authority. Such approval shall not constitute
statewide acceptance.

Slope Maximum Minimum
Steepness Length (ft.) Acceptable
21 25 Fabric Properties Value Test Method
i} 3(5) Grab Tensile
‘ Strength (Ib 90 ASTM D1682
5:1 or flatter 100 rength (1bs)
Elongation at
Failure (%) 50 ASTM D1682
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Mullen Burst

Strength (PSI) 190 ASTM D3786

Puncture Strength (Ibs) 40 ASTM D751
(modified)

Slurry Flow Rate

(gal/min/sf) 0.3

Equivalent Opening Size 40-80 US Std Sieve
CW-02215

Ultraviolet Radiation
Stability (%) 90 ASTM G-26

2. Fence Posts (for fabricated units): The length shall be a
minimum of 36 inches long. Wood posts will be of sound
quality hardwood with a minimum cross sectional area of
3.0 square inches. Steel posts will be standard T and U
section weighing not less than 1.00 pound per linear foot.

3. Wire Fence (for fabricated units): Wire fencing shall be
a minimum 14 gage with a maximum 6 in. mesh opening,
or as approved.

4. Prefabricated Units: Envirofence, Geofab, or approved
equal, may be used in lieu of the above method providing
the unit is installed per details shown in Figure 5A.8.
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Figure 5A.8

Silt Fence
WOVEN WIRE FENCE SYMBOL
¢(MIN. 14 GAUGE
W/ MAX. 6° MESH
- 10’ MAX. C. TO C. Rsmcmm —a—a

l
‘ \ j/\ 36° MIN. LENGTH FENCE

POSTS DRIVEN MIN. 16°

—tdd T T e INTO GROUND.
R B o s Y HEIGHT OF FILTER
~lad T = 16" MIN,
v w Y 7 v
o v(‘vo V. 6° MIN,
36° MIN. FENCE POST —
WOVEN WIRE FENCE CMIN. 14 Tl
1/2 GAUGE W/ MAX. 6° MESH
SPACING) WITH FILTER CLOTH 20°MIN
FLOW
\h 1] QNDISTURBED GROUND
COMPACTED SOIL 15
EMBED FILTER CLOTH — 16“MIN,
A MIN. OF 6° IN GROUND. Y
I YA

SECTION' VIEW
CONSTRUCTION SPECIFICATIONS

1. WOVEN WIRE FENCE TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE TIES
OR STAPLES. POSTS SHALL BE STEEL EITHER °T“ OR ‘U’ TYPE OR HARDWOOD.

2, FILTER CLOTH TO BE TO BE FASTENED SECURELY TO WOVEN WIRE FENCE WITH TIES
SPACED EVERY 24° AT TOP AND MID SECTION. FENCE SHALL BE WOVEN WIRE,
6 MAXIMUM MESH OPENING.

3. WHEN TwO SECTIONS OF FILTER CLOTH ADJDIN EACH OTHER THEY SHALL BE OVER-
LAPPED BY SIX INCHES AND FOLDED. FILTER CLOTH SHALL BE EITHER FILTER X,
MIRAFI 100X, STABILINKA T140N, OR APPROVED EQUIVALENT.

4. PREFABRICATED UNITS SHALL BE GEDFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.

S. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN
*BULGES’ DEVELDOP IN THE SILT FENCE.

ADAPTED FROM DETAILS PROVIDED BY: USDA - NRCS,

NEW YORK STATE DEPARTMENT OF TRANSPORTATIDN, SILT FENCE

NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION,
NEW YORK STATE SOIL & WATER CONSERVATION COMMITTEE
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SAND BAGS TO CHANNEL
DITCH FLOW AS NECESSARY

I
2
o
SILT FENCE PER DETAIL _ SILT FENCE PER DETAIL
X X
=z =z
& &
[ L
SRR : : OSSN
e 2 : SBGERRISe:
TRENCH ~__
DO NOT REMOVE CONDUIT DURING
m=n TRENCHING, LAYING OR BACKFILLING
TEMPORARY 12" CONDUIT z
FOR DRY TRENCHING OF g
DITCH AS NECESSARY 3 SAND BAGS
PLAN VIEW

SAND BAGS TO CHANNEL
DITCH FLOW AS NECESSARY

TEMPORARY 12" CONDUIT
FOR DRY TRENCHING OF
DITCH AS NECESSARY

10

TOP OF BANK

JOP OF BANK

———
————

REFER TO ELECTRICAL
ENGINEERING SPECIFICATIONS (4’
MIN.)

PROPOSED ELECTRICAL
COLLECTION CONDUIT. REFER TO
ELECTRICAL ENGINEERING PLANS.

——————

UG E UG E UG E UG E UG E UG E

NOTES:

1. TEMPORARY SAND BAGS AND CONDUIT ARE TO BE INSTALLED PRIOR TO ANY
CONSTRUCTION WITHIN THE LIMITS OF THE DITCH. IN THE EVENT THAT THE DITCH IS
DRYING DURING CONSTRUCTION, SAND BAGS AND CONDUIT ARE NOT NECESSARY.

2. EXCAVATED TRENCH MATERIAL SHALL BE STOCKPILED ADJACENT TO THE TRENCH, NO
CLOSER THAN 25" FROM THE TOP OF BANK OF THE DITCH.

3. SILT FENCE SHALL BE INSTALLED BETWEEN THE STOCKPILED MATERIAL AND THE TOP OF
BANK OF THE DITCH.

4. IMMEDIATELY AFTER CONSTRUCTION IS COMPLETE, PERMANENT STABILIZATION MEASURES
SHALL BE APPLIED.

5. REFER TO ELECTRICAL DESIGN FOR CONDUIT DEPTH AND TRENCH DETAILS.

TYPICAL EROSION CONTROL &
CLEARANCE DETAIL FOR COLLECTION

LINE OPEN CUT DITCH/TILE CROSSING

N.T.S.




SILT FENCE

SILT FENCE
PER DETALL PER DETALL
’ ’
10" MIN. | 10° MIN.
4 *
s
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. & .
- 107 MIN. iz 107 MIN. BORE OR RECEVING PIT T
BORE OR RECENING PIT
TRENCH o TRENCH
I
z x SAFETY FENCE TO BE INSTALLED
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e
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ENGINEERING SPECIFICATIONS (4’ \ ,/
MIN.) \\”“-/,
PROPOSED ELECTRICAL DIRECTIONAL DRILL/BORE
COLLECTION CIRCUIT. REFER TO CONDUIT UNDER STREAM. REFER TO
ELECTRICAL ENGINEERING PLANS. ELECTRICAL ENGINEERING SPECIFICATIONS.
UG E UG E UG E UG E }-uG E UG E
SECTION VIEW

NOTES:
1.

EXCAVATED TRENCH AND BORE/RECIEVING PIT MATERIAL SHALL BE STOCKPILED ADJACENT
TO THE TRENCH, NO CLOSER THAN 10’ FROM THE TOP OF BANK OF THE DITCH.

SILT FENCE SHALL BE INSTALLED BETWEEN THE STOCKPILED MATERIAL AND
BORE/RECIEVEING PIT AND THE TOP OF BANK ON BOTH SIDES OF THE STREAM.

IMMEDIATELY AFTER CONSTRUCTION IS COMPLETE, PERMANENT STABILIZATION MEASURES
SHALL BE APPLIED.
THERE SHALL BE NO DISTURBANCE TO THE STREAM DURING CONSTRUCTION.

REFER TO ELECTRICAL DESIGN FOR CONDUIT DEPTH AND TRENCH DETAILS.

TYPICAL EROSION CONTROL & CLEARANCE DETAIL FOR
COLLECTION LINE TRENCHLESS STREAM CROSSING
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CLEAN GRAVEL FILL
WITHIN 25° OF
STREAM BANKS.

TEMPORARY

CULVERT EXTENSION

EXISTING
GRAVEL ROAD

FILTER CLOTH UNDER
CULVERT EXTENSION
AND TEMPORARY FILL

NOTES:

1.

EXISTING CULVERT SHALL BE EXTENDED ON THE SIDE OF ROAD RESULTING IN THE LEAST AMOUNT
OF WETLAND AND/OR STREAM IMPACTS.

TEMPORARY CULVERT SHALL BE INSTALLED NO SOONER THAN 4 WEEKS PRIOR TO THE CRANE
CROSSING AND SHALL BE REMOVED WITHIN 5 MONTHS AFTER THE CROSSING.

THE CULVERT SHALL EXTEND A MINIMUM OF 1" BEYOND THE TOE OF SLOPE.

IN AREAS THAT HAVE LESS THAN 1" OF COVER OVER THE EXISTING CULVERT, A STEEL PLATE MAY
BE UTILIZED IN CONJUNCTION WITH THE TEMPORARY CULVERT EXTENSIONS TO SPAN THE CULVERT
AND PROVIDE FOR CONSTRUCTION LOADING.

THE MINIMUM DIAMETER OF THE TEMPORARY CULVERT SHALL EQUAL THE SIZE OF THE EXISTING
CULVERT.

TEMPORARY CULVERT EXTENSION

N.T.S.



12"X12"

TIMBERS (TYP) 1
NOTES

APPROX. 20’

>

1. TO BE INSTALLED IF NECESSARY TO PREVENT RUTTING, TO ACCESS
STRUCTURES.
2. THIS DETAIL SHOWS TYPICAL DIMENSIONS. SOME CONTRACTORS
SWAMP MATS ARE DIMENSIONALLY DIFFERENT FROM WHAT IS SHOWN
> HERE.
S SECTION A—-A
9( 3. DEPENDENT ON SITE CONDITIONS, MULTIPLE LAYERS OF SWAMP MATS W
8 MAT BE INSTALLED.
© TRANSITION
— AS REQUIRED
%é g/é RS DT
GROUND AND/OR VEGETATION
SURFACE
TYPICAL SECTION VIEW

TYPICAL SWAMP MAT DETAIL
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STANDARD AND SPECIFICATIONS
FOR TOPSOILING

Definition

Spreading a specified quality and quantity of topsoil
materials on graded or constructed subsoil areas.

Purpose

To provide acceptable plant cover growing conditions,
thereby reducing erosion; to reduce irrigation water needs;
and to reduce the need for nitrogen fertilizer application.

Conditions Where Practice Applies

Topsoil is applied to subsoils that are droughty (low
available moisture for plants), stony, slowly permeable,
salty or extremely acid. It is also used to backfill around
shrub and tree transplants. This standard does not apply to
wetland soils.

Design Criteria

1. Preserve existing topsoil in place where possible,
thereby reducing the need for added topsoil.

2. Conserve by stockpiling topsoil and friable fine textured
subsoils that must be stripped from the excavated site and
applied after final grading where vegetation will be
established.

3. Refer to USDA Soil Conservation Service (presently
Natural Resource Conservation Service) soil surveys or soil
interpretation record sheets for further soil texture
information for selecting appropriate design topsoil depths.

Site Preparation

1. As needed, install erosion control practices such as
diversions, channels, sediment traps, and stabilizing
measures, or maintain if already installed.

2. Complete rough grading and final grade, allowing for
depth of topsoil to be added.

3. Scarify all compact, slowly permeable, medium and fine
textured subsoil areas. Scarify at approximately right
angles to the slope direction in soil areas that are steeper
than 5 percent. Areas that have been overly compacted shall
be decompacted to a minimum depth of 12 inches with a
deep ripper or chisel plow prior to topsoiling.

4. Remove refuse, woody plant parts, stones over 3 inches
in diameter, and other litter.

Topsoil Materials

1. Topsoil shall have at least 6 percent by weight of fine
textured stable organic material, and no greater than 20
percent. Muck soil shall not be considered topsoil.

2. Topsoil shall have not less than 20 percent fine textured
material (passing the NO. 200 sieve) and not more than 15
percent clay.

3. Topsoil treated with soil sterilants or herbicides shall be
so identified to the purchaser.

4. Topsoil shall be relatively free of stones over 1 1/2
inches in diameter, trash, noxious weeds such as nut sedge
and quackgrass, and will have less than 10 percent gravel.

5. Topsoil containing soluble salts greater than 500 parts
per million shall not be used.

Application and Grading

1. Topsoil shall be distributed to a uniform depth over the
area. It shall not be placed when it is partly frozen, muddy,
or on frozen slopes or over ice, snow, or standing water
puddles.

2. Topsoil placed and graded on slopes steeper than 5
percent shall be promptly fertilized, seeded, mulched, and
stabilized by “tracking” with suitable equipment.
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3. Apply topsoil in the following amounts:

Minimum
Topsoil
Site Conditions Intended Use Depth
1. Deep sand or Mowed lawn 6 in.
loamy sand Tall legumes, unmowed 2 in.
Tall grass, unmowed 1 in.
2. Deep sandy Mowed lawn 5in.
loam
Tall legumes, unmowed 2 in.
Tall grass, unmowed none
3. Six inches or Mowed lawn 4 in.
more: silt loam, Tall legumes, unmowed 1 in.
loam, or silt Tall grass, unmowed 1 in.
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STANDARD AND SPECIFICATIONS
FOR PROTECTING VEGETATION DURING CONSTRUCTION

Definition

The protection of trees, shrubs, ground cover and other
vegetation from damage by construction equipment.

Purpose

To preserve existing vegetation determined to be important
for soil erosion control, water quality protection, shade,
screening, buffers, wildlife habitat, wetland protection, and
other values.

Condition Where Practice Applies

On planned construction sites where valued vegetation
exists and needs to be preserved.

Design Criteria

1. Planning Considerations
A. Inventory:

1) Property boundaries, topography, vegetation and
soils information should be gathered. Identify
potentially high erosion areas, areas with tree
windthrow potential, etc. A vegetative cover type
map should be made on a copy of a topographic
map which shows other natural and manmade
features. Vegetation that is desirable to preserve
because of its value for screening, shade, critical
erosion control, endangered species, aesthetics,
etc., should be identified and marked on the map.

2) Based upon this data, general statements should
be prepared about the present condition, potential
problem areas, and unique features of the

property.

B. Planning:

1) After engineering plans (plot maps) are prepared,
another field review should take place and
recommendations made for the vegetation to be
saved. Minor adjustments in location of roads,
dwellings, and utilities may be needed.
Construction on steep slopes, erodible soils,
wetlands, and streams should be avoided.
Clearing limits should be delineated (See Section
2).

2) Areas to be seeded and planted should be
identified. Remaining vegetation should blend
with their surroundings and/or provide special
function such as a filter strip, buffer zone, or
screen.

3) Trees and shrubs of special seasonal interest, such
as flowering dogwood, red maple, striped maple,
serviceberry, or shadbush, and valuable potential
shade trees should be identified and marked for
special protective treatment as appropriate.

4) Trees to be cut should be marked on the plans. If
timber can be removed for salable products, a
forester should be consulted for marketing advice.

5) Trees that may become a hazard to people,
personal property, or utilities should be removed.
These include trees that are weak-wooded,
disease-prone, subject to windthrow, or those that
have severely damaged root systems.

6) The vigor of remaining trees may be improved by
a selective thinning. A forester should be
consulted for implementing this practice.

2. Measures to Protect Vegetation

A. Limit soil placement over existing tree and shrub
roots to a maximum of 3 inches. Soils with loamy
texture and good structure should be used.

B. Use retaining walls and terraces to protect roots of
trees and shrubs when grades are lowered. Lowered
grades should start no closer than the dripline of the
tree. For narrow-canopied trees and shrubs, the stem
diameter in inches is converted to feet and doubled,
such that a 10 inch tree should be protected to 20
feet.
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. Trenching across tree root systems should be the
same minimum distance from the trunk, as in “B”.
Tunnels under root systems for underground utilities
should start 18 inches or deeper below the normal
grounds surface. Tree roots which must be severed
should be cut clean. Backfill material that will be in
contact with the roots should be topsoil or a prepared
planting soil mixture.

. Construct sturdy fences, or barriers, of wood, steel,
or other protective material around valuable
vegetation for protection from construction
equipment. Place barriers far enough away from
trees, but not less than the specifications in "B", so
that tall equipment such as backhoes and dump
trucks do not contact tree branches.

. Construction limits should be identified and clearly
marked to exclude equipment.

. Avoid spills of oil/gas and other contaminants.

G. Obstructive and broken branches should be pruned

properly. The branch collar on all branches whether
living or dead should not be damaged. The 3 or 4 cut
method should be used on all branches larger than
two inches at the cut. First cut about one-third the
way through the underside of the limb (about 6-12
inches from the tree trunk). Then (approximately an
inch further out) make a second cut through the limb
from the upper side. When the branch is removed,
there is no splintering of the main tree trunk.
Remove the stub. If the branch is larger than 5-6
inches in diameter, use the four cut system. Cuts 1
and 2 remain the same and cut 3 should be from the
underside of the limb, on the outside of the branch
collar. Cut 4 should be from the top and in
alignment with the 3rd cut. Cut 3 should be 1/4 to
1/3 the way through the limb. This will prevent the
bark from peeling down the trunk. Do not paint the
cut surface.

. Penalties for damage to valuable trees, shrubs, and

herbaceous plants should be clearly spelled out in the
contract.
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NOTES:

DESIGN VELOCITIES EXCEEDING 2 FT/SEC REQUIRE TEMPORARY BLANKETS, MATS OR
SIMILAR LINERS TO PROTECT SEED AND SOIL UNTIL VEGETATION BECOMES ESTABLISHED.
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